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Abstract 

With the continuous progress in science and technology, a myriad of implantable 

medical devices (IMDs) have been invented aimed at improving public health and 

wellbeing. One of the main problems with these devices is their limited battery lifetime. 

This results in otherwise unnecessary surgeries to replace depleted batteries leading to 

excessive medical expenses. Wireless power transfer (WPT), as a promising 

technology, could be used to remedy this. Wireless power technologies, both through 

the transfer of transmitted radio frequency (RF) power or the harvesting of RF energy 

from the ambient environment and its subsequent conversion to useable electrical 

energy, are emerging as important features for the future of electronic devices in 

general and have attracted an upsurge in research interest. Unfortunately, the path to 

realising this wire free charging dream is paved with many thorns and there still exist 

critical challenges to be addressed. This thesis aims to deal with some of these 

challenges, developing an efficient WPT system for IMDs. 

The work begins with a comprehensive study of currently applied methods of WPT, 

which broadly fall into two categories: far-field (radiative) WPT and near field (non-

radiative) WPT. The review includes a brief history of WPT, comparisons between 

current methodologies applied and a comprehensive literature review. Magnetic 

resonance coupling (MRC) WPT is emphasised due to its advantages for the desired 

application making it the technology of choice for system development. Design of an 

MRC-WPT system requires an understanding of the performance of the four basic 

topologies available for the MRC method. Following an investigation of these, it is 

found that series primary circuits are generally most suitable for WPT and that the 

choice of a series or parallel secondary circuit is dependent on the relative size of the 

load impedance. Importantly, design parameters must be optimised to avoid the 

phenomena of frequency splitting to simultaneously obtain maximum power transfer 

efficiency (PTE) and load power. 

The use of printed spiral coils (PSCs) as inductors in the construction of WPT 

circuits for IMDs, which can save space and be integrated with other circuit boards, is 

then investigated. The challenges and issues of PSCs present for WPT mainly relate to 
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maintaining an inductive characteristic at frequencies in the Medical Implant 

Communication Service (MICS) band and to maximising the PTE between primary 

and secondary circuits. Investigations of PSC design parameters are performed to 

obtain inductive characteristics at high frequencies and the split-ring loop is proposed 

to increase the Quality factor relative to that offered by the PSC, which is shown to 

enhance WPT performance. To simplify the necessary resonating circuit configuration 

for MRC-WPT, a self-resonating split-ring loop with a series inductor-capacitor 

characteristic has been developed. A pair of these self-resonators has been adopted 

into a series primary-series secondary WPT system operating at high frequency. This 

is different to traditional planar self-resonators, which offer parallel self-resonance 

characteristics that are less desirable due to their reduced system power insertion as a 

parallel primary resonator. 

Finally, a system for implantable devices is developed using the split-ring loop in 

consideration of the effects of body tissues, whose dielectric characteristics have a 

significant influence on WPT performance. Due concern is also paid to human safety 

from radiated RF power. A series resonating split-ring loop for transmitting power is 

formed at the desired frequency through the addition of a lumped element capacitor. 

A single loop as a receiving resonator with a low Specific Absorption Rate (SAR), is 

designed to allow greater transmit power to be used in comparison to previous work, 

whilst satisfying the relevant standards relating to human safety. A rectifier circuit is 

also designed to convert the received RF energy into useable electrical energy allowing 

the realisation of the proposed WPT system. 

In a nutshell, this thesis places emphasis on solutions to overcome challenges 

relating to the use of MRC-WPT for IMDs. An efficient near-field WPT system for 

such devices is successfully demonstrated and should have profound significance to 

pushing forward the future development of this topic. 

 

Key Words: wireless power transfer, magnetic resonance coupling, implantable 

medical devices, planar split-ring loops, self-resonant coils. 
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Chapter 1 Introduction  

1.1 History of Wireless Power Transfer 

Electrical power is indispensable and essential to modern life, used to provide 

convenience and comfort. Many items considered vital to our daily lives require 

electrical energy and even new smart cities are designed around the concept of energy 

usage, as shown in Fig.1-1. Traditional power generation methods such as burning coal, 

are based on fuels with limited resources. More recently sustainable energy sources 

including solar, wind and radio frequency energy have been used to generate electrical 

power promoting environmental protection. 

Wireless power transfer (WPT) technology, in which radiated electromagnetic 

waves are used to convey power from one location to another, has become of 

increasing interest to the scientific community, it can be applied in applications where 

it is not feasible to provide continuous power to devices such as aerial drones 

commonly used for example to assist in disasters to detect and pinpoint survivors. 

WPT also provides convenience, allowing consumer devices such as electric vehicles, 

mobile/portable devices and implantable medical devices (IMDs) to be powered 

wirelessly, overcoming battery life limitations and avoiding umbilical cables, as 

shown in Fig. 1-2. 

 

Fig. 1-1. A wireless power society [1]. 
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Fig. 1-2. Wireless power transfer technology for diverse applications [2, 3].  
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Wireless power transfer is not a new concept, its theoretical foundation originated 

in 1819 when H. C. Oersted discovered that a magnetic field could be created by an 

electric current [4]. The modelling of the basic properties of magnetic fields was then 

explored leading to the formulation of several laws of physics: Ampere’s Law, 

Biot-Savart’s Law and Faraday’s Law. Maxwell’s equations, the keystone of 

electromagnetics, were derived in 1864 to portray the characteristics of reciprocal 

transformations i.e. that a changing electric field can give rise to a magnetic field and 

conversely a changing magnetic field can give rise to an electric field [5]. These 

historic advancements established the theoretical foundation of electromagnetism and 

the development of WPT is based on these same theoretical foundations. 

Heinrich Rudolf Hertz first confirmed the existence of electromagnetic radiation 

in 1888, by conducting an experiment in which oscillators connected with induction 

coils transmitted an electric spark over a tiny air gap and which could be observed to 

be received some distance away [6]. This experiment represented a technical 

breakthrough for WPT. Following this, the founder of alternating current (AC) 

electricity, Nikola Tesla, invented the “Tesla Coil” [7] in 1891 using an iron core in 

place of the air gap in Hertz’s experiment. He constructed the Wardenclyffe Tower [8] 

(shown in Fig. 1-3) in 1901 to realise wireless power transmission through the 

ionosphere. Even though his ideas about transmitting messages, telephony and even 

facsimile images across most of the Earth were not realised, his contributions to 

microwave technology as a milestone of electromagnetism provided the road map for 

further development of WPT. 

  

(a) (b) 

Fig. 1-3. (a) Nikola Tesla and (b) His Wardenclyffe Project in Long Island, New York [9]. 
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Another great leap forward for WPT occurred in 1964 when W.C. Brown 

demonstrated the practicality of microwave power transfer by powering a model 

helicopter (as shown in Fig. 1-4). This represented a practical achievement in relation 

to the conversion of microwaves into electricity through a rectenna [10].  

 

Fig. 1-4. Microwave-powered helicopter developed by W.C. Brown [10].  

During that period, coupling based WPT (non-radiative or near-field WPT) did not 

attract much attention from researchers, thus it grew at a slower pace. Nevertheless, 

the emergence of portable electronic devices and the development of advanced 

technologies since the end of the last century has aroused an upsurge in wireless 

charging research of both far-field and near-field designs. Cota system [11], 

PRIMOVE [12] and Powercast [13] wireless rechargeable sensor systems, which are 

based on far-field wireless charging technology were commercialised at the beginning 

of the 20th century. The first published outstanding achievement for near-field WPT, 

WiTricity technology, was proposed by Kurs et al in 2007 [14]. This new approach 

was demonstrated in an experiment where power was transmitted to light a 60 W lamp 

over a distance of 2 m with an efficiency of 40% (shown in Fig. 1-5). The new method 

applied was called the magnetic resonance coupling (MRC) method. Since then, many 

researchers have investigated MRC-WPT for various applications such as electric 

vehicles (EVs)[15], portable or consumer devices [16-18] and LED lighting [19-21]. 
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Fig. 1-5. Researchers in Massachusetts Institute of Technology and the demonstration of the 

Wirticity system [22].  

 

Fig. 1-6. A brief development progress of WPT technology. 

A brief development history of WPT technology is depicted in Fig. 1-6. Above all, 

WPT technology can be mainly divided into two categories: far-field WPT (radiative) 

and near-field WPT (non-radiative). To be specific, far-field WPT can be sorted into 

directive radio frequency (RF) power beamforming and non-directive RF power 

beamforming [23, 24]. Near-field WPT can be classified into a further three 

approaches, namely inductive coupling [25], MRC [14] and capacitive coupling [26]. 
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A comparison of these approaches for WPT is provided in Table 1-1, detailing types, 

advantages, disadvantages and typical applications.  

Table 1-1: Comparison of different approaches for WPT techniques 

Classification Far-field WPT 

(radiative) 

Near-field WPT (non-radiative) 

Approaches Directive 

RF 

power 

beaming 

Non-

directive RF 

power 

beaming 

Inductive coupling Magnetic 

resonance 

coupling 

Capacitive 

coupling 

Types Antennas / Antennas 

Arrays 

Coils Resonators Metal plates 

Effective 

charging 

distance 

Dependent on frequency 

and power level, 

typically from several 

meters to kilometers 

From a few 

millimeters to a 

few centimeters 

From a few 

centimeters to 

a few meters 

Up to a few 

millimeters 

Frequency 

range 

GHz kHz-MHz kHz-MHz MHz 

Advantages Long transfer distance, 

Insensitive to 

misalignment 

Safe for human,  

Simple 

complementation 

High power 

transfer 

efficiency, 

No need of 

Line-of-Sight 

Eddy 

current loss 

free 

Disadvantages Very low transfer 

efficiency and low 

conversion efficiency, 

Require Line-of-Sight, 

Not safe for human,  

Short transfer 

distance,  

Very sensitive to 

misalignment 

Sensitive to 

misalignment 

and driving 

frequency 

High 

voltages 

Applications Solar power system, 

Ambient energy 

harvesting, Low-power 

wireless sensors 

Electric 

toothbrush; 

Charging pad for 

cell phones, EV, 

Medical devices 

EV; Portable 

/mobile 

devices, 

Medical 

devices, 

Railway 

vehicles, 

Medical 

devices, EV 

 

Generally, far-field WPT is used in applications such as ambient energy harvesting 

and low-power wireless sensors as it can achieve power transmission over a range of 

several metres to kilometres. Near-field WPT has wider application possibilities, such 

as electric vehicles, wearable/implantable electronic devices, mobile phones and 

laptops. Inductive coupling is based on electromagnetic induction between two coils. 

Magnetic resonance coupling is based on electromagnetic resonance between two 

resonators with same resonance frequency. Capacitive coupling delivers energy via 

electric fields formed between metal plates. Inductive coupling requires accurate 

alignment. Magnetic resonance coupling can have a relatively large transfer distance 

with high power transfer efficiency. Capacitive coupling is suitable for those 

applications where the transfer distance is less than 1 mm. 
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1.2 Research Motivation 

Despite enjoying the modernisation that various electronic devices like mobile 

phones, laptops and computers bring to us, we still have to suffer from the 

inconvenience of an increasing number of chargers and charger wires to keep these 

devices functioning. In the contemporary world, health care is advancing at an 

astounding speed, for example offering patients IMDs for detecting and sensing in real 

time, the functioning of areas of the body that cannot be reached easily. 

Cardiovascular diseases could be significantly reduced or prevented by the 

continuous real time monitoring of the heart rhythm and blood flow via sensors 

implanted in the body, as a kind of in-body wireless body area network (WBAN) [27, 

28] application. Biomedical implantable devices [29, 30] offer promising solutions to 

the monitoring, diagnosis and treatment of various diseases helping to save and extend 

lives. A pacemaker is a treatment solution for cardiovascular diseases allowing a 

person with an abnormal heart rhythm to maintain a normal lifestyle [31]. Since the 

first artificial pacemaker was introduced in 1932, much has changed and will continue 

to do so in the future. The first implantable pacemaker was developed by Dr. Rune 

Elmqvist in 1958 and since then they have become smaller and lighter [32]. 

 

Fig. 1-7. Schematic of a double chamber pacemaker [33]. 

Functionally, a pacemaker with a typical size of 60 mm×42 mm×10 mm 
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comprises at least three parts: an electrical pulse generator, a power source (battery), 

and an electrode (lead) system [34]. Generally, there are two types of pacemakers 

according to the number of electrodes: single chamber pacemakers and double 

chamber pacemakers [35]. A schematic of a double chamber pacemaker is shown in 

Fig. 1-7. A pacemaker utilises the energy stored in batteries to sense the heartbeat 

through electrodes implanted in the heart and to provide pacing pulses to the heart to 

stimulate normal sinus rhythm. 

The power supply of choice for implantable devices is generally a battery, however, 

owing to their finite lifetime they present a significant limitation to device usage. 

Conventional operation relies heavily on continuous power supply from batteries. 

Battery capacity is closely related to battery size and for an implantable device it must 

be small limiting its application. Recently, WPT techniques have gained significant 

interest in many applications, especially for wearable and implantable medical devices, 

to address this power delivery issue [36]. With the aid of WPT, surgeries for replacing 

batteries can be avoided. However, there are still many challenges to be addressed in 

designing a WPT system for an implantable device, including: power transfer 

efficiency (PTE), power stability, size of receiver and accompanying circuitry. 

This research aims to develop a WPT system for pacemakers. The system will 

include a transmitting coil, a receiving coil and an RF-to-DC conversion circuit. To 

gain higher PTE for medical implants, the following factors and issues should be taken 

into consideration and addressed in this work. 

1) Circuit topology – The MRC method for WPT offers higher PTE and larger 

transfer distances in comparison to other techniques. However, the complex 

configuration of the matching circuits required makes the selection of 

transmitting and receiving resonator difficult [37, 38]. Furthermore, the 

impedance of the load on the WPT system militates the performance of the 

WPT link. Each circuit topology has its own characteristics, leading to 

different performance in relation to load power and PTE. Therefore, the 

choice of topology is application dependent in order to ensure maximum PTE 

and maximum load power. The effect of load size on different system 

topologies is important and forms a core investigation in this work. 

2) Operating frequency – According to the regulations of the Federal 
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Communications Commission (FCC), the Medical Device 

Radiocomunications Service (MedRadio) is allocated in the 401-406, 413-

419, 426-432, 438-444 and 451-457 MHz ranges [39]. To be compatible with 

other international frequency allocations, the 402-405 MHz frequency band 

is the Medical Implant Communication Service (MICS) band for medical 

implant apparatus in the performance of diagnostic or therapeutic functions 

(such as cardiac pacemakers and defibrillators) [40]. However, in many 

researches, lower frequencies (below 100 MHz) are chosen as the MRC-WPT 

operating frequency to decrease energy absorption by the human body, 

despite these frequencies being outside of those allowed for medical implant 

devices. Requirements on resonators with frequencies in the MICS band 

presents design challenges for the transmitting/receiving antennas and 

necessary matching networks. The design and matching of appropriate 

resonators form another significant area for investigation in this work. 

3) Loss minimisation – Higher transmitting frequencies offer the potential for 

higher power transfer efficiencies; however, they can also produce more eddy 

current losses, tissue heating, and generate electromagnetic compatibility 

(EMC) issues in the electronic circuitry of the IMDs. Crucial factors for 

MRC-WPT are the Quality (Q) factors of the coils used for transmitting and 

receiving. The reason for this is that a high Q-factor can mitigate losses during 

power transmission, therefore enhancing PTE. This work involves the design 

of transmitting and receiving coils with high Q-factors for an implantable 

WPT system. 

4) Safety issues – In order to prevent the hazardous heating of biological tissues, 

implantable systems must comply with the specific absorption rate (SAR) 

standards. The IEEE standard restricts the SAR averaged over any 1 g of 

tissue in the shape of a cube (1-g AVG SAR) to less than 1.6 W/kg or the 

SAR averaged over any 10 g of tissue in the shape of a cube (10-g AVG SAR) 

to less than 2 W/kg[41]. These regulations influence the maximum transmit 

power of the system. To ensure a high PTE, the receiver should minimise its 

SAR value in order to maximise the transmittable power and hence minimise 

charging time. Thus, design of a receiver that best satisfies the SAR 

regulations is another important area of investigation in this work. 
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1.3 Aim and Objectives 

The main aim of this research is to develop an implantable WPT system with a 

high PTE and high allowable transmit power for pacemakers. This aim is expressed in 

terms of six objectives in order to provide a structured approach to the research. 

1) To investigate the effects of different topologies of the primary and secondary 

circuits used in magnetic resonance coupled WPT. 

2) To determine the criteria for the selection of a suitable circuit topology based 

on specific application requirements to maximise PTE and load power at a 

given frequency. 

3) To develop a printed spiral coil with inductive characteristics at the desired 

frequency. 

4) To develop a method of decreasing parasitic resistance and improving the 

Q-factor of printed spiral coils and planar loops using a split-ring loop. 

5) To develop a self-resonator with series self-resonance at a desired frequency, 

which could be used as a transmitting or receiving resonator in a WPT circuit. 

6) To develop a series-primary and parallel-secondary WPT system for charging 

a pacemaker with: series and parallel self-resonators and a rectifying circuit 

to convert RF energy to DC power. 

1.4 Overview of the Thesis 

This thesis is composed of seven chapters that focus on the design of a WPT system 

for implantable devices. Specifically, the research includes a theoretical analysis of 

MRC-WPT circuits, the design and optimisation of a WPT system and verification of 

the system by practical measurement. The thesis is organised as follows. 

Chapter 1 provides the background of this work, including a brief history of the 

development of WPT, comparisons of WPT techniques, research motivation, aims and 

objectives and an overview of the thesis. 
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Chapter 2 provides fundamental knowledge and a detailed literature review of 

different techniques (far-field and near-field) for different WPT applications (in free 

space and in body tissues) to obtain a better understanding of the state-of-the-art in 

WPT designs, meanwhile recognising the issues and challenges to be overcome in this 

work. 

Chapter 3 investigates the characteristics of different topologies of the MRC 

method for WPT. Experimental results are used to verify the theoretical analysis. The 

effects of load impedance on the performance of the wireless power link is 

demonstrated. Criteria for the avoidance of the phenomena of frequency splitting and 

enhancing PTE for a specific application are given. 

Chapter 4 highlights the suitability of coils as a planar structure for a WPT system 

operating at high frequency. Meanwhile, an investigation of the characteristics of 

traditional planar spiral coils (PSCs) is conducted, including simulations and 

measurement. Thus, the limitations of traditional PSCs on PTE at high operating 

frequencies are clearly shown. This work paves the way towards tackling the 

challenges and drawbacks of traditional PSCs for WPT at higher operating frequencies. 

Chapter 5 proposes a new structure for a planar split-ring loop with high Q-factor 

that decreases ohmic loss and enhances PTE, as well as allowing for increased power 

transfer distance. Furthermore, a novel self-resonator is designed as transmitter and 

receiver that allows the need for complex matching circuits to be avoided. The 

resonators parameters are swept and optimised to realise self-resonance at the chosen 

frequency. These could easily be applied to portable devices due to the self-contained 

circuit configuration. The structure of the self-resonator has a unique resonance 

characteristic and high PTE in comparison to a traditional planar coil, making it more 

suitable for WPT. 

Chapter 6 proposes a WPT system with planar split-ring loops for IMDs, including 

a transmitting antenna, a receiving antenna and a rectifier for RF-to-DC conversion. 

The operating frequency of this WPT system is 403 MHz, which belongs to the MICS 

band and hence can be used for implantable devices without an individual license 

being issued by the FCC. The design process and optimisation of the WPT link 

between the transmitter and receiver are illustrated; enhancing the PTE and receiving 

power while satisfying SAR regulations. The configuration of a rectifying circuit is 
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presented to convert the RF power to DC power. Measurements are conducted using 

minced pork to simulate body tissue allowing the practicality of this designed WPT 

system for IMDs (such as pacemakers) to be demonstrated. 

Chapter 7, the final chapter, concludes this thesis and highlights the contributions 

of this work. Some future work in this research topic is also recommended. 
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Chapter 2 Wireless Power Transfer 

Systems 

2.1 Background 

The development of wireless power transfer (WPT) technologies is advancing in 

two main directions: far-field (radiative) WPT and near-field (non-radiative or 

coupled-based) WPT. 

2.1.1 Far-field Wireless Power Transfer 

Far-field WPT is based on the transmission and receiving of radiated 

electromagnetic waves [1, 2], where a receiving antenna is placed a large separation 

distance of R≥2D2/λ (where D is the largest antenna dimension and λ is the operating 

wavelength) from the transmit antenna [3]. Initially, terrestrial far-field wireless 

energy transfer research was geared towards intentional long-range transmission of 

electromagnetic waves at radio frequencies (RF) [4].  

 

Fig. 2-1. Schematic of a far-field WPT system. 

The architecture of a far-field WPT system is shown in Fig. 2-1. The power 

transmission starts with a power supply which is converted to RF energy via for 

example by magnetron, this is typically followed by an amplifier which can provide 

sufficient RF power for the transmitting antenna to send. After propagating over the 
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antenna separation distance (typically through air), the RF/microwave signal is 

captured by the receiving antenna and rectified into electricity again through an RF-

to-DC conversion using a rectifying circuit. The overall power transfer efficiency (PTE) 

of the far-field WPT system depends on various factors, such as the directivity and 

efficiency of the transmit and receive antennas, impedance mismatch losses and the 

RF-to-DC conversion efficiency. 

2.1.2 Near-field Wireless Power Transfer 

Near-field WPT schemes involve much shorter-range non-radiative energy 

interactions within electromagnetic fields. Energy may be transferred either through 

the magnetic or electrical fields in the vicinity of the excited field sources. It can be 

divided into three methods, namely inductive coupling, magnetic resonance coupling 

(MRC) and capacitive coupling, as discussed in the previous chapter. 

2.1.2.1 Inductive Coupling Method 

Inductive coupling works by magnetic field induction, that is to say, an alternating 

current in a primary/transmitting coil (connected to a source) generates a varying 

magnetic field that induces a voltage across the terminals of a secondary/receiving coil 

at the receiver (as shown in Fig. 2-2). 

 

Fig. 2-2. Schematic of inductive coupling-based WPT [5]. 

The fundamental theories of inductive coupling-based WPT include the use of 

Biot-Savart’s Law and Faraday’s Law. Biot-Savart’s Law is used to calculate the 
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magnetic field B, produced by an arbitrary current distribution I [5]: 
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where µ0 is the vacuum permeability, I is the current in the transmitting coil, dl is a 

vector whose magnitude is the length of the differential element of the conducting wire, 

and r  is the full displacement vector from the wire element to the point at which the 

field is being computed.  

Faraday’s Law [6] can then be used to calculate the induced voltage VInd over the 

receiver coil as the rate of magnetic field change through an effective surface area S 

by 
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2.1.2.2 Magnetic Resonance Coupling Method 

Resonance is a trend whereby one physical system in its natural frequency tends 

to absorb more energy from the environment. In other words, it is a phenomenon in 

which when one object vibrates it can cause another object with the same natural 

frequency to vibrate in phase. An example of this would be the sound of a tuning fork. 

Resonances can be formed to transfer energy [7]. In 2007, A. Kurs established the 

resonance energy transfer system, named WiTricity (Wireless electricity) based on 

electromagnetic coupled mode theory. The system was able to wirelessly transfer 

energy with up to 40% efficiency over distances in excess of 2 m [8].  

The electromagnetic field is an energy field and can provide energy to power 

electrically driven apparatus. Electromagnetic waves contain energy, no matter 

whether there is a receiver or not. Therefore, use can be made of a non-radiative 

magnetic field (near-field) with a designed resonant frequency, by placing a resonator, 

such as an inductor-capacitor (LC) circuit, with the same resonant frequency in the 

field. Like the tuning fork, it will begin to resonate, and energy will be collected. As 

energy is stored in the resonating coil, the voltage across it will increase and as a result 
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two systems with the same inherent resonant frequency will generate a strong magnetic 

field intensity (as shown in Fig. 2-3). The received energy can be used by the load after 

being converted via follow-up circuits [7]. The stronger the magnetic field the higher 

the transfer efficiency and also the greater the energy transfer distance can be. 

 

Fig. 2-3. Schematic diagram of energy transfer system via coupled magnetic resonance. 

The energy supply of the source is provided by a power conversion module, 

inductor L1 and capacitor C1 constitute a resonant source, able to generate an 

alternating non-radiative magnetic field. The resonance frequency of the LC circuit is 

f1. In theory, at f1 the oscillation of the source resonant circuit is at its strongest and 

when f2 (the resonance frequency of the secondary circuit) is equal to f1, the value of 

the currents resonating in both coils is at its highest as well as the magnetic field 

intensity. Inductor L2 and capacitor C2 constitute the receiving resonant circuit, 

resonating due to the presence of an electromagnetic field and hence receiving energy. 

The receiving circuit must ensure f2 = f1, which is the necessary condition for energy 

transfer via MRC [9]. 

2.1.2.3 Capacitive Coupling Method 

The capacitive coupling method delivers energy from transmitter to receiver 

mainly via electric field coupling rather than magnetic field coupling, thus possessing 

the ability to bypass metal materials existing in the transmission path, which is unlike 

the inductive coupling method [10].  
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Fig. 2-4 shows the schematic of a capacitive coupled based WPT system. The 

voltage excitation between the pair of external conductors (TX) generates extremely 

low currents, due to a high mutual impedance between them. However, when another 

pair of conductors (RX) are brought to close the loop, the mutual impedance reduces 

and draws current (I+, I-) from the source. In the process, the current drawn is mirrored 

to the load, thus powering it through this capacitive coupling. The impedance formed 

by the capacitive reactance between TX and RX is large even for very small 

separations between them (on the order of a few millimeters). Hence, the current drawn 

from the source is expected to be low, thus limiting the power transfer capability [11-

13]. 

 

Fig. 2- 4. Schematic of a capacitive coupling based WPT system. 

2.2 Studies of Wireless Power Transfer  

Recently, there has been much research work investigating WPT for different 

applications. Three main applications are portable devices, electric vehicles and 

implantable devices. In this section, some recent designs of WPT used in free space 

and in body will be introduced. 
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2.2.1 Wireless Power Transfer in Free Space 

Far-field charging systems can be realised through either non-directive RF 

radiation or directive RF beamforming [14]. Non-directive RF radiation can be 

conducted without line of sight and is less sensitive to the orientation and position of 

the receiver relative to the transmit antenna [15]. However, the resulting efficiency is 

relatively low. Low power wireless systems, such as wireless sensor networks (WSNs) 

[16] and Radio Frequency Identification (RFID) systems [17, 18] have become the 

most widely adopted applications for non-directive charging. A far-field wireless 

power charging system for low-power wireless sensors was proposed in [19] with low 

incident power density. It is suitable for low-duty cycle wireless sensors and 

applications sensing in environments where it is difficult or impossible to change 

batteries and where the exact position of the sensors might not be known. 

Ambient RF energy harvesting as a non-directive charging method has also 

recently attracted a great deal of attention to harvest RF energy from TV broadcasts 

[20, 21], Global system for mobile communications (GSM) bands (900/1800) [22-24] 

and WiFi routers [25, 26] to charge low-power or ultra-low power sensors. 

 

Fig. 2-5. Prototype of TV radiowave energy harvesting sensor node [27]. 

A prototype of an ambient RF energy harvesting sensor node is presented in 

Fig. 2-5, using scavenged energy from digital TV broadcasting signals. The charging 
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system in Fig. 2-6 is made up of an inkjet-printed dipole antenna, 5-step modified 

Dickson charge pump with matching circuit, 100 µF capacitor and a Texas Instruments 

eZ430 RF-2500 sensor node with temperature sensor [27]. 

The RF power received by the dipole antenna from the broadcasting tower can be 

taken as the input to the rectifier, typical power levels are around -10 dBm, the RF-to-

DC conversion efficiency at 540 MHz is 30% with a load of 50 kΩ. The efficiency is 

directly related to the input power as when the rectifier input level decreases 

to -15 dBm, the conversion efficiency is only 10% [27]. To increase the receiving 

power, a directional transmitting antenna and a directional Yagi antenna are used in 

[28]. The space between the transmitting antenna and receiving antenna is 90 cm, and 

an operating frequency of 433 MHz (industrial, scientific and medical (ISM) band) is 

used. The Yagi antenna can receive almost 4 mW and the RF-to-DC conversion 

efficiency can reach 39.1% in this case. Therefore, far-field WPT can operate over a 

large transfer distance, but only a small amount of power can be received in part due 

to a low conversion efficiency. 

 

Fig. 2-6. Equivalent schematic of RF energy harvesting sensor nodes [27]. 

Near-field WPT is a promising technology for charging electric toothbrushes [29], 

portable devices (such as iPads, mobile phones and laptops) [30-32] and electric 

vehicles [33-35]. An inductive power transfer system with magnetic dipole type coils 

operating at 20 kHz is proposed in [36]. When the separation between the primary coil 

and secondary coil is 3 m, 4 m and 5 m, the primary-coil-to-load power transfer 

efficiencies are 29%, 16% and 8%, respectively.  

An MRC system using U-coils (three coils) to replace the traditional two-coil 

method was illustrated in [37] in order to further improve PTE, which can be seen in 

Fig. 2-7. The PTE can reach 66% over a transfer distance of 1 m at an operating 
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frequency of 85 kHz. 

 

(a) 

 

(b) 

Fig. 2-7. (a) Equivalent schematic and (b) practical setup of U-coil WPT system [37].  

Capacitive coupled WPT is suitable for stationary charging of electric vehicles. A 

capacitively coupled wireless EV charging system using a conformal bumper docking 

station allows for simple mechanical implementation and avoids the pitfalls associated 

with alignment and air-gap maintenance [38]. A photo of a capacitive coupling WPT 

system is depicted in Fig. 2-8. This method requires the air gap between transmitter 

and receiver to be as small as possible (<1 mm). In this case, the PTE can reach 90% 
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at an operating frequency of 530 kHz. 

 

(a) 

 

(b) 

Fig. 2-8. Photos of Corbin Sparrow approaching and docked with the conformal 

bumper charging station. (a) Corbin Sparrow charging system, car-left, station-right. 

(b) Corbin Sparrow approaching and docked with the charging station [38]. 

 

These methods for WPT have their own advantages and disadvantages. However, 

the PTE and transfer distance remain the two most significant challenges for 

improvement. 
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2.2.2 Wireless Power Transfer for Implantable 

Applications 

2.2.2.1 Effect of the Body on Wireless Power Transfer 

Performance 

WPT offers the possibility of charging implantable medical devices (IMDs), 

overcoming issues of limited battery life and avoiding the inconvenience of wires and 

surgeries. Unlike free space, the human body has frequency dependent loss. Different 

body tissues have different characteristics of permittivity and conductivity at different 

frequencies [39]. Human safety is the most significant factor which needs to be taken 

into account through consideration of SAR. 

For far-field WPT, the transmit antenna is usually optimised for free space, while 

the receive antenna is placed inside the body surrounded by tissues. The Federal 

Communications Commission (FCC) limits the maximum transmit output power in 

the ISM bands, to 30 dBm (1 W). Besides, the maximum effective isotropic radiated 

power (EIRP) should be less than 36 dBm (4 W). The EIRP for a wireless power link 

can be expressed by equation (2.3), the transmitted power PT is adjusted to balance the 

gain GT of the transmit antenna and impedance mismatch losses Limp (as described in 

equation (2.4)) to keep the EIRP under acceptable limits [40]. 

[ ] [ ] [ ] [ ]dBm T dBm T dB imp dBEIRP P G L= + −
 (2.3) 

2
[ ]( ) 10log(1 )impL dB = − −

 (2.4) 

where τ is the appropriate reflection coefficient. 

As an example, the maximum permissible exposure (MPE) limit for uncontrolled 

exposure to an intentional radiator operating at a 2.4 GHz is 10 W/m2. The power flux 

density Wf at a transfer distance from the transmitter is provided by [41] 
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The minimum transfer distance [42] can be obtained from equation (2.5) when the 

EIRP of the transmit antenna is fixed. Furthermore, maximum specific absorption rate 

(SAR) values are limited to protect patient safety. 

For inductive coupling and MRC based near-field WPT, inductors or coils play a 

critical role in the power transmission process. Implantable printed spiral coils (PSCs) 

are implemented on organic, ceramic or silicon substrates and coated by an insulator 

such as Parylene or silicone [43]. Compared to the PSCs in air, they are surrounded by 

body tissues and fluids that have high permittivities, which significantly increases the 

parasitic capacitance of the PSCs when implanted [44, 45]. Body tissues include skin, 

fat, muscle, blood and bone, however body tissues will be considered here as a single 

homogeneous layer for simplicity. Fig. 2-9 shows the equivalent modelling of the 

parasitic capacitance generated by a multilayer material surrounding an implanted PSC. 

The total equivalent parasitic capacitance of the implanted PSC [46, 47] can be 

calculated by (2.6) 

0 1 2 3 4 5 6eqC C C C C C C C= + + + + + +
 (2.6) 

 

Fig. 2-9. Equivalent modelling of the parasitic capacitance generated by multilayer material 

surrounding of the implanted PSCs. 

Capacitive coupling based WPT typically has a high frequency of operation (tens 

or hundreds of MHz) to increase PTE. Tissue losses in body base applications would 

therefore be significant. In capacitive WPT, tissue losses are the main source of loss 

and hence highest goal in terms of design. This is closely followed by ensuring SAR 
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requirements are met. As shown in Fig. 2-10(a), a pair of metallic patches with an 

effective area (A) has been separated by a tissue layer [48]. Upon power transmission 

through these capacitances, conduction currents lead to losses in the tissue and ohmic 

losses in the patches [49]. These tissue losses RT and conductor losses RC can be 

modelled as equivalent loss resistances in series with the capacitance of the patches 

Ceq. The self-inductance Lself of the lead wires and patches can be added as series 

inductors, as shown in Fig. 2-10(b). PTE increases with effective area but decreases 

with the distance of separation. The PTE of the capacitive coupling link is highly 

sensitive to the separation between the transmitter and receiver due to the weakness of 

capacitive coupling (few millimeters separation). Therefore, body tissues have a great 

influence on PTE. 

   

(a) 

 

(b) 

Fig. 2-10. Schematic of near-field capacitive coupling between two metallic patches; (b) 

Equivalent modelling of the link with tissue losses and conductor losses. 
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2.2.2.2 Implantable Wireless Power Transfer Systems 

A far-field WPT system for implantable devices is proposed in [50], including horn 

antenna and implantable rectenna (implantable antenna integrated with a rectifier). The 

overall dimension of the implantable rectenna is 8 mm×4 mm×1.9 mm, which is 

shown in Fig. 2-11. 

 

(a) 

 

(b) 

 

(c) 

Fig. 2-11. Configurations for implanted rectenna. (a) Geometry; (b) Top view (Unit: mm); (c) 

Side view [50]. 
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Fig. 2-12. Measurement setup for far-field WPT [50]. 

Fig. 2-12 illustrates the measurement setup used for far-field WPT, where the 

designed implanted rectenna is in the minced pork and the horn antenna is placed at a 

distance of 0.3 m away from the edge of the pork. The maximum input power to the 

horn antenna is 24.3 dBm (269 mW). At 2.51 GHz, the DC output voltage is 0.12 V 

across a load of 3.25 kΩ. Thus, the received power is 4.4 µW and the overall PTE 

(PTE and conversion efficiency) is only 0.0016%. 

 

(a) (b) (c) (d) 

Fig. 2-13. Geometry of the primary resonator. (a) Front and back view. (b) Geometry of the 

secondary resonator. Configurations adopted in full-wave simulations. (c) Three-tissue-layer 

model (skin–fat–muscle) with dp = ds = 5 mm, a = b = 2 mm and c = 16 mm. (d) Homogeneous 

model with dp = ds = 5 mm [51]. 

An inductive link for charging pacemakers operating at 403 MHz (in the MICS 

band) was proposed and simulated in [51]. The primary resonator consisted of two 

spirals printed on the top and bottom face of an Arlon substrate with dimensions 

30 mm × 30 mm and a square split-ring resonator (14.9 mm × 14.9 mm) as the 

secondary resonator implanted at a depth of 5 mm in a layer of muscle, below layers 
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of skin and fat, both approximately 2 mm thick (as shown in Fig. 2-13). This WPT 

system has a maximum measured transfer efficiency of around 7.4% when the distance 

between two resonators is 6.5 mm. As the distance increases to 10 mm, the measured 

transfer efficiency falls to around 5.24% with a 10-g average SAR of less than 

1.08 W/kg), which is within the limits set out in the IEEE/FCC standard (2 W/kg). 

 

(a)                               (b) 

Fig. 2-14. HFSS simulation model used for wireless link optimisation. (a) Top view. (b) Side view 

[52]. 

An inductive WPT link for millimetre-size biomedical implants at 200 MHz was 

proposed in [52]. An HFSS simulation model was used to determine its performance 

and is shown in Fig. 2-14. The radii of the transmit coil with 1 turn and receive coil 

with 7 turns were 12 mm and 0.5 mm respectively. The measured PTE with 12 mm 

transmit to receive separation at 200 MHz was 1.02% in air and 0.56% in tissue. 

 

(a) (b) 

Fig. 2-15. Demonstrator configuration. (a) Fabricated primary coil. (b) Secondary coil and 

pacemaker case [53]. 

A WPT charging system for active implantable and medical devices and 

pacemakers was proposed in [53] to address issues of limited battery life. The WPT 
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system utilised is based on MRC with one on-body primary coil and one in-body 

secondary coil (as shown in Fig. 2-15). The system has been analysed by a 

co-simulation method using a numerical tool for the time-harmonic magnetic field 

calculations and an equivalent circuit to predict coil currents and voltages at 300 kHz. 

The number of turns for the primary and secondary coils were 10 and 4, respectively. 

The compensation topology of primary-secondary circuit is series-parallel with a 

separation of 5 mm. The numerical and measured PTEs were 82% and 78% 

respectively. 

(a)                               (b) 

Fig. 2-16. (a) Simplified physical and electrical configuration of a fully planar WPT in a human 

tissue medium; (b) Fabrication of square PSCs [54]. 

 

Fig. 2-17. Measurement setup of the proposed wireless power link for implantable device [54].  

A fully planar wireless power link based on the MRC method for implantable 

devices is proposed in [54] at an operating frequency of 13.56 MHz using square 

printed spiral coils (PSCs). The system includes source coil, primary coil, secondary 

coil and load coil (as shown in Fig. 2-16(a)). The dimension of the primary coil is 

65.5 mm×65.5 mm and the dimension of secondary coil is 20.5 mm×20.5 mm. All 

coils are printed on FR-4 substrate which has a relative permittivity of εr=4.4, as shown 
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in Fig. 2-16(b). The separation between primary coil and secondary coil is 10 mm. 

10 mm of beef muscle tissue is placed between the primary and secondary coils and a 

further 20 mm of beef muscle tissue is placed behind the secondary coil; the 

measurement setup is shown in Fig. 2-17. The measured PTE was 35.4%. 

A capacitive coupling based WPT link operating at 4 MHz was designed for stent-

based biomedical implants [55]. The transmitting plates had a size of 80 mm x 30 mm 

and the receiver consisted of two 40 mm long stents made from nitinol, as shown in 

Fig. 2-18. When the transfer distance between the transmitter and the receiver is 

15 mm, the measured PTE is 2.6% for an input power of 53 mW, whereas, the 

measured PTE decreases to only 0.98% as the transfer distance enlarges to 30 mm.  

  

(a)                               (b) 

 

(c) 

Fig. 2-18. Fabrications of (a) the transmitting plate and (b) the stent receiver; (c) measurement 

setup [55]. 

Far-field WPT can support larger transfer distances to but provides very low PTE. 

It is most suitable for sensors with low-power consumption. Furthermore, taking safety 

limitations into consideration, the use of far-field WPT for implantable applications 

would require a low transmit power, which would in turn lead to received powers in 
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the range of µW. Near-field WPT has recently attracted more attention owing to its 

advantages of high PTE, which is necessary for portable/electronic devices and 

wearable e/implantable equipment. However, owing to the consideration of human 

safety and the loss from the absorption of body tissues, PTE and transfer distance 

should be further enhanced for implantable devices. 

2.3 Summary 

In this chapter, both far-field and near-field WPT have been introduced, including 

fundamental knowledge and study cases. Far-field WPT has two main domains: one 

is non-directive RF radiation; the other is directive RF radiation. Near-field WPT has 

three approaches, namely inductive coupling, MRC and capacitive coupling. 

Far-field WPT as a radiative technique can conduct power transmission over a 

range from several metres to kilometres. However, far-field WPT is dangerous to 

humans due to its radiative characteristics, which is a crucial factor when dealing with 

implantable devices. SAR regulations limit the transmit power and hence the RF power 

received by an antenna is only in the range of µW or several mW due to low antenna 

efficiency. That brings further challenges to the rectifier design and decreases the RF-

to-DC conversion efficiency. Therefore, far-field WPT is commonly used for wireless 

sensor networks, which have low-power consumption and are situated in remote 

environments. 

Compared with far-field WPT, near-field WPT as a non-radiative technique has 

wider application possibilities, such as electric vehicles, mobile phones, portable and 

wearable electronic devices. Firstly, inductive coupling is based on electromagnetic 

induction between two coils. The coupling efficiency between the two coils is 

exponentially inversely proportional to the transfer distance, which leads to very short 

transfer distances, on the order of a few millimetres to a few centimetres. Hence, the 

most important issue is to design coils with a high Q-factor to diminish the loss in the 

coils and enhance coupling strength. Secondly, MRC is based on electromagnetic 

resonance between two resonators with same resonance frequency. This method 

allows for greater transfer distances between the two resonators, up to several metres. 

Thirdly, capacitive coupling delivers power via electric field from one metal plate to 
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another metal plate. This requires consideration of electromagnetic interference (EMI) 

effects and due to the high voltages used enhanced safety requirements. The physical 

limitations on the air gap between two capacitive coupling plates leans to those 

applications whose gap length is less than 1 mm. 

For implantable applications, WPT is a promising and valuable technique to 

overcome the limitation of battery life. The effect of the human body on the wireless 

power link and safety considerations must be accounted for. The main challenges are 

related to PTE and transfer distance, especially for high operating frequencies. 

All approaches for WPT have their own merits and demerits. According to the 

overview, the MRC method is more suitable for implantable applications due to its 

higher PTE. However, WPT systems working in the Medical Implants Communication 

Service (MICS) band from 402 MHz to 405 MHz have seldom been researched. As 

received power is proportional to the rate of change of the incident magnetic field, 

choosing a higher carrier frequency improves power transfer. In contrast, 

electromagnetic energy absorption in human tissues increases with frequency for 

implantable applications. Enlarging delivered power to implants at higher frequencies 

under the condition of human safety becomes a focus in this work. Furthermore, the 

design of a rectifier to convert RF to DC power also plays a critical role in wireless 

power transmission. A planar configuration of transmitting and receiving resonators 

integrated with conversion circuits would be the optimal solution. The planar 

configuration of resonators, however, will be significantly affected by the dielectric 

characteristics of the human body. These challenges will be tackled as part of this work. 
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Chapter 3 Magnetic Resonance Coupling 

Method for Wireless Power Transfer 

In comparison to the inductive coupling approach, the magnetic resonant coupling 

(MRC) approach can transfer power over greater distances, on the order of meters, and 

offers significantly higher power transfer efficiencies. Furthermore, it is non-radiative, 

so it does not require line of sight and has been shown to be safe for human use [1]. 

MRC based wireless power transfer (WPT) is not visibly affected by the insertion of 

everyday objects or even humans between the source and the receiver. External objects 

only have a noticeable effect when they are placed within a few centimetres of the 

coils. Some materials such as aluminium foil, styrofoam, and human tissue, mostly 

shift the resonant frequency, which can in principle be easily corrected [2]. However, 

the MRC approach is sensitive to misalignment. The maximum charging distance can 

only be achieved when the source and receiving coils are aligned coaxially (along their 

axis) [3]. When the technology is extended to charge multiple devices, mutual coupling 

among various receiving coils and other objects may cause interference, and therefore 

careful tuning is necessary [4]. 

Nowadays, the MRC method has been widely used for WPT. Even though the 

WPT technique provides some advantages with respect to the aspects of research and 

commercial usage, the MRC approach, as a modernised method still has some 

theoretical issues and practical challenges, which need to be addressed and overcome 

[5-7]. In [8-10], secondary series-and parallel-compensated WPT circuits were 

compared to investigate the influence of load impedance on power transfer efficiency 

(PTE). However, sufficient practical verifications of the theory through published 

experimental results were not provided. Despite all four topologies of the WPT circuit 

being studied in [11-13], comparison between the four topologies was limited, with no 

criteria provided as to which topology was most appropriate for a given system. For 

example, literatures on design and optimisation of wireless power links showed that 

some studies used parallel-primary and parallel secondary circuits [14, 15]. Most 

references focus on series-primary and series-secondary circuits for WPT [16-18]. The 
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phenomenon of frequency splitting [19-21] can easily appear when series-primary and 

series-secondary circuits are used for WPT and so should be considered in any such 

system design. To enhance PTE at certain frequencies, there are some techniques such 

as impedance matching [22, 23], high Q-factor coil designs [24, 25] and load 

optimisation [26, 27] that can be applied. However, the load cannot be optimised to 

enhance PTE because it is normally fixed. Therefore, it is necessary to focus on the 

design of suitable WPT systems with high PTE for fixed load applications. 

In this chapter, comprehensive investigations of the four basic topologies for 

MRC-WPT have been performed, including theoretical analysis and experimental 

verification. From the viewpoint of the primary and secondary circuits, a detailed 

introduction and theoretical analysis of the four topologies for MRC-WPT is illustrated 

in Section 3.2. Solutions for the design of an optimal WPT system and a description 

of the experimental designs are provided in Section 3.3.1. Section 3.3.2 offers related 

experimental verifications and the investigation of the phenomenon of frequency 

splitting in terms of circuit parameters and PTE. Conclusions regarding MRC-WPT, 

including a comparison among the four topologies and selection of the most 

appropriate topology for a given system are highlighted in Section 3.4. 

3.1 Theoretical Analysis of Topology 

Resonance is a trend whereby a physical system subjected to its natural frequency, 

will tend to absorb energy at that frequency. In other words, it is a phenomenon in 

which, when one object vibrates it will cause another with the same resonant frequency 

to vibrate, such as sound of the correct frequency causing a tuning fork to vibrate. In 

this regard resonance can be used to transfer energy. Electromagnetic resonance is 

used widely in electromagnetic systems. The electromagnetic field itself is an energy 

field which can provide energy to electrically driven apparatus.  
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(a) 

 

(b) 

 

(c) 

 

(d) 

Fig. 3-1. (a) Series-Series (SS) circuit (b) Series-Parallel (SP) circuit (c) Parallel-Series (PS) 

circuit (d) Parallel-Parallel (PP) circuit. 
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A radiating electromagnetic wave contains energy, whether there is a receiver 

present or not, the energy of an electromagnetic wave is continuously consumed. A 

non-radiative magnetic field (near field) with a specific resonance frequency can be 

used as a source of power, when a resonator, such as an inductor-capacitor (LC) 

oscillating circuit with the same resonance frequency is present. Then the 

electromagnetic resonance will generate energy in the oscillating circuit and as the 

energy gathered increases, the voltage across the inductor will also increase. As a result, 

two systems with the same inherent resonant frequency can generate strong magnetic 

resonance together with a strong magnetic field intensity. The energy stored in the 

resonator can be used by a load after being appropriately converted by follow-up 

circuits [28]. 

MRC-WPT relies on a pair of resonant circuits with the same resonant frequency, 

one located at the transmitter and the other at the receiver. The circuits contain coils 

which are placed so as to be strongly coupled via non-radiative magnetic resonance 

induction, enabling longer distance power transmission than inductive coupling [29]. 

Resonating circuits can be constructed from inductors and capacitors in two topology 

types, series and parallel. Considering the need for a resonator in both the transmitter 

(primary circuit) and receiver (secondary circuit), there are four possible topologies of 

circuit for an MRC-WPT system (as shown in Fig. 3-1).  

The electrical circuit used for the model consists of two separate coils of self-

inductance L1 and L2 coupled by a mutual inductance M that describes the inductive 

coupling, depending on coil properties and the distance between the coils. R1 and R2 

are the equivalent resistances modelling the losses in the primary and secondary coils, 

respectively. C1 and C2 represent capacitors used in tandem with the inductors to create 

resonance. RL represents the load impedance. Us represents the alternating current (AC) 

power supply voltage. 

Each of these four topologies has advantages/disadvantages for use in the 

realisation of a wireless power transmission system. In terms of topology selection, 

theoretical analysis and experimental verifications are needed to determine the most 

suitable choice for a given WPT system. In this section, primary circuits and secondary 

circuits with different topologies will be analysed in terms of resonant frequency and 

PTE. The topologies are referred to by their parallel (P) or series (S) nature on the 
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primary and secondary sides as SS, SP, PP and PS (as shown in Fig. 3-1). 

3.1.1 Series Primary Circuits (SS and SP) 

Topologies with a series primary circuit are first considered, i.e. SS and SP in 

Fig. 3-1(a) and 3-1(b) respectively. For the SS topology, the equivalent impedance of 

the secondary circuit [30] at the resonant angular frequency (ωs), can be expressed as 

(3.1). 
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Similarly, if the secondary circuit is the parallel configuration and the capacitor is 

represented by Cp2, the equivalent impedance of the secondary circuit at the resonant 

angular frequency (ωp), can be expressed as (3.2): 
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The power transfer performance depends on the equivalent impedance of the 

secondary circuit to that of the primary circuit at the resonant frequency [31]. If the 

equivalent impedance of the secondary circuit is larger, the PTE is higher. 

Hypothetically, the resonant frequencies are the same in both series and parallel 

secondary circuit configurations. In this case, the capacitance in the series secondary 

circuit must be different from that in the parallel secondary circuit for resonance to 

take place at the same frequency. Clearly, by comparing equations (3.1) and (3.2), 

when the load impedance RL satisfies the condition in (3.3), a parallel secondary circuit 

configuration should be chosen, otherwise, the series configuration is more efficient. 
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3.1.2 Parallel Primary Circuits 

Topologies with a parallel primary circuit are now considered i.e. PP and PS in 

Fig. 3-1(c) and 3-1(d) respectively. 

In the case of the PP circuit topology, if the resistance of the inductors can be 

considered negligible so the circuit structure can be simplified, then the equivalent 

input impedance can be expressed as (3.4). 
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The precondition of the resonance phenomenon is that the imaginary part of the 

circuit input impedance goes to zero. If L=L1=L2 and C=C1=C2, then the imaginary 

part of Zin can be expressed as (3.5): 
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The resonant frequency can be obtained by setting the imaginary part expressed in 

(3.5) to zero. This gives rise to: 

2 2 2

1 1 1

2 ( ) 2 (1 )

L
f

L M C k LC 
= =

− −
 (3.6) 

where k is the mutual coupling coefficient. Equation (3.6) shows that the resonant 

frequency is related to k. Furthermore, the parallel topology looks like an open circuit 

at resonance, which results in a low current supply in the primary and hence will lead 

to low power transfer and low load power. 

3.1.3 Phenomenon of Frequency Splitting 

Although the MRC-WPT method offers higher power transfer efficiencies than 

inductive coupling over larger distances, the phenomenon of frequency splitting can 

occur and lead to reduced performance. 
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For the SS topology, as shown in Fig. 3-1(a), I1 and I2 represent the currents in the 

primary and secondary coils respectively. If  
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then I1 and I2 can be expressed as: 
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The equivalent input impedance can then be expressed as: 
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The phenomenon of resonance occurs, when the imaginary part of Zin equals 0. 

Substituting for L=L1=L2, C=C1=C2, Im(Zin) can be expressed as: 
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The numerator of Im(Zin) can be separated into two factors making it easy to obtain 

one root for ω0 of (LC)-0.5 from the first factor. Equation (3.12) always has at least this 

one root, however other roots can also exist in the second factor which can be 

abbreviated as a two-variable linear equation:  

2 2 2 2 2 2 2

2 2

2 1
( ) ( )( ) ( )L

L
y L M R R

C C
  

 
= − + + − + 

   (3.13) 
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The angular frequency ω must be bigger than 0, which only happens when the 

conditions in (3.14) and (3.15) are met simultaneously.  

( )
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+ −   (3.14) 
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Now two other resonance frequencies can be expressed as: 
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Table 3-1: Calculated resonance frequencies with different conditions in an SS circuit 

Conditions Resonance Frequencies 
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For the SS circuit, when the load resistance is large enough, there is only one 

resonant frequency, which can be directly calculated from the inductance and 

capacitance as in (3.1). In this case, the equivalent impedance of the secondary circuit 

to that of the primary circuit is very small, resulting in low PTE. When the load 

resistance is small enough to meet the condition of equation (3.14), multiple resonant 

frequencies will appear, the values of which are related to the mutual inductance 

between the coils M. Several conditions can be summarised as shown in Table 3-1. 

From equation (3.15), when the mutual inductance is large, the value of  is greater 

than 0, making it easy to form multiple resonant frequencies. However, the PTE and 

load power do not reach their maximum potential at all of these resonant frequencies. 

For the PP topology, as shown in Fig. 3-1(c), I1 and I2 represent the current in the 

primary and secondary coils respectively. Based on the dot convention, the current I1 

and I2 can be expressed as [32]: 

( )( )

2

2 2 2
1 2 2 2 2

1 1 1 2 2 2 1 2
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s L

s L s L
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So the input current Iin and the output current Iout can be expressed as: 

2 2

1 1 1 1 2(1 )inI L C I MC I = − −  (3.19) 

2 2 1
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Then the equivalent input impedance can be expressed as: 
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Once again, the precondition of the resonance phenomenon is that the imaginary 

part of the input impedance goes to zero. In particular, if L=L1=L2, C=C1=C2, the 

imaginary part of Zeq can be expressed as: 

2 2 2 2 2 2 4 2 2 2 2 2 2 2

2 2
2 2 4 2 2 2 2 2 2 2 2 3 2

Im( )

1 ( ) (1 )

(1 ) ( ) (1 )
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L L
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L L M C L LC R M C R L M

LC R R M C R R L M R R L LC M C

     

      

=

   − − − − + −   

   − − − + + + − +   

 (3.22) 

It is easy to get one root from equation (3.22) of
0 2 2
=

( )

L

L M C


−

, but whether there 

exist other roots must be determined from the following equation: 

2 2 2 4 2 2 2 2 2 2(1 ) ( ) =0L LLC R M C R L M   − − + −  (3.23) 

Equation (3.23) can be abbreviated as a two-variable linear equation:  

2 2 2 2 2 2 2 2 2 2 2 2( ) ( )( ) ( 2 ) =0L L Ly C R L M L M LCR R  = − + − − +
 (3.24) 

According to the positive and real number requirement on the angular frequency 

ω, only when the following conditions are satisfied simultaneously, does this equation 

have at least one root. 

2 2 22 0LL M LCR− −   (3.25) 

2 2 2 2 2 2 2 4( 2 ) 4( ) 0L LL M LCR L M C R = − − − −   (3.26) 

The resonance frequency can therefore be expressed as:  

2 2 2
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1,2 2 2 2 2

-( 2 )1

2 2( )
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f

L M C R

− −  
=

−
 (3.27) 

For the PP MRC-WPT system, the resonance frequency is affected not only by the 

LC circuit but also by the mutual inductance. When the load resistance is small enough, 

there is only one resonance frequency, which will be shifted by different mutual 

inductances. That is to say, the shift of resonance frequency may result from different 

distances (mutual inductances), which makes the WPT system unstable unless the 
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resonators are fixed. As the mutual inductance decreases, the resonance frequency will 

approach the resonance frequency of the LC oscillating circuit, which is ( )1 2 LC , 

Additionally, the PP system has very strict requirements on mutual inductance. When 

the load resistance is very big, meeting the condition L2-M2-2LCRL
2≤0, multiple 

resonance frequencies will appear, and the value of those resonant frequencies is 

related to the mutual inductance. Several conditions are summarised as shown in 

Table 3-2. 

Although the SS circuit is suitable for small loads, frequency splitting makes the 

topology difficult in application. Only when all parameters satisfy the condition <0, 

do both the PTE and the load power reach their maximums. Comparisons of the four 

topologies are provided in Table 3-3. 

 

Table 3-2: Calculated resonance frequencies with different conditions in PP compensation 

circuit 

Conditions The resonance frequency 
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Table 3-3: Qualitative comparisons of the four topologies 

Topologies Features 

SS 1. Transmit resonator is short circuit at resonance frequency; 

2. Suitable for load impedances of less than (L2/C2)0.5; 

3. Large currents present in the circuits; 

4. Problem of frequency splitting. 

SP 1. Transmit resonator is open circuit at resonance frequency;  

2. Suitable for load impedances larger than (L2/C2)0.5;  

3. Large voltage in the secondary circuit; 

4. The compensated capacitance is related to the load. 

PS 1. Transmit resonator is open circuit at resonance frequency;  

2. Suitable for load impedances less than (L2/C2)0.5;  

3. Tiny current in the circuits;  

4. Tiny load power;  

5. The resonance frequency is affected by mutual inductance. 

PP 1. Transmit resonator is open circuit at resonance frequency;  

2. Suitable for load impedances larger than (L2/C2)0.5;  

3. Tiny current in the circuits;  

4. Tiny load power;  

5. The resonance frequency is affected by mutual inductance;  

6. The compensated capacitance is related to the load and mutual inductance 

 

3.2 Measurement Verification 

3.2.1 Measurement Setup 

Based on the theoretical analysis, solutions for designing an optimal WPT system 

are shown in Fig.3-2 for applications with a fixed load. Firstly, the load impedance 

needs to be defined for different applications. Secondly, the inductances and 
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capacitances need to be determined based on the fixed load and finally the topology of 

secondary circuit for WPT needs to be considered. To compare the difference between 

the two topologies of primary circuit, experimental results need to be obtained. Finally, 

a WPT design is proposed with optimised parameters to gain high load power and PTE 

and avoid the phenomenon of frequency splitting. 

Start

Confirm an application with some 

parameters, such as load impedance 

and operating frequency 

RL>(L2/Cp2)
0.5

Parallel secondary circuit

Optimize distance, 

inductance, 

capacitance

Conduct experiments to 

obtain load power and 

power transfer efficiency

A WPT design for an application

No

No

Yes

Determine original 

inductances and capacitances

Frequency 

Splitting

Yes

Series secondary circuit

Compare two topologies of 

primary circuit of WPT

Is load power 

large?
Yes

Series primary 

circuit

Parallel 

primary 

circuit

No

Parameters 

optimization

Series primary circuit
Parallel-Series 

circuit is not 

suitable for WPT 

 

Fig. 3-2. Flow chart of a WPT system designing procedure.  

To conduct experimental verification, two coils were manufactured to form 

inductors each with 10 turns and a radius of 5 cm. The inductance of the coils was 

measured to be 25.2 µH using a multi-frequency LCR meter. The resistance of the 

coils was measured to be 0.73 Ω. The distance between the two coils was fixed at 5 cm. 

The capacitances of the capacitors were calculated using the equations in [33] for WPT 

operation at 6.78 MHz, which is in an unlicensed band. The experimental setup is 

shown in Fig. 3-3. The root mean square (rms) value of the source voltage provided 

by the signal generator is 5 Vrms. 
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Fig. 3-3. Experimental setup of WPT circuit. 

Output voltages (Vout) at the load and input voltage (Us) were measured using an 

oscilloscope and the input current was measured using a multi-meter, allowing the load 

power (Pload) and input power (Pin) to be calculated. The PTE can then be calculated 

by (3.28). 

2

= 100%= 100%load

in

out

L

V

R

P

P
  

S SU I
 (3.28) 

3.2.2 Measurement Results 

3.2.2.1 Effect of Fixed Load 

The SS and SP circuits for WPT were constructed as shown in Fig. 3-1(a) and 

3-1(b). To investigate the influence of load impedance, the load was varied as: 100 Ω, 

500 Ω, 1.6 kΩ, 5 kΩ and 10 kΩ, which represent the fixed load impedances of some 

sensors and electrical devices [34, 35]. 
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Fig. 3-4. Theoretical and experimental PTE against loads in SS and SP topologies. 

From Fig. 3-4, it is seen that the experimental results show good agreement with 

the theoretical results for both the SS and SP topologies. When the load impedance is 

smaller than 1.6 kΩ, the PTE at 6.78 MHz in the SS topology is higher than that of the 

SP topology. However, when the load impedance is larger than 1.6 kΩ, the PTE in the 

SP topology is higher than that in the SS topology. What’s more, the PTE reaches over 

80% for small load impedances in the SS topology, whereas similar efficiencies are 

seen for large load impedances in the SP topology. 

Therefore, a series secondary circuit is suitable for a system delivering power to a 

small load, whereas a parallel secondary circuit is suitable for a system delivering 

power to a large load in order to enhance PTE. 

3.2.2.2 Load Power Comparisons 

Using the experimental system as defined in Section II, with the distance set at 

5 cm, the mutual inductance of the coils was measured to be M=2.115 µH. The 

theoretical resonant frequency of this WPT circuit shifts from 6.78 MHz to 6.83 MHz. 

For a load impedance of 5 kΩ a comparison of load power against frequency from 

theoretical and experimental results for PP and SP topologies is shown in Fig. 3-5. It 

can be seen from Fig. 3-5(a) that the power delivered to the load is only 0.33 µW at 

the resonant frequency in the PP topology, whereas the load power can reach 0.17 W 
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at the resonance frequency in the SP topology as shown in Fig. 3-5(b). 
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Fig. 3-5. Comparison of load power against frequency from theoretical and experimental results 

for (a) PP topology and (b) SP topology. 
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The parallel primary circuit provides a high PTE over a large distance, however 

the load power obtained is tiny, compared with that obtained from the series primary 

circuit. No matter whether the primary circuit is series or parallel, a series secondary 

circuit is suitable for small loads and a parallel secondary circuit is suitable for large 

loads. The theoretical analysis is similar to that shown in Section 3.2.1. Thus, the PS 

topology can obtain high PTE over a large distance only for a small load, but the load 

power is still extremely small. Therefore, it is more appropriate to use a series topology 

for the primary circuit of the WPT system to maximise load power and PTE. 

The series primary circuit has been shown to transfer larger power, however, it is 

necessary to avoid the associated phenomenon of frequency splitting. This can result 

in high PTE but not maximised load power. In the following section, circuit theory and 

experiments are used to explain and demonstrate the frequency splitting phenomenon. 

3.2.2.3 Optimisation 

To gain maximum load power and maximum PTE at the same time, the influence 

of the coupling coefficient on the resonance frequency, load power and PTE should be 

investigated. The PTE of the SS topology can be calculated by: 

2

2= 100%= 100%load L

in s s

P I R

P
  

U I
 (3.29) 

Where, Pin and Pload represent the power provided by the source and output power 

in the load. Is and Iout represent the input current phasor of the series primary and the 

effective output current through the load. Us represents the source voltage phasor and 

RL represents the load impedance. The trend of theoretical load power against coupling 

efficiency and frequency is shown in Fig. 3-6. It is worth noting that as the coupling 

coefficient k decreases, the load power firstly has two peaks at two resonant 

frequencies and then these two frequencies move together to become a single 

resonance frequency which is a critical coupling point. Afterwards, the load power 

only has one peak at the desired operating frequency. The PTE, however, only has one 

peak at the desired operating frequency no matter how the coupling efficient changes, 

which can be seen from Fig. 3-7. 
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Fig. 3-6. Theoretical load power against coupling coefficient and frequency.  

 

Fig. 3-7. Theoretical PTE against coupling coefficient and frequency. 
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Fig. 3-8. Value of Δ against coupling coefficient. 

When the load impedance is 100 Ω, equation (3.15) is satisfied, and the value of Δ 

varies with the coupling coefficient as shown in Fig. 3-8. The coefficient of mutual 

inductance is 0.084 when the distance between the two coils is 5 cm. In this case, the 

value of Δ is greater than 0, which means there are three resonant frequencies. 
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Fig. 3-9. Theoretical and measured load power and the PTE against frequency showing the 

phenomenon of frequency splitting. 
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Fig. 3-10. Theoretical and measured load power and PTE against frequency without the 

phenomenon of frequency splitting by increasing transfer distance. 
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Fig. 3-11. Theoretical and measured load power and PTE against frequency without the 

phenomenon of frequency splitting by changing load impedance. 
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Trends of load power and PTE against frequency are shown in Fig. 3-9. The load 

power reaches two peaks at two of the resonant frequencies, however the PTE is not 

maximum in either case, which is the phenomenon of frequency splitting. Conversely, 

the PTE reaches a peak where the load power drops into the valley point between the 

peaks. 

When the distance between the two coils reaches 8 cm, the coupling coefficient is 

0.05, in this case, the value of Δ is less than 0 and there is only one resonant frequency. 

Trends of load power and PTE against frequency by enlarging the transfer distance to 

avoid the phenomenon of frequency splitting are shown in Fig. 3-10. Both the load 

power and PTE reach their peak at this one resonant frequency. 

When the load impedance is 5 kΩ, equation (3.15) is not satisfied, and hence there 

is only one resonant frequency as well. The trends of load power and PTE with varying 

frequency by increasing the load impedance to avoid the phenomenon of frequency 

splitting are shown in Fig. 3-11. Both the load power and PTE reach their peak at the 

one resonant frequency.  

Although SS topologies are suitable for small loads, they often lead to the 

phenomenon of frequency splitting, especially, when the distance between coils is 

small. To avoid this phenomenon, the distance could be made larger, however, the load 

power and the PTE will decrease. Consequently, there is a trade-off between load 

power, load and distance. 

3.3 Summary 

An investigation of the four possible system topologies for MRC for WPT has been 

presented in terms of both theoretical analysis and experimental verification. 

Application of a series secondary circuit was shown to be suitable for power transfer 

to small loads, conversely, if the load impedance is large then the parallel secondary 

circuit is more appropriate. For the primary circuit the parallel topology looks like an 

open circuit at resonance, which means a low current will be supplied to the inductor. 

Consequently, the power transferred to the secondary circuit will be low making it 

inappropriate for use in WPT applications. 
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The resonance frequency is affected by mutual inductance which is itself affected 

as the distance and/or environment between the coils changes. As the distance or 

environment changes the resonance frequency will shift, resulting in reductions in load 

power and PTE. 

For the SS topology, the phenomenon of frequency splitting should be avoided to 

maintain maximum load power and PTE at resonance. Only when the load impedance 

and transfer distance are carefully chosen, can the load power and PTE maintain their 

maximums at resonance, but in this case, the PTE is not very high. 

Finally, the SP topology is shown to be the most suitable candidate for use in WPT. 

Inductances, capacitances and the load impedances need to be optimised in order to 

gain maximum load power and transfer efficiency over the optimal transfer distance. 

3.4 References 

[1] G. Lerosey, "Wireless power on the move," Nature, vol. 546, p. 354, 

06/14/online 2017, doi: 10.1038/546354a. 

[2] A. Kurs, A. Karalis, R. Moffatt, J. D. Joannopoulos, P. Fisher, and M. Soljacic, 

"Wireless power transfer via strongly coupled magnetic resonances," Science, 

vol. 317, no. 5834, pp. 83-6, Jul 6 2007, doi: 10.1126/science.1143254. 

[3] S. Assawaworrarit, X. Yu, and S. Fan, "Robust wireless power transfer using a 

nonlinear parity–time-symmetric circuit," Nature, vol. 546, p. 387, 

06/14/online 2017, doi: 10.1038/nature22404 

https://www.nature.com/articles/nature22404#supplementary-information. 

[4] F. Tan, T. Lv, and P. Huang, "Global Energy Efficiency Optimization for 

Wireless-Powered Massive MIMO Aided Multiway AF Relay Networks," 

IEEE Transactions on Signal Processing, vol. 66, no. 9, pp. 2384-2398, 2018, 

doi: 10.1109/TSP.2018.2811732. 

[5] X. Chen, D. W. K. Ng, and H. Chen, "Secrecy wireless information and power 

transfer: challenges and opportunities," IEEE Wireless Communications, vol. 

23, no. 2, pp. 54-61, 2016, doi: 10.1109/MWC.2016.7462485. 

[6] M. Song, P. Belov, and P. Kapitanova, "Wireless power transfer inspired by the 

modern trends in electromagnetics," Applied Physics Reviews, vol. 4, no. 2, 



65 

 

2017, doi: 10.1063/1.4981396. 

[7] X. Wei, Z. Wang, and H. Dai, "A Critical Review of Wireless Power Transfer 

via Strongly Coupled Magnetic Resonances," Energies, vol. 7, no. 7, pp. 4316-

4341, 2014, doi: 10.3390/en7074316. 

[8] R. Jegadeesan and Y. Guo, "Topology Selection and Efficiency Improvement 

of Inductive Power Links," IEEE Transactions on Antennas and Propagation, 

vol. 60, no. 10, pp. 4846-4854, 2012, doi: 10.1109/TAP.2012.2207325. 

[9] W. Zhang, S. Wong, C. K. Tse, and Q. Chen, "Analysis and Comparison of 

Secondary Series- and Parallel-Compensated Inductive Power Transfer 

Systems Operating for Optimal Efficiency and Load-Independent Voltage-

Transfer Ratio," IEEE Transactions on Power Electronics, vol. 29, no. 6, pp. 

2979-2990, 2014, doi: 10.1109/TPEL.2013.2273364. 

[10] Y. Zhang, T. Kan, Z. Yan, Y. Mao, Z. Wu, and C. C. Mi, "Modeling and 

Analysis of Series-None Compensation for Wireless Power Transfer Systems 

With a Strong Coupling," IEEE Transactions on Power Electronics, vol. 34, 

no. 2, pp. 1209-1215, 2019, doi: 10.1109/TPEL.2018.2835307. 

[11] C. Xiao, K. Wei, F. Liu, and Y. Ma, "Matching capacitance and transfer 

efficiency of four wireless power transfer systems via magnetic coupling 

resonance," International Journal of Circuit Theory and Applications, vol. 45, 

no. 6, pp. 811-831, 2017, doi: 10.1002/cta.2247. 

[12] C. Jiang, K. T. Chau, C. Liu, and C. H. T. Lee, "An Overview of Resonant 

Circuits for Wireless Power Transfer," Energies, vol. 10, no. 7, 2017, doi: 

10.3390/en10070894. 

[13] Z. Bi, T. Kan, C. C. Mi, Y. Zhang, Z. Zhao, and G. A. Keoleian, "A review of 

wireless power transfer for electric vehicles: Prospects to enhance sustainable 

mobility," Applied Energy, vol. 179, pp. 413-425, 2016, doi: 

10.1016/j.apenergy.2016.07.003. 

[14] Y. Yi, U. Buttner, Y. Fan, and I. G. Foulds, "Design and optimization of a 3-

coil resonance-based wireless power transfer system for biomedical implants," 

International Journal of Circuit Theory and Applications, vol. 43, no. 10, pp. 

1379-1390, 2015, doi: 10.1002/cta.2024. 

[15] C. Huang, C. Lin, and Y. Wu, "Simultaneous Wireless Power/Data Transfer for 

Electric Vehicle Charging," IEEE Transactions on Industrial Electronics, vol. 

64, no. 1, pp. 682-690, 2017, doi: 10.1109/TIE.2016.2608765. 



66 

 

[16] J. Kim and J. Jeong, "Range-Adaptive Wireless Power Transfer Using 

Multiloop and Tunable Matching Techniques," IEEE Transactions on 

Industrial Electronics, vol. 62, no. 10, pp. 6233-6241, 2015, doi: 

10.1109/TIE.2015.2420041. 

[17] W. Lu, M. Zhao, L. Zhou, H. H. C. Iu, and J. Zhao, "Modeling and analysis of 

magnetically coupled resonant wireless power transfer system with rectifier 

bridge LED load," International Journal of Circuit Theory and Applications, 

vol. 43, no. 12, pp. 1914-1924, 2015, doi: 10.1002/cta.2053. 

[18] H. Feng, T. Cai, S. Duan, X. Zhang, H. Hu, and J. Niu, "A Dual-Side-Detuned 

Series–Series Compensated Resonant Converter for Wide Charging Region in 

a Wireless Power Transfer System," IEEE Transactions on Industrial 

Electronics, vol. 65, no. 3, pp. 2177-2188, 2018, doi: 

10.1109/TIE.2017.2745455. 

[19] Y. Lyu et al., "A Method of Using Nonidentical Resonant Coils for Frequency 

Splitting Elimination in Wireless Power Transfer," IEEE Transactions on 

Power Electronics, vol. 30, no. 11, pp. 6097-6107, 2015, doi: 

10.1109/TPEL.2014.2387835. 

[20] N. Kuo, B. Zhao, and A. M. Niknejad, "Bifurcation Analysis in Weakly-

Coupled Inductive Power Transfer Systems," IEEE Transactions on Circuits 

and Systems I: Regular Papers, vol. 63, no. 5, pp. 727-738, 2016, doi: 

10.1109/TCSI.2016.2529283. 

[21] W. Choi, C. Park, and K. Lee, "Circuit Analysis of Achievable Transmission 

Efficiency in an Overcoupled Region for Wireless Power Transfer Systems," 

IEEE Systems Journal, vol. 12, no. 4, pp. 3873-3876, 2018, doi: 

10.1109/JSYST.2017.2767060. 

[22] N. Inagaki, "Theory of Image Impedance Matching for Inductively Coupled 

Power Transfer Systems," IEEE Transactions on Microwave Theory and 

Techniques, vol. 62, no. 4, pp. 901-908, 2014, doi: 

10.1109/TMTT.2014.2300033. 

[23] Y. Lim, H. Tang, S. Lim, and J. Park, "An Adaptive Impedance-Matching 

Network Based on a Novel Capacitor Matrix for Wireless Power Transfer," 

IEEE Transactions on Power Electronics, vol. 29, no. 8, pp. 4403-4413, 2014, 

doi: 10.1109/TPEL.2013.2292596. 

[24] A. A. M. Bahar, Z. Zakaria, S. R. A. Rashid, A. A. M. Isa, and R. A. Alahnomi, 



67 

 

"High-Efficiency Microwave Planar Resonator Sensor Based on Bridge Split 

Ring Topology," IEEE Microwave and Wireless Components Letters, vol. 27, 

no. 6, pp. 545-547, 2017, doi: 10.1109/LMWC.2017.2701338. 

[25] N. Sekiya and Y. Monjugawa, "A Novel REBCO Wire Structure That Improves 

Coil Quality Factor in MHz Range and its Effect on Wireless Power Transfer 

Systems," IEEE Transactions on Applied Superconductivity, vol. 27, no. 4, pp. 

1-5, 2017, doi: 10.1109/TASC.2017.2660058. 

[26] Y. Su, L. Chen, X. Wu, A. P. Hu, C. Tang, and X. Dai, "Load and Mutual 

Inductance Identification From the Primary Side of Inductive Power Transfer 

System With Parallel-Tuned Secondary Power Pickup," IEEE Transactions on 

Power Electronics, vol. 33, no. 11, pp. 9952-9962, 2018, doi: 

10.1109/TPEL.2018.2793854. 

[27] L. Sun, M. Sun, D. Ma, and H. Tang, "Detecting Load Resistance and Mutual 

Inductance in Series-Parallel Compensated Wireless Power Transfer System 

Based on Input-Side Measurement," International Journal of Antennas and 

Propagation, vol. 2018, pp. 1-6, 2018, doi: 10.1155/2018/2094637. 

[28] Z. Chunbo, L. Kai, Y. Chunlai, M. Rui, and C. Hexiao, "Simulation and 

experimental analysis on wireless energy transfer based on magnetic 

resonances," in 2008 IEEE Vehicle Power and Propulsion Conference, 3-5 Sept. 

2008 2008, pp. 1-4, doi: 10.1109/VPPC.2008.4677400.  

[29] L. Xie, Y. Shi, Y. T. Hou, and A. Lou, "Wireless power transfer and applications 

to sensor networks," IEEE Wireless Communications, vol. 20, no. 4, pp. 140-

145, 2013, doi: 10.1109/MWC.2013.6590061. 

[30] Z. Zhang, H. Pang, A. Georgiadis, and C. Cecati, "Wireless Power Transfer—

An Overview," IEEE Transactions on Industrial Electronics, vol. 66, no. 2, pp. 

1044-1058, 2019, doi: 10.1109/TIE.2018.2835378. 

[31] M. Kiani and M. Ghovanloo, "The Circuit Theory Behind Coupled-Mode 

Magnetic Resonance-Based Wireless Power Transmission," IEEE 

Transactions on Circuits and Systems I: Regular Papers, vol. 59, no. 9, pp. 

2065-2074, 2012, doi: 10.1109/TCSI.2011.2180446. 

[32] Y. Yao, X. Liu, Y. Wang, and D. Xu, "LC/CL compensation topology and 

efficiency-based optimisation method for wireless power transfer," IET Power 

Electronics, vol. 11, no. 6, pp. 1029-1037, 2018, doi: 10.1049/iet-

pel.2017.0875. 



68 

 

[33] S. D. Barman, A. W. Reza, N. Kumar, M. E. Karim, and A. B. Munir, "Wireless 

powering by magnetic resonant coupling: Recent trends in wireless power 

transfer system and its applications," Renewable and Sustainable Energy 

Reviews, vol. 51, pp. 1525-1552, 2015, doi: 10.1016/j.rser.2015.07.031. 

[34] D. A. Borton, M. Yin, J. Aceros, and A. Nurmikko, "An implantable wireless 

neural interface for recording cortical circuit dynamics in moving primates," J 

Neural Eng, vol. 10, no. 2, p. 026010, Apr 2013, doi: 10.1088/1741-

2560/10/2/026010. 

[35] E. G. Kilinc, C. Dehollain, F. Maloberti,, Remote Powering and Data 

Communication for Implanted Biomedical Systems (Analog Circuits and 

Signal Processing). Springer, 2016. 

 



69 

 

Chapter 4 Printed Spiral Coils for Wireless 

Power Transfer 

Wire coils are widely used in MRC based wireless power transfer (WPT) [1-3] due 

to their high Quality factor (Q-factor), however, they present technical difficulties in 

precise fabrication and mass production [4]. Furthermore, due to the typically large 

area occupied by wire coils, they are normally applicable for use in large electronic 

devices such as electric cars. They are not usually appropriate for use in small 

electronic devices such as implantable medical devices (IMDs), wireless sensors and 

devices with integrated circuit boards using micromachining technology. As an 

alternative, planar printed spiral coils (PSCs) are low-profile, low-cost and can have 

relatively small-dimensions. Additionally, planar PSCs offer higher geometrical 

manufacturing precision and have the potential to be integrated together with 

integrated circuits or within packages [5]. The ability to manufacture PSCs on flexible 

substrates means that they are suitable for use in wearable devices. There have been 

many PSC designs proposed for magnetic resonance coupling (MRC) based WPT 

featuring various shapes including circular, square and rectangular spiral coils [6-8]. 

High frequency bands such as 0.3 MHz, 6.78 MHz and 13.56 MHz were 

considered in recent works for WPT [9-12]. At these frequencies, coils with large 

inductances, up to µH, can be created allowing high Q- factor to be achieved and power 

transfer distances to be increased into the centimetres or meter ranges due to the longer 

wavelengths; typically more than 10 m. As electromagnetic energy absorption in 

human tissues increases with frequency, for implantable applications these high 

frequency bands are typically selected. However, as received power is proportional to 

the rate of change of the incident magnetic field, choosing a higher carrier frequency 

improves power transfer [13]. Therefore, a compromise between power transfer and 

field penetration into the human body must be made. 

Few works related to coils printed on PCB in the sub-GHz region have been 

published, as standard spiral coils printed on PCB have low inductances (nH) and are 

therefore unable to realise high power transfer efficiencies or large transfer distances. 
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Also, matching networks for both the primary (transmitting) and secondary (receiving) 

circuits are essential in achieving a high PTE. Investigations on normal rectangular 

printed spiral coils for WPT are performed in this chapter. They explore the properties 

of PSCs for WPT and solutions for WPT operating in the sub-GHz region. This aims 

to offer a better understanding of the challenges of using PSCs for WPT at high 

frequencies. 

4.1 Theoretical Modelling of Printed Spiral Coils 

4.1.1 Inductance Modelling 

The inductance of a planar rectangular spiral coil can be calculated by summing 

up the inductance of each segment and the positive mutual inductance and the negative 

mutual inductance between all pairs of segments. This is based on the Expanded 

Grover method [14]. The total inductance of a planar rectangular coil can be given by  

T S S SL L M M+ −= + −  (4.1) 

where, LS is the sum of the inductance of each segment, MS+ is the sum of positive 

mutual inductance between all pairs of segments and MS- is the sum of negative mutual 

inductance between all pairs of segments. 

The geometry and parameters for a N-turn planar rectangular spiral are shown in 

Fig. 4-1. 

 

Fig. 4-1. Geometry of a rectangular PSC with N turns. (Red arrows represent current direction).  
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The inductance of each segment (Si) can be calculated by 
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where, µ0 is the vacuum magnetic permeability 4π×10-7 H/m, w is the width of the 

conductor track, 
iS  is the length of each segment Si and t is the thickness of the 

conductor material. Therefore, the sum of the inductance of each segment can be 

expressed as 
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(a) (b) 

Fig. 4-2. (a) Two equal infinitesimally thin parallel and straight filaments with same length 

separated by distance d. (b) Two parallel and straight filaments with different lengths separated 

by a distance GMD. 

The current direction of the planar rectangular spiral coil is shown in Fig. 4-1 for 

a source port added to segment S1. From Fig.4-1, the mutual inductance between two 

segments with the same current direction is positive and the mutual inductance 

between two segments with opposite current direction is negative. To obtain the 

positive and negative mutual inductances, the mutual inductance between two parallel 

segments needs to be calculated. If parallel segments have the same length (as shown 

in Fig. 4-2(a)), then the mutual inductance between those two segments can be 

calculated by 

s
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If two parallel segments Sj and Sm have different lengths of j  and m , as 

described in Fig. 4-2(b), and the absent lengths of the segment on the bottom with 

respect to the segment on the top are defined as  p  and q . So the mutual inductance 

between these two parallel segments of different length can be expressed by 

( ) ( ) ( ) ( )
,

2j m

m p m q p q

S S

M M M M
M

   + + + − +
   =  (4.5) 

In this case, the distance d between two parallel segments should be replaced by 

the geometric mean distance (GMD) between two parallel segments which is 

approximately equal to the distance d between the segment centres. The exact value of 

GMD and the each mutual inductanc M can be calculated from the following equations. 
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When thinking of these elements as any pair of segments from the exemplary coil 

in Fig.4-1, the lengths p  and q  can be equal (such as the length of segment S2 and 

S6) . Then the mutual inductance can be obtained by  

( ) ( ),j mS S m p p p qM M M= + − =，   
 (4.8) 

Additionally, the lengths of p  and q can be zero (such as for the length of 

segments S4 and S6) and the mutual inductance can be obtained by 

( ) ( ) ( )
, 0

2j m

j m q

S S p

M M M
M

 + −
 = =，    (4.9) 

The mutual inductance in different cases can be summarised as 
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Consequently, the sum of the positive mutual inductance between two parallel 

segments can be calculated by 
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Conversely the sum of the negative mutual inductance between two parallel 

segments can be calculated by 
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Eventually, the total inductance of the planar rectangular coil with N turns can be 

obtained by 
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4.1.2 Mutual Inductance 

The net mutual inductance between two coaxial planar rectangular coils (as shown 

in Fig. 4-3) can be calculated by summing all mutual inductances between all pairs of 

parallel segments. The number of turns of the upper coil is N1, and the number of turns 
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of the lower coil is N2. The distance between two rectangular coils is D. It can be seen 

from Fig.4-3 that segments in both coils with currents in the same direction would 

have a positive mutual inductance, and segments in the two coils with currents in the 

opposite direction would have a negative mutual inductance. Segments S1, S5, S9 of the 

upper coil and segments P1, P5, P9 of the lower coil would have positive mutual 

inductance. However, segments S1, S5, S9 of the upper coil and segments P3, P7, P11 of 

the lower coil would have negative mutual inductance. 

 

Fig. 4-3. Diagram of two coaxial rectangular PSCs with distance D. (Red arrows represent 

current direction). 

The positive mutual inductance between the two coils is a sum of the mutual 

inductance between a pair of segments with currents in the same direction in both coils. 

The expression of positive mutual inductance [15] is given by  

1 2

4( 1) 4( 1)

4

,

1 1 1
i k j k

N N

S P

i j k

M M
− + − ++

= = =

=    (4.14) 

From equation (4.4), to obtain positive mutual inductance, it is necessary to 

calculate the distance between the segments in the upper and lower coils that have 

currents flowing in the same direction. Firstly, the distance between one segment and 

the centre of the upper rectangular coil can be obtained by 
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where, Ra and Rb represent the horizontal and vertical inner radii of the upper coil 

respectively, w1 denotes the width of each segment and g1 represents the gap between 

two adjacent segments. 

Similarly, the distance between one segment and the centre of the lower 

rectangular coil can be obtained by 

( )2 2

( 1) ( )
1

2 4i

i

a b a b
P

r r r r i
d w g

+ + − +  
= + − + 

 
 (4.16) 

where, ra and rb represent the horizontal and vertical inner radii of the lower coil 

respectively, w2 denotes the width of each segment and g2 represents the gap between 

two adjacent segments. 

Therefore, the distance between two segments with currents in the same direction 

in both coils can be calculated by 

( )
2

2

i iS Pd d d D+ = − +  (4.17) 

The negative mutual inductance between the two coils is a sum of mutual 

inductance between pairs of segments with currents in the opposite direction in each 

coil. The expression of negative mutual inductance is given by 
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The distance between two segments with currents flowing in the opposite direction 

in each of the coils can be calculated by 

( )
2

2

i iS Pd d d D− = + +
 (4.19) 

If the length of the segments is different, irrespective of current direction, equation 

(4.9) can be used to calculate the positive or negative mutual inductance. Therefore, 

the total mutual inductance can be expressed by 
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totalM M M+ −= −  (4.20) 

4.1.3 Parasitic Capacitance 

  

(a)  (b) 

Fig. 4-4. (a) Equivalent circuit of a rectangular PSC. (b) Cross section of a pair of parallel traces 

showing the parasitic capacitors within in the air and substrate materials. 

PSCs can be self-resonant circuits, as shown in Fig. 4-4(a). Parasitic capacitance 

Cp is mainly determined by the spacing between the planar conductive traces and their 

surrounding materials. For PSCs in air, two parallel parasitic capacitors can be 

considered; the capacitance Cpc through air and the capacitance Cps through the 

substrate material (such as FR-4, ceramic and polyimide), as shown in Fig. 4-4(b). The 

parasitic capacitance [16] can be calculated by 

( ) 0p pc ps rc rs g

t
C C C

g
  = +  +  (4.21) 

where εrc and εrs are the relative dielectric constants of air and the substrate materials, 

respectively and ε0 is the vacuum dielectric constant (8.85×1012 F/m). α and β are 

empirically determined coefficients of the capacitance proportion. The values of α and 

β in the case of air and FR-4 are 0.9 and 0.1, respectively [17]. g  is the length of the 

gap between all segment sidewalls, which is given by [18] 
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4.1.4 Series Resistance 

From Fig. 4-4(a), PSCs have a series resistance Rs. The series resistance Rs is 

generally caused by the skin effect and the proximity effect or current crowding effect. 

The DC resistance RDC of each conductive trace of a PSC [19] is given by 

iS

DC cR
w t

=


 (4.23) 

where ρc is the resistivity of the conductor, w and t are the width and thickness of each 

trace respectively and 
iS  is the length of each trace. 

 

Fig. 4-5. Demonstration of the current crowding effect. 

The skin effect [20] will increase the AC resistance of the PSC at high frequencies 

which can be calculated by 

/
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e f
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=  =

−
 (4.24) 

where, δ is the skin depth, µ0 is the permeability of free space (4π×10-7 H/m) and µr 

is the relative permeability of the conductive material. 

Current crowding caused by eddy currents should be taken into consideration 

above a critical frequency as they increase series resistance [21, 22]. These currents 

occur due to the magnetic fields external to the PSC or between adjacent traces of the 
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PSC. The direction of the eddy currents corresponds to an increasing magnetic field, 

which increases the effective resistance, as shown in Fig. 4-5. The series resistance 

including the effect of eddy currents [23] can be calculated by 
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 (4.25) 

where, ωcrit is the angular frequency at which the current crowding begins to become 

significant and Rsheet is the conductive trace sheet resistance. 

Consequently, if the eddy current needs to be considered, the total series resistance 

[24] can be given by 
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4.1.5 Q-Factor 

The Q-factor, as an important parameter, is a measure of the loss of an inductor. 

According to the equivalent circuit, as shown in Fig. 4-4(a), the overall impedance (Z) 

and Q-factor [25] can be given by 
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Equation (4.28) shows that the Q-factor increases as Rs decreases, in other words 

lower loss implies a higher Q-factor. In order to obtain a PSC with high Q-factor, one 

of the techniques is to decrease resistance. 
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4.2 Design of a Rectangular Printed Spiral Coil 

It is easy to design a PSC with a large inductance and high Q-factor at low 

frequencies (<100 MHz), however, few works are related to coils printed on PCB in 

the sub-GHz region (100 ~ 960 MHz). This is likely because a PSC becomes capacitive 

rather than inductive at higher frequencies. To design a rectangular PSC with inductive 

characteristics at high frequency, the effects of the parameters of the rectangular PSC 

need to be investigated. 

4.2.1 Parameters Analysis 

 

(a) 

 

(b) 

Fig. 4-6. Geometrical parameters of a rectangular PSC on the substrate (a) Top view (b) Side 

view. 

The geometrical parameters of a rectangular planar coil printed on FR-4 substrate 

(εr=4.4) are shown in Fig. 4-6. Prior to any optimisation the initial parameters for the 

design were chosen as follows: the thickness of the copper trace t = 0.035 mm, the 

thickness of the substrate h = 1.5 mm, the width of the copper trace w = 1.0 mm, the 

gap between two copper traces g = 0.5 mm, the number of turns N = 2, length in the x-
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axis lx = 20 mm and the length in the y-axis ly = 15 mm. All optimisations were made 

by means of full-wave simulations performed using the transient solver of Computer 

Simulation Technology (CST) Microwave Studio. 
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Fig. 4-7. Simulated inductance of a rectangular PSC in different values of the parameter w (a) 

with the range of 1 GHz; (b) with the range of 0.3 GHz.  
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Fig. 4-8. Simulated inductance of a rectangular PSC in different values of the parameter g (a) 

with the range of 1 GHz; (b) with the range of 0.3 GHz.  

Firstly, the parameter w and g were individually swept as 0.5 mm, 1.0 mm, 1.5 mm, 

2 mm and 2.5 mm to investigate their effects on the inductance of the PSC. The results 

of sweeping each parameter w and g on inductance are shown in Fig. 4-7 and Fig. 4-8, 

respectively. 

In both cases looking at the inductance against frequency plots Fig. 4-7(a) and 

Fig. 4-8(a) the trend shows that the PSC begins as inductive (on the positive side of 
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the y-axis) until it reaches the self-resonant point. Then the PSC becomes capacitive 

in nature (on the negative side of the y-axis). 

It is worth noting from Fig. 4-7 that the inductance varies with frequency and the 

self-resonant frequency of the rectangular PSCs increases with the width of each 

conductive trace. The inductance changes gradually at lower frequencies and at a given 

frequency, the inductance is inversely proportional to the width of each conductive 

trace w. 

Similarly, from Fig. 4-8 it can be seen that the self-resonant frequency is 

proportional to parameter g. Also, inductance increases as the values of the parameter 

g decrease, at a given frequency. Comparatively, parameter g is seen to have a greater 

influence on the self-resonant frequency than parameter w whereas parameter g has a 

smaller influence on inductance than parameter w. 

Secondly, the parameters lx and ly were individually swept through 5 mm, 10 mm, 

15 mm, 20 mm and 25 mm to investigate their effects on the inductance and self-

resonance of the rectangular PSC. The plots of inductance against frequency for the 

sweep in lx and ly are shown in Fig. 4-9 and Fig. 4-10, respectively. 
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Fig. 4-9. Simulated inductance of a rectangular PSC in different values of the parameter lx (a) 

with the range of 1 GHz; (b) with the range of 0.3 GHz.  
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Fig. 4-10. Simulated inductance of a rectangular PSC in different values of the parameter ly (a) 

with the range of 1 GHz; (b) with the range of 0.3 GHz. 

As can be seen in Fig. 4-9 and Fig. 4-10, the size of the rectangular PSC has a great 

influence on its inductance. Inductance increases at lower frequencies with increasing 

lx and ly, which also results in reducing self-resonant frequencies. Only when the 

parameter lx is below 20 mm, can the PSC present as inductive around 400 MHz. 

Similarly, if the parameter ly is bigger than 15 mm, the PSC presents as capacitive not 

inductive. 
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Fig. 4- 11. Simulated inductance of a rectangular PSC in different turns N (a) with the range of 

0.5 GHz; (b) with the range of 0.3 GHz. 

Thirdly, the number of turns (N) was varied as 2, 3, 4, and 5 to investigate its effect 

on the inductance and self-resonance of the rectangular PSC. Fig. 4-11 shows the plots 

of inductance against frequency for varying turn number. It can be seen from Fig. 4-11 
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that the rate of change of inductance increases as the number of turns increases and the 

maximum inductance significantly increases as the number of turns increases from 3 

to 5. The self-resonant frequencies become lower with the increasing turn number. 

Only when the number of turns is 2, does the PSC present as inductive around 

400 MHz. 

In summary, all parameters investigated have an influence on the inductance and 

self-resonant frequency. The parameters of w and g are inversely proportional to the 

inductance at frequencies lower than the self-resonant point and are proportional to the 

self-resonant frequency. However, the parameters lx, ly and N are proportional to the 

inductance at frequencies below the self-resonant point and inversely proportional to 

the self-resonant frequency. Importantly, increasing the number of turns is the most 

effective way of increasing the inductance of the PSC as long as the frequency is lower 

than the self-resonant frequency. 

4.2.2 Design of a Rectangular PSC 

Based on the parameteric analysis in the previous section and fabrication 

limitations, an optimised rectangular PSC with two turns working at 403 MHz was 

manufactured as shown in Fig. 4-5. The final values of the parameters are listed in 

Table 4-1. To minimise the dimensions of the rectangular PSC, the width of each 

conductive trace and the gap between two adjacent conductive traces were decreased 

to make the inductance increase. Also, the length of the outer conductive trace was 

decreased to increase the self-resonant frequency and make the rectangular PSC 

present as inductive at 403 MHz. This rectangular PSC was printed on FR-4 substrate 

with a size of 20 mm×18 mm×1.5 mm. 

The trends of inductance, resistance and Q-factor of the optimised rectangular PSC 

are shown in Fig. 4-12 and Fig. 4-13. The inductance of the optimised rectangular PSC 

increases with frequency, gradually at first, then exponentially rises as to its maximum 

then suddenly drops as zero at the self-resonant frequency. Above this frequency the 

PSC presents as capacitive. Furthermore, the parasitic resistance changes are small at 

low frequencies and high frequencies, only becoming significant around the self-

resonant frequency where it reaches its peak. The inductance, parasitic resistance and 
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Q-factor of the optimised rectangular PSC at 403 MHz are 106 nH, 1.91 Ω and 140 

respectively. In this case, the optimised rectangular PSC can be used as an inductor in 

a WPT system operating at 403 MHz. 

Table 4-1: Final parameter values of a rectangular PSC 

Parameters w g lx ly N 

Values (mm) 0.48 0.17 10 8 2 

 

 

Fig. 4-12. Simulated inductance and resistance of the optimised rectangular PSC. 
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Fig. 4-13. Simulated Q-factor and resistance of the optimised rectangular PSC. 

4.3 Performance of Rectangular Printed Spiral Coils for 

Wireless Power Transfer 

4.3.1 Performance of Wireless Power Link 

Based on the work in Chapter 3 the most practical WPT topology choice is to have 

a series primary circuit and select the secondary circuit dependent on the load 

impedance. In this chapter, the designed inductor has an inductance of 106 nH 

therefore to reach a resonance frequency of 403 MHz a 1.5 pF capacitance is required. 

Based on this, if the load impedance is larger than 270 Ω, a parallel secondary circuit 

for WPT should be used. The load impedance of a typical pacemaker is usually larger 

than 500 Ω [26]. Therefore, the choice of topology for MRC-WPT in this work is 

series-primary and parallel-secondary (SP). The schematic of the circuit is shown in 

Fig. 4-14(a). Inductors (Ls and Lp) represent two rectangular PSCs. Resistors (Rs and 

Rp) represent the parasitic resistances of the rectangular PSCs. Capacitors (Cs and Cp) 

represent compensation capacitors used to form resonators with the inductors. Us 

represents the voltage source. Rsc and RL represent the source resistance and the 

impedance of the load, respectively. 
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(a) 

 

(b) 

Fig. 4-14. (a) Original schematic series-primary and parallel-secondary circuit of MRC-WPT; 

(b) Schematic after equivalent transformation and parallel-to-series conversion. 

The primary coil with a parallel parasitic capacitor and a series parasitic resistor 

can be transformed into an inductor (L1) and a series resistor (Re). In this case, the 

inductance and resistance [27] can be expressed by 

( )

2 2 2

1 2 2 2 2 2 21 2

s s sp s sp

sp s s s sp

L L C L C
L

C R L L C

 

  

− −
=

+ + −
 (4.29) 

( )2 2 2 2 2 21 2

s
e

sp s s s sp

R
R

C R L L C  
=

+ + −
 (4.30) 

For the secondary coil, a narrowband approximation [28] can be used to make a 

parallel-to-series conversion from Fig. 4-14(a) to Fig. 4-14(b). The error caused by 

this approximation is negligible. According to [29]: 
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The equivalent resistance of the primary and secondary circuit can be calculated 

by  

1 sc eR R R= +   (4.34) 
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In Fig. 4-14(b), according to dot convention [30] between the primary coil and the 

secondary coil, two equations for the input voltage and current in the frequency domain 

can be written as 
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Then the equivalent input impedance of this WPT circuit can be expressed by 
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Therefore, the reflected resistance from secondary side to the primary side can be 

determined by 

2 22 2
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The PTE is defined as the power received by the load divided by the power 

provided by the source. Since reactive components do not dissipate power, the PTE 

can be expressed as 
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When ω reaches the resonance frequency 0 2 2 21 1 pL C L C =  , the PTE 

reaches its maximum, which is expressed as  

2
21

2

1 2 2

p

L p

Rk Q

k Q Q R R
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+ +
 (4.43) 

where, k is the coupling coefficient of the coils [31], which is defined as  

1 2

M
k

L L
=  (4.44) 

Q1 and Q2 can be expressed as 

1
1

1

L
Q

R


=  (4.45) 
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Two identical optimised rectangular PSCs, as designed in Section 4.2, are applied 

as the transmit and receive coils in an MRC-WPT system. The transfer distance (d) 

between the PSCs is set at 10 mm. A relative position of the system is shown in 

Fig. 4-15. To obtain maximum PTE at the resonant frequency, 403 MHz, two 

compensation capacitors of 1.5 pF are used to constitute the WPT circuit. All 

simulations were made by means of full-wave simulations performed using the 

transient solver of Computer Simulation Technology (CST) Microwave Studio. The 

WPT circuit can be constructed in the schematic of CST allowing the performance of 

the WPT link to be simulated.  

 

Fig. 4- 15. Relative position of two identical optimised rectangular PSC as TX and RX for WPT. 

To find the optimal load for WPT in the SP topology, the PTE for different load 

impedances was simulated; the results are shown in Fig. 4-16. It can be seen that at the 

resonance frequency, the PTE increases and then drops off as the load impedance 

changes from 100 Ω to 3000 Ω. When the load impedance is lower than 1000 Ω, the 

PTE at the resonant point rises rapidly from 18.75% to 80.8%. Whereas, when the load 

impedance increases from 1000 Ω to 3000 Ω, the PTE decreases slowly from 80.8% 

to 65.96%. Therefore, a load impedance of 1000 Ω is used in this WPT circuit. 

Furthermore, to investigate the effect of transfer distance on the performance of 

the wireless power link, the transfer distance was varied as 5 mm, 10 mm, 15 mm and 

20 mm, the results of which are shown in Fig. 4-17. It is clear to see that the PTE at 

the resonant frequency decreases dramatically from 87.7% to 6.65% as the transfer 
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distance increases from 5 mm to 20 mm. This is due to the relationship between 

distance and the coupling coefficient which is inversely proportional to the square of 

the transfer distance. Therefore, the transfer distance has a significant influence on the 

PTE. 
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Fig. 4-16. Simulated PTE with difference load impedances.  
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Fig. 4-17. Simulated PTE with difference transfer distances.  
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4.3.2 Measurement Results 

The proposed wireless power link was fabricated on FR-4 substrate as shown in 

Fig. 4-18 using a PCB milling machine. The transmitting rectangular PSC with a series 

1.5 pF chip capacitor was directly soldered with subminiature version A (SMA) 

connectors and then connected to a signal generator by using a circulator to mitigate 

reflection loss. The receiving rectangular PSC with a parallel 1.5 pF chip capacitor and 

parallel 1 kΩ chip resistor (load) was soldered directly to copper wire, to allow direct 

connection to an oscilloscope probe. It can be seen from the figure there are some holes 

at the corners of the substrate. These are used together with some plastic fixtures to 

support and separate the coupling PSCs during testing. The measurement setup 

includes an oscilloscope, a signal generator and a circulator, which can be seen from 

Fig. 4-19. The separation of this wireless power link is 5 mm.  

 

(a) 

 

(b) 

Fig. 4-18. Fabricated rectangular transmitting and receiving PSCs (a) Top view; (b) Back view. 
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Fig. 4-19. Measurement setup of wireless power link with rectangular PSCs. 

 

Fig. 4-20. Simulated and measured PTE of wireless power link with rectangular PSCs. 

The signal generator has an internal resistance of 50 Ω and is set supply to 0 dBm 

(1 mW), the frequency was varied from 385 MHz to 425 MHz. The output voltage 

across the load can be measured directly by the RF oscilloscope. Then the measured 

PTE can be calculated using equation (3-27). The root mean square (RMS) of 

measured load voltage should be used to calculate the load power. The trend of 

measured PTE with as it varies with frequency is illustrated in Fig. 4-20. It is noticeable 

from Fig. 4-19 that the measured PTE reaches a peak of 74.4% at a transfer distance 

of 5 mm when the resonance frequency is 404 MHz, whereas the measured PTE is 

only 69.6% at 403 MHz. Compared with the simulation result, the resonant frequency 

in the measurement is shifted from 403 MHz to 404 MHz and the maximum PTE is 

lower than the simulated PTE of 87.7%. The reasons for this include the lower 



93 

 

inductances of the PSCs caused by fabrication, chip capacitor tolerance, reduced 

coupling coefficient in a real environment and impedance losses incurred from the 

measurement equipment e.g. cable losses. Overall, the measured result shows 

agreement with the simulated result. The PTE climbs to a peak at the resonance 

frequency and deceases again. 

4.4 Summary 

In this chapter, the theoretical analysis of a normal rectangular PSC has been 

investigated including inductance, mutual inductance, parasitic capacitance, series 

resistance and Q-factor. The effect of varying the geometric parameters of a normal 

rectangular PSC (width of trace, gap between two adjacent traces, dimensions and 

turns) on the inductance and self-resonance frequency was investigated to obtain a 

good understanding of their limitations and challenges. To obtain a rectangular PSC 

with inductive characteristic at 403 MHz, the rectangular PSC was optimised and 

provided a simulated PTE of 87.7% at a transfer distance of 5 mm. 

The challenge is that the width of the rectangular PSC and its number of turns 

should be small enough while maintaining an inductive property at high frequency. 

However, smaller dimensions and lower turn numbers results in a smaller inductance, 

which in turn decreases mutual inductance and inductive area, which results in low 

PTE and a short power transfer distance. It also leads to lower resonant frequencies 

limiting the choice of operating frequency. Therefore, there is a need to design planar 

coils with a high Q-factor and inductive properties for WPT that can operate at higher 

frequencies to achieve higher power transfer or larger transfer distances than the 

rectangular PSCs can. 
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Chapter 5 Planar Split-ring Loops for 

Wireless Power Transfer 

In Chapter 4, a conventional planar rectangular spiral coil operating in the sub-GHz 

region was utilised in a wireless power transfer (WPT) system. Simulation and 

practical results showed that this type of coil could only provide a low power transfer 

efficiency (PTE) and operate over a short transfer distance due to its low inductance 

and small magnetic field area. To improve the PTE capability of these coils one option 

is to increase the coil Q-factor by minimising the resistive effects [1-3]. Increases in 

transfer distance could be achieved by enlarging the coil and hence the area of the 

magnetic field. In this chapter, 4-turn planar split-ring loops are proposed which have 

a high Q-factor. Conventional printed spiral coils (PSC) have an equivalent circuit of 

a parallel inductor-capacitor (LC), which means they can exhibit self-resonance. 

However, based on the work in Chapter 3, a parallel LC resonator is not suitable for 

use in the primary (transmit) side of a WPT system as it appears as an open circuit at 

resonance resulting in low system power. The planar split-ring loop designed here has 

a series LC circuit characteristic, which can therefore be used to form a series-primary, 

series-secondary magnetic resonance (MRC)-WPT system. The loops are designed to 

operate at 433 MHz in the Industrial Scientific and Medical (ISM) band. This design 

enhances the PTE and allows for a greater transfer distance in the Ultra High 

Frequency (UHF) band than achieved in Chapter 4. 

Section 5.1 develops a split-ring loop with equivalent inductance but increased 

Q-factor compared to the rectangular PSC. In Section 5.2 the split-ring loop is further 

developed to provide the desired series LC characteristic for WPT. Both investigations 

involve simulation and practical verification. 
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5.1 4-turn Planar Split-ring Loops for Wireless Power 

Transfer 

5.1.1 Design of A 4-turn Planar Printed Loop 

To increase the Q-factor obtained for the PSC there are two main avenues to 

explore, firstly inductance can be increased and secondly resistance can be decreased. 

Increasing the number of turns of the PSC can significantly enhance the inductance, 

as was presented in Chapter 4. However, that also decreases the self-resonance 

frequency and results in a capacitive characteristic at higher frequencies including in 

the desired design frequency band (i.e. the UHF band). Therefore, decreasing 

resistance compared with that of the PSC is the first target. 

  

(a) (b) 

Fig. 5-1. (a) Schematic of two connected split-ring loops; (b) Current distribution of the 

split-ring loop at 403 MHz. 

In the PSC each conductive trace has the same current direction, which increases 

inductance but also increases the parasitic resistance due to eddy currents. Two split-

ring loops with opposing current directions were connected to decrease the parasitic 

resistance, this is shown in Fig. 5-1(a). The split-ring loop was designed to operate at 

403 MHz for direct comparison with the rectangular PSC and the following parameters 

used for the simulation: the width of each trace is 0.48 mm, the gap between the two 

conductive traces is 0.15 mm, the inner radius is 4.13 mm and the notch m = 1 mm. 

The substrate is FR-4 and has a thickness of 1.5 mm and overall size of 20 mm×20 mm. 
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(b) 

Fig. 5-2. Simulated (a) inductance and resistance and (b) Q-factor of this 2-turn split-ring loops. 

The current distribution of this design is shown in Fig.5-1(b). It can be seen that 

the inner split-ring loop has an anti-clockwise current distribution, whilst the outer 

split-ring loop has a clockwise current distribution at 403 MHz. 

The inductance and resistance of this design are shown in Fig.5-2(a) and the trend 

of the Q-factor with the varying frequency is presented in Fig. 5-2(b). From Fig. 5-
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2(a), the inductance is 13.5 nH at 403 MHz, which is much lower than that of the 

rectangular PSC with 2 turns. However, the parasitic resistance is only 0.07 Ω as the 

eddy current effect has been reduced. This is significantly lower than that of the 

rectangular PSC. Consequently, the Q-factor increases significantly to 500, almost 

four times higher than that of the rectangular PSC. 

 

Fig. 5-3. Geometric schematic of 4-turn split-ring loop. 

Now that the general split-ring loop design is shown to significantly reduce 

resistance and increase the Q-factor the aim is to increase the loop inductance again to 

match that of the rectangular PSC in Chapter 4, so that the effect of increasing the 

Q-factor on PTE can be seen directly. The increase in inductance is achieved by 

increasing the number of split-ring turns. A new design with 4 turns is shown in 

Fig. 5-3. The inner radius of the design is set at 1 mm. Design parameters have been 

swept with the aim of matching the inductance of the rectangular PSC (106 nH) at the 

design frequency. 

Parameter w has been varied as 2 mm, 3 mm, 4 mm, and 5 mm (with the gap 

g = 1 mm). The parameter g has been varied as 0.5 mm, 1 mm, 1.5mm and 2 mm (with 

the width w = 2 mm). The inductance obtained for each sweep is shown in Fig. 5-4. 

From both Fig. 5-4(a) and (b), the self-resonance frequency of the design decreases 

as either parameter w or parameter g increases. That said for all parameter values 

observed the loop presents as inductive at 403 MHz. Only when parameter w is 3 mm 

is the inductance of this design close to that of the rectangular PSC at 403 MHz, 
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106 nH. 

 

(a) 

 

(b) 

Fig. 5-4. Simulated inductance of 4-turn split-ring loops with (a) swept parameter w (with the 

gap g=1 mm); (b) swept parameter g (with the width w=2 mm). 

Table 5-1: Final dimensions of the optimised proposed split-ring loops 

Parameters w1 w2 w3 w4 g1 g2 g3 m 

Value(mm) 3.8 3.4 3.4 5.0 0.8 0.8 0.5 1.0 
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Fig. 5-5. Geometric layout model of the optimised 4-turn split-ring loop. 

 

Fig. 5-6. Simulated inductance of the optimised 4-turn split-ring loop. 
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Fig. 5-7. Simulated parasitic resistance and Q-factor of the optimised 4-turn split-ring loop. 
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To obtain an inductance closer to 106 nH, the width of each conductive split-ring 

loop and each gap have been further optimised. The geometric layout model of this 

proposed 4-turn split-ring loop is illustrated in Fig. 5-5. The split-ring loop is printed 

on 1.5 mm FR-4 substrate with an area of 43 mm×43 mm. Details of the final 

optimised parameters are provided in Table 5-1. All optimisations were made by 

means of full-wave simulations performed using the transient solver of Computer 

Simulation Technology (CST) Microwave Studio. 

From Fig. 5-6 and Fig. 5-7 the self-resonance frequency is around 500 MHz and 

the inductance and resistance at 403 MHz are 103 nH and 0.16 Ω respectively. The 

Q-factor of this loop is 1630 at 403 MHz, which is much greater than that of the 

rectangular PSC. 

5.1.2 Performance of 4-turn Planar Split-ring Loops for 

Wireless Power Transfer 

 

Fig. 5-8. Equivalent WPT circuit by using 4-turn split-ring loops.  

To investigate the performance of a wireless power link between two of the 

proposed 4-turn planar split-ring loops, two compensation capacitors are necessary to 

match the WPT circuit between source and load. The SP topology for MRC-WPT is 

used, as shown in Fig. 5-8. Inductors (L1 and L2) represent two identical split-ring loops. 

Parasitic resistance and capacitance are considered negligible in this case for the 

simplicity of simulation and measurement. Capacitors (C1 and C2) are chosen to be 

1.52 pF to obtain a resonance frequency of 403 MHz. Us represents the voltage source. 

Rsc and RL represent the source resistance and the load impedance of 1 kΩ, respectively. 

All simulations were made by means of full-wave simulations performed using the 
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transient solver of Computer Simulation Technology (CST) Microwave Studio. The 

WPT circuit can be constructed in the schematic of CST allowing the performance of 

the WPT link to be simulated.  

 

Fig. 5-9. Schematic of wireless power link with proposed 4-turn split-ring loops. 

An overview of the transmit and receive loops is shown in Fig. 5-9 and the transfer 

distance (d) between the loops is varied as 5 mm, 10 mm, 15 mm, 20 mm, 25 mm and 

30 mm. The trends of PTE at different transfer distances are depicted in Fig. 5-10. 
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Fig. 5-10. Simulated PTE at different transfer distance by using 4-turn planar split-ring loops. 
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It is can be seen from Fig. 5-10 that the PTE at the resonance frequency of 

403 MHz decreases as the transfer distance enlarges. At a transfer distance of 5 mm, 

the PTE is over 90% from 377 MHz to 419 MHz since the magnitude of the equivalent 

input impedance is close to 50 Ω over this range. However, the resonance frequency, 

where the imaginary part of the input impedance is equal to zero, is not 403 MHz, 

which means the transfer distance of 5 mm is not the optimal transfer distance. As the 

transfer distance becomes larger, only one resonance frequency appears, located at 

403 MHz, where the PTE reaches its peak. The maximum PTE is 95.3% at a transfer 

distance of 10 mm and then decreases dramatically to 28% at a transfer distance of 

30 mm. Importantly, the PTE is 85.1% at a transfer distance of 20 mm, which is similar 

to that obtained in Chapter 4 for the WPT link using traditional rectangular PSCs at a 

transfer distance of 5 mm. This means the performance of the WPT link with 4-turn 

planar split-ring loops can operate over a larger distance with the same efficiency, due 

to the significantly improved Q-factor. However, it is also important to highlight that 

the operating bandwidth is narrower than that of the traditional rectangular PSC again 

as a result of the increased Q-factor. Therefore, there exists a trade-off between 

bandwidth and power transfer distance through manipulation of the Q-factor. 

5.1.3 Measurements 

The proposed wireless power link was fabricated on FR-4 substrate as shown in 

Fig. 5-11 using a PCB milling machine. The transmitting split-ring loop with a series 

chip capacitor (1.52 pF) is directly soldered with a subminiature version A (SMA) 

connector. This is connected to an RF signal generator via a circulator to mitigate 

reflection loss. The receiving split-ring loop with parallel chip capacitor (1.52 pF) and 

parallel chip resistor (1 kΩ load) is soldered directly to copper wire, to allow direct 

connection to the probe of an RF oscilloscope. The holes at the corners of the substrate 

are to allow for plastic support fixtures to hold the boards in place during measurement. 

The measurement setup can be seen in Fig. 5-12. The separation of the wireless power 

link is 20 mm. 
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Fig. 5-11. Fabricated wireless power link with proposed 4-turn split-ring loops. 

 

Fig. 5-12. Measurement setup of wireless power link with proposed 4-turn split-ring loops. 

The signal generator was set to 0 dBm (1 mW) and varied over the frequency range 

385 MHz ~ 420 MHz. The output voltage across the load was measured using the RF 

oscilloscope in 1 MHz increments, as shown in Fig. 5-12. PTE could then be calculated 

using the root-mean-square (RMS) of the voltage across the load (VL) and input power 

as expressed in the equation (5.1). 

2

= 100% 100%out L

in L in

P V

P R P
  =   (5.1) 
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Fig. 5-13. Comparisons of simulated and measured PTE against frequency. 

The measured PTE against frequency is shown in Fig. 5-13. It can be seen that the 

measured PTE reaches a peak of 80.5% at a transfer distance of 20 mm when the 

resonance frequency is 403 MHz. The power loss between signal generator and the 

primary circuit and the decreased mutual inductance caused by the practical 

environment, results in the measured PTE being lower than the simulated PTE. 
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Fig. 5-14. Simulated and measured PTEs of the WPT link with 4-turn split-ring loops at 

different transfer distances. 

The measured PTE at 403 MHz over different transfer distances is shown in 

Fig. 5-14. It is clear to see that the measured PTE remains stable between 5 mm and 

10 mm and then decreases from 89% to 25% as the transfer distance increases to 

30 mm, which is similar to the simulated results. 
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The measured PTE shows good agreement with the simulated PTE and shows that 

the proposed 4-turn split-ring loop offers better performance for a WPT system than a 

traditional rectangular PSC. 

5.2 Improved 6-turn Planar Split-ring Loops for Wireless 

Power Transfer 

The equivalent circuit of a conventional PSC is a parallel LC network hence using 

a pair as self-resonators to form a WPT system would constitute a parallel-primary and 

parallel-secondary system. However, the parallel-parallel topology offers poor power 

transfer performance, as discussed in Chapter 3, since the input voltage source would 

be loaded by an open circuit at resonance if directly connected [4-6]. The series-

primary, series-secondary and series-primary, parallel-secondary topologies are most 

typically used for WPT to avoid this issue. In this section, a conformal planar split-

ring loop is proposed with the characteristic of a series LC circuit. Importantly, this 

planar split-ring loop can be regarded as a self-resonator and is designed for use at 

433 MHz in the Industrial Scientific and Medical (ISM) band [7-9]. The proposed loop 

is a good candidate for WPT in applications such as Ultra High Frequency Radio 

Frequency Identification (UHF-RFID) [10], where only the addition of the loop would 

be needed in a mobile device. 

5.2.1 Design of 6-turn Planar Split-ring Loops 

A conventional PSC with 6 turns on FR-4 substrate (εr=4.4) with a thickness of 

1.5 mm, is shown in Fig. 5-15(a). The width of each track is 2 mm and the gap between 

the two tracks is 0.5 mm. A discrete 50 Ω port was used for simulations. The 

equivalent circuit of the PSC [11] is shown in Fig. 5-15(b). The real and imaginary 

parts of the impedance (Z) are shown in Fig. 5-16. This conventional PSC is inductive 

at lower frequencies and becomes capacitive at higher frequencies, characterising a 

parallel LC circuit. At the self-resonant frequency, the parallel LC circuit becomes 

open circuit (termed parallel self-resonance from this point), which as mentioned is 

not suitable for the primary side of the WPT system. 
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(a) (b) 

Fig. 5-15. (a) Physical layout model of conventional 6-turn PSC (b) The equivalent circuit of 

conventional 6-turn PSC. 

 

Fig. 5-16 Equivalent circuit of conventional 6-turn PSC. 

  

(a) (b) 

Fig. 5-17. (a) Physical layout model of designed loop; (b) The equivalent circuit of designed 

sprit-ring loop at resonance frequency. 
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A conformal split-ring loop with small dimensions was designed in this work using 

the roundabout technique, as shown in Fig. 5-17(a), in order to realise the 

characteristics of a series LC circuit at the desired frequency. The loop impedance was 

optimised by forcing Im(Z) to zero and minimising Re(Z) at 433 MHz. This was 

achieved by setting gap5 to 0.5 mm and then sweeping parameter w from 2 mm to 

3.5 mm. A second optimisation stage then swept gap5 from 0.5 mm to 2 mm, as shown 

in Fig. 5-18 and Fig. 5-19 respectively. 

 

Fig. 5-18. Imaginary part of impedance of designed loop antenna against frequency by changing 

the width of each track.  
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It can be seen in Fig. 5-18 that each curve has two parallel self-resonances and an 

additional point exists between these two where the loop acts as a series LC circuit (as 

shown in Fig. 5-16(b)), indicated by the impedance changing from capacitive to 

inductive with increasing frequency (termed series self-resonance from this point). 

Only when the parameter w is 3 mm, does the series self-resonant point exist around 

433 MHz. 

 

Fig. 5-19. Equivalent impedance of designed loop antenna against frequency by changing the 

parameter of gap5.  
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The parameter gap5 was optimised by varying as 0.5 mm, 1 mm, 1.5 mm and 

2 mm to bring the series self-resonant point closer to 433 MHz. From Fig. 5-19, it is 

noteworthy that varying gap5 results in a shifting of the parallel self-resonances, they 

shift closer together as gap5 increases.  

 

Fig. 5-20. Equivalent impedance of designed split-ring loop against frequency. 

The imaginary part of the impedance of this split-ring loop is greater than zero in 

the frequency range of interest when the parameter gap5 is 1.5 mm and 2.0 mm. When 

gap5 = 1.0 mm the imaginary part of the impedance at 433 MHz is closest to zero. 
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Table 5-2: Dimensions of the proposed 6-turn split-ring loops 

Parameters w gap1 gap2 gap3 gap4 gap5 L s 

Value(mm) 3.8 3.4 3.4 5.0 0.8 0.8 45 1.0 

The details of the final optimised parameters for this split-ring loop are provided 

in Table 5-2. The thickness of the FR-4 substrate is 1.5 mm. The equivalent impedance 

of the designed split-ring loop is shown in Fig. 5-20. It can be seen from Fig. 5-20 that 

the simulated imaginary part of the impedance is almost zero at 433 MHz. Therefore, 

this proposed split-ring loop can be considered as a self-resonator with one series self-

resonant frequency of 433 MHz. In this case, Q-factor is not included because Q-factor 

is a factor of an inductor not a resonator. The real part of the impedance of the proposed 

split-ring loop is very large at the two parallel self-resonances, whereas the real part of 

the impedance is only 1.04 Ω at the series self-resonance point. All optimisations were 

made by means of full-wave simulations performed using the transient solver of 

Computer Simulation Technology (CST) Microwave Studio. 

5.2.2 Performance of 6-turn Planar Split-ring Loops for 

Wireless Power Transfer 

Two of the proposed split-ring loops with the same series self-resonant frequency 

can now be used to constitute a WPT system of series-primary and series-secondary 

circuits. A 3-D view of the loop as applied in WPT is shown in Fig. 5-21. The distance 

between the transmit and receive loops is initially fixed at 25 mm. 

 

Fig. 5-21. 3-D view of WPT link between two identical 6-turn planar split-ring loops. 
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The simulated S-parameters of the final loop design are shown in Fig. 5-22. A 

reference impedance of 50 Ω has been assumed at both ports. It can be seen from 

Fig. 5-22 that the proposed antenna operates at 433 MHz covering a bandwidth of at 

least 27 MHz (421-448 MHz) for S11 < -10 dB, which covers the 433-434 MHz ISM 

(Industrial Scientific Medical) band. Additionally, at 433 MHz, the scattering 

parameters are |S11| = -24.04 dB, |S21| = -0.74 dB, and |S22| = -23.9 dB. 
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Fig. 5-22. Simulated scattering parameters of proposed antennas for WPT. 

Both source impedance (Zin) and load impedance (ZLoad) are designed to be 50 Ω, 

to allow practical measurements of the PTE (η) between the split-ring loops obtained 

using [12-14]: 

2

21

     

  
= 1

  
00%loadPower delivered to the load Z

Available power from the sou
S

rce
 =   (5.2)  

The trend of simulated PTE against frequency is shown in Fig. 5-23. It can be seen 

that the peak of the PTE is 84.33% at 433 MHz. The PTE is over 80% over the 

frequency band 430 MHz to 440 MHz, and hence is not highly sensitive to operating 

frequency shift. However, the PTE dramatically decreases to 40% within narrow bands 

from 417 MHz to 430 MHz and from 440 MHz to 455 MHz. The imaginary part of 

the impedance of the proposed antenna around 433 MHz is approximately zero, 

therefore power is being transferred from transmitter to receiver by MRC. 
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Fig. 5-23. Simulated PTE between two proposed antennas for WPT with the distance of 25 mm. 

5.2.3 Sensitivity Analysis 

In practical applications and measurements, misalignments due to shifts in the xy 

plane of the two antennas or due to a rotation of the transmitter or receiver can occur 

due to movements or displacements during charging. It is necessary to investigate the 

sensitivity of the proposed WPT system to misalignment. In this work, different 

transfer distances, horizontal or vertical shifts and angular displacements are varied in 

the CST simulation to conduct the sensitivity analysis. 

5.2.3.1 Effect of Transfer Distance 

The effect of transfer distance on WPT performance should be considered in taking 

measurements and in designing practical applications. The transfer distance d relates 

to the distance between the transmitter and receiver, as shown in Fig. 5-21. The 

transfer distances investigated by simulation are 15 mm, 22 mm, 25 mm, 30 mm, 

35 mm, 45 mm and 55 mm. The PTE can be calculated by equation (5-2) in each case, 

as shown in Fig. 5-24.  
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Fig. 5-24. Simulated PTE for different transfer distances. 

The simulated PTE reaches its peak of 95.7% at a transfer distance of 22 mm. The 

PTE decreases significantly from 95.7% to 5% as the transfer distance increases from 

22 mm to 55 mm, which results from an exponential decrease in coupling coefficient 

with increasing transfer distance. The PTE remains at over 50% up to transfer distances 

of less than 30 mm. When the transfer distance is 15 mm, the PTE has two peaks, one 

at 420 MHz and another at 452 MHz, respectively, which results from the frequency 

splitting phenomena [21]. The PTE is 66.33% at 433 MHz, which is not at a peak and 

is less than that at the transfer distance of 25 mm. Therefore, it is clear that smaller 

distances do not necessarily lead to higher power transfer efficiencies due to the 

coupling effects between the loops. 

5.2.3.2 Effect of Plane Misalignment 

The effect of displacement needs to be investigated since there is clear potential 

for misalignment in practical applications. The proposed transmit loop is shifted in the 

horizontal and vertical planes in the simulation with respect to the receive loop, as 

shown in Fig. 5-25. In this case, the transfer distance between transmitter and receiver 

is 22 mm and the displacement distance (dx or dy) is varied from -30 mm to 30 mm 
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along either of the principal planes. Fig. 5-26 illustrates the performance of PTE at 

433 MHz along the principal x- and y-axis.  

 

Fig. 5-25. Misalignment due to a shift on the horizontal plane. 
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Fig. 5-26: Simulated PTE with shift distance along with x-axis and y-axis. 

The trends for displacement in either x or y axis are the same. As the displacement 

increases in both the x-axis and y-axis a clear influence on the PTE can be seen. The 

simulated PTE remains over 90% for shifts from -8 mm to 8 mm and over 80% from 

-12 mm to 12 mm. However, as the shift values become larger, the PTE declines 

rapidly towards almost 0 at ±30 mm. 
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5.2.4 Measurements 

The proposed loop was fabricated on FR-4 substrate as shown in Fig. 5-27(a) using 

a PCB milling machine. Fig. 5-27(b) shows the measurement setup, where a Vector 

Network Analyser (VNA) is used with a reference impedance of 50 Ω. The two 

identical loops were directly soldered with SMA connectors and then connected to the 

two VNA ports, respectively. 

 

(a) 

 

(b) 

Fig. 5-27. (a) Fabricated antennas; (b) Measurement of proposed antennas for WPT. 

The measured S-parameters are shown in Fig. 5-28, in which a slight frequency 

shift is seen to exist between the simulation and measurement results. The value of S11 

drops below -10 dB over a smaller frequency range, from 425 MHz to 445 MHz, but 

still has enough bandwidth to cover the 433-434 MHz ISM band. At 433 MHz, the 

values of measured |S11|, |S21|, |S22| are -16.2 dB, -1.03 dB and -17.9 dB, respectively. 

Overall, the measured results show good agreement with the simulated results.  
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(a) 

 

(b) 

Fig. 5-28. Simulated and measured scattering parameters of proposed antennas for WPT (a) 

reflection coefficient in dB; (b) transmission coefficient in dB. 

The self-resonance of the loop relies on the parasitic capacitance formed between 

the conductive tracks of the loop; therefore, it is necessary to consider possible effects 

of surrounding mediums on the capacitance value that would lead to a shift in 
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resonance frequency. Practical scenarios in which non-metallic mediums such as 

plastic, foam and paper are placed in the direct vicinity of, as well as in between, the 

transmit and receive resonators have been investigated. The performance of the WPT 

link is not visibly affected by the presence of these external objects. A similar process 

was followed using metal materials such as copper sheet, which was also seen to have 

no visible influence on performance even within several millimetres of the resonators. 
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Fig. 5-29. Simulated and measured PTE of proposed antennas for WPT against transfer 

distance. 

The trends of numerical and experimental PTE against transfer distance are shown 

in Fig. 5-29. It can be observed from Fig. 5-29 that the numerical and experimental 

PTE at 433 MHz first increases and then decreases rapidly as the transfer distance rises 

from 15 mm to 55 mm. This initially lower efficiency over shorter distances is due to 

the frequency splitting phenomenon [15, 16]. 

The measured PTE is seen to be lower than in the simulation results. One reason 

for this is due to the practical axis or angular misalignment of the transmitter with 

respect to the receiver during the experiments. Also, the parasitic resistance of the 

fabricated loop (which is typically larger) is different to that of the simulation due to 

material tolerances and fabrication errors. This extra resistance results in additional 



121 

 

losses. Even though the measured PTE is not as high as in the simulated results, it 

attains 78.77% over a transfer distance of 25 mm and 87.9% over a transfer distance 

of 22 mm. 

Table 5-3: Comparisons of this proposed 6-turn split-ring loops with other work 

Ref. Types 
f0 

(MHz) 

TX Size 

(mm) 

RX Size 

(mm) 

Transfer 

Distance 

(mm) 

Simulated 

PTE  

Measured 

PTE  

[17] Rectangular 

coils on PCB 

110 1010 1010 3 

(0.0011λ) 

30% / 

[18] Square Printed 

Spiral Coils 

50.25 120120 120120 100 

(0.01675λ) 

/ 43.62% 

[19] H-slot 

Resonators 

1450 2020 2020 3.5 

(0.01692λ) 

90% 85% 

This 

work 

Planar Split-

ring 

Resonators  

433 4545 4545 22 

(0.03175λ) 

95.7% 87.9% 

 

Comparisons of this design with other works are summarised in Table 5-3. This 

proposed split-ring loop can be used for WPT in the UHF band. Despite the relatively 

large size, the split-ring loop can achieve higher PTE over a larger transfer distance at 

a higher frequency than in other works. Additionally, the PTE remains at over 30% 

when the transfer distance increases to 35 mm, which is also better performance than 

in the other published works, especially at 433 MHz. 

5.3 Summary 

A 4-turn split-ring loop was proposed in this chapter to increase the Q-factor by 

decreasing ohmic loss in comparison to the rectangular PSC in Chapter 4. Then two 

identical 4-turn split-ring loops with inductances equivalent to the rectangular PSCs 

were used to form an MRC-WPT link to allow direct comparison of the two systems 

and evaluate the effect of increasing the Q-factor on PTE. To form series and parallel 

resonators at the desired frequency (403 MHz) from the transmit and receive loops, 
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series and parallel lumped capacitors had to be added respectively. The split-ring loops 

showed better WPT performance than the rectangular PSCs maintaining a higher PTE 

over at over 4 times the distance. 

A second series self-resonant split-ring loop has also been proposed and 

investigated in this chapter. The loop was shown to have a series LC characteristic at 

one of its self-resonant frequencies, indicated by the imaginary part of the impedance 

curve changing from capacitive to inductive with increasing frequency. The loop was 

designed to resonate at 433 MHz (UHF band) without the need for additional matching 

circuits, which makes the system simpler, more compact and easily adaptable for use 

in WPT applications where space is restricted and complexity needs to be avoided. 

The performance of the WPT system, was measured, resulting in a PTE reaching 87.9% 

at a transfer distance of 22 mm. In comparison with existing literature, this proposed 

design has advantages of easy fabrication, smaller size, and longer transmission 

distances at similar efficiencies. The measured results show good agreement with the 

simulated results and demonstrate that the proposed split-ring loop is a good candidate 

for WPT as a self-resonant structure for applications such as portable or mobile devices 

with RFID functions. 
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Chapter 6 A Novel Wireless Power 

Transfer System for Implantable 

Applications 

For implantable medical devices (IMDs) [1-3], a reliable and convenient method 

of supplying energy or replenishing depleted implanted power sources is vital to their 

future success. Traditional implanted electronic devices are battery-powered, typically 

designed to provide energy for no more than 12 years [4]. Wireless power transfer 

(WPT) technology represents an option that would allow a patient to avoid the need 

for additional surgeries to replace batteries, and hence avoid the obvious associated 

health risks, economic burden and patient inconvenience [5]. WPT for IMDs can be 

divided into far-field and near-field methods. Far-field WPT allows for a long transfer 

distance and a relaxed transmitter/receiver alignment tolerance. However, the overall 

power transfer efficiency (PTE) is low and the requirements on safety are high [6, 7]. 

In [8] a miniaturised implantable planar inverted-F antenna (PIFA) with a folded 

ground plane operating at 2.45 GHz in the far-field over a distance of 0.5 m was shown 

to receive -11 dBm of power. However, the high free space path loss at this frequency 

and low power density due to spreading of the radiated power over a large area, means 

there is low power transit and hence low transfer efficiency. In [9] the RF-to-DC 

conversion efficiency achieved was 15.7% at an input power of -20 dBm. In view of 

the low PTE and low RF-DC conversion efficiency, for a far-field system to supply 

sufficient power to a device the transmit power needs to be increased. However, there 

are limits on the maximum radiated power for an implanted antenna set by the Federal 

Communications Commission (FCC) [10]. Therefore, although far-field WPT can 

operate over a longer transfer distance than other WPT methods, the power received 

by the implanted antenna would be limited due to the low power density, low transit 

efficiency and restrictions on the transmit power. 

Magnetic resonance coupling (MRC), a type of near-field WPT technology, has 

attracted researchers for implantable applications as it offers a higher PTE and larger 



126 

 

transfer distance than inductive or capacitive coupling methods [11, 12]. Examples of 

this have been published working at 0.3 MHz [13], 6.78 MHz [14] and 13.56 MHz 

[15], chosen due to the low specific absorption by body tissues at these frequencies. 

Circular printed spiral coils (PSCs) are proposed in [16] and tested using a beef muscle 

tissue environment over a transfer distance of 10 mm. The measured PTE was 35.4% 

with a resonance frequency of 13.56 MHz. An operating frequency of 60 MHz was 

used for WPT with a mm-sized implant over a transfer distance of 16 mm, and the 

measured PTE was only 2.4% [17]. For a biomedical capsule endoscope, an improved 

wearable multi-coil resonance WPT system operating at 0.25 MHz achieved a PTE of 

5.4% [18]. However, the optimal frequency for WPT into dispersive tissue is in the 

GHz-range for a mm-sized transmit antenna and shifts to the sub-GHz range for cm-

sized transmit antennas [19] when considering size and PTE. The optimisation of such 

a system is still to be obtained. 

This chapter presents an efficient WPT system for implantable applications 

working at an operating frequency of 403 MHz, which belongs to the Medical Implants 

Communication Service (MICS) band. The PTE of the proposed WPT system is not 

sensitive to detuning of the operating frequency due to environmental conditions or 

manufacturing tolerances. The system is designed to maximise transfer efficiency at 

the maximum transmit power allowable by the SAR regulations, which in turn 

maximises power delivery and hence could shorten charging time for a battery. 
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6.1 Implantable Loops for in-vivo Wireless Power 

Transfer 

6.1.1 Design of Planar Split-ring Loops for Transmitters 

and Receivers 

 

(a)                                     (b) 

Fig. 6-1. Physical layout models of (a) TX loops; (b) RX loops. 

Table 6-1: Dimensions of the proposed wireless power link (Units: mm) 

Parameter Value Parameter Value Parameter Value Parameter Value 

Lp 39.6 gap1 2.72 Ls 25.5 dgap 1 

np 3.3 gap2 2.34 Ns 4.08 dskin 2 

W1 2.84 gap3 2.02 Rs 5.56 dfat 2 

W2 6.04 Con1 2.47 Rw 4.67 dmuscle 1 

W3 0.64 Con2 1.91 N 0.55 d 6 

W4 0.6 Con3 1.67 Rp 0.5 t 1.5 

 

The impedance characteristic of a parallel self-resonating circuit changes from 

inductive to capacitive, whereas for a series self-resonating circuit the change is from 

capacitive to inductive; this was illustrated in Chapter 5. The desired characteristic for 
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a series self-resonating loop to be used on the primary side (transmitting side) of the 

WPT system should therefore be for the imaginary part of the impedance to, change 

from negative to positive (i.e. from capacitive to inductive) and to be zero at the 

required resonance frequency (403 GHz). The transmit loop to be located outside of 

the body, shown in Fig. 6-1 (a), is designed using the roundabout technique on FR-4 

substrate (with a relative dielectric constant εr=4.4). 

0 1 2 3 4 5

-6000

-4000

-2000

0

2000

4000

6000

Im
a

g
in

a
ry

 P
a
rt

 o
f 

Im
p

ed
a
n

ce
 (
W

)

Frequency(GHz)

 without Cp

 with Cp

 

(a) 

0 1 2 3 4 5

-1000

-500

0

500

1000

Im
a

g
in

a
ry

 P
a

rt
 o

f 
Im

p
ed

a
n

ce
 (
W

)

Frequency(GHz)

 without Cp

 with Cp

Im(Z)=0

 

(b) 

Fig. 6-2. Imaginary part of impedance of loops without a capacitor and with a capacitor (a) 

Originally (b) After zooming in. 
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Fig. 6-3. Imaginary part of impedance of final proposed primary loop. 
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The trends of the imaginary part of the impedance with and without the 

compensation capacitor are illustrated in Fig. 6-2 and Fig. 6-3. Firstly, the two inner 

split-ring loops have a series self-resonance of around 3.39 GHz, which is much larger 

than the desired frequency of 403 MHz. Secondly, a parallel lumped element capacitor 

is introduced to increase the equivalent overall capacitance together with that of the 

two inner loops. The optimised capacitance of the lumped capacitor is 7.9 pF. In this 

case, the series self-resonance frequency decreases to 1.3 GHz. Finally, to realise 

series self-resonance at 403 MHz, two extra loops were added outside, as shown in 

Fig. 6-1(a). The imaginary part of the impedance of this proposed transmitter is shown 

in Fig. 6-3. The parallel self-resonance frequency is seen to be around 348 MHz. As 

frequency increases beyond this point the impedance increases to a capacitive 

maximum and then gradually decreases again. At 403 MHz, the impedance changes 

from capacitive to inductive, characterising a series self-resonant frequency and the 

loop looks like a series LC circuit, suitable for use as the primary WPT circuit. 

To realise miniaturisation and simplification, the receive loop, to be located inside 

the body, as shown in Fig. 6-1(b), only has one conductive loop with the characteristic 

of a parallel LC circuit printed on FR-4 25.5 mm2. This aims to constitute a WPT 

system of a series-primary and parallel-secondary topology. The receiver is small 

enough to be housed within most standard pacemakers which are on the order of 

41.2 mm×41.5 mm [20]. The details of the optimised parameters for the transmit and 

receive loops are provided in Table 6-1. 

6.1.2 Performance of Wireless Power Link 

 

Fig. 6-4. Configuration of the WPT Link between TX and RX loops.  
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The placement of the loops with respect to the body tissues are shown in Fig. 6-4. 

Localised body tissues at a pacemaker implant site consist of skin, fat and muscle with 

a volume of 100 mm×100 mm×150 mm. The distance between transmitter and 

receiver is considered to be 6 mm, which is structured as an air gap of 1 mm and then 

skin, fat and muscle at 2 mm, 2 mm and 1 mm respectively. 
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Fig. 6-5. Simulated scattering parameters of proposed antennas for WPT. 

According to the IT’IS Foundation database [21], the relative permittivity and 

conductivity of skin, fat and muscle at 403 MHz are 46.7 and 0.689 S/m, 11.6 and 

0.0808 S/m, and 57.1 and 0.797 S/m, respectively. All parameters of the transmit and 

receive loops have been optimised in terms of internal loss by means of full-wave 

simulations performed using the transient solver of CST Microwave Studio. 

Fig. 6-5 shows the S-parameters obtained through simulation of the structures in 

Fig. 6-1. A reference impedance of 50 Ω has been assumed at both ports. It can be seen 

from Fig. 6-5 that the proposed loop operates at 403 MHz with a bandwidth of at least 

13 MHz (397-410 MHz) for S11<-10 dB, which covers the 402-405 MHz MICS band. 

Additionally, at 403 MHz, the scattering parameters are |S11|=-20.8 dB, |S21|=-2.27 dB, 

|S12|=-2.34 dB, and |S22|=-22.24 dB. 
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Fig. 6-6. Simulated PTE of proposed antennas for WPT. 

To conduct practical measurements of power transmission, assuming that both 

source impedance (Rin) and load impedance (RL) are 50 Ω, then the PTE (η) between 

the proposed loops can be defined as [22]: 

2

21

    ?

   
0

 
= 1 0%LPower delivered to the load R

Available power from the sour
S

ce
 = 

 (6.1) 

The simulated PTE reaches a peak of 59.28% at 403 MHz, as seen from Fig. 6-4. 

Furthermore, the PTE remains over 50% from 395 MHz to 413 MHz, and hence is not 

highly sensitive to operating frequency shift. However, the PTE dramatically 

decreases to 20% from 50% within narrow bands from 378 MHz to 395 MHz and from 

413 MHz to 429 MHz. 

Considering the different physiques of men, women and children, the amount of 

body tissues at the pacemaker implant site are different. Therefore, simulations for 

different body tissue sizes are performed; the size is varied as 60 mm×60 mm, 

100 mm×100 mm and 140mm×140mm, as described by Fig. 6-7. The PTE related to 

the change in size of the body tissues is shown in Fig. 6-8. 
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Fig. 6-7. Placement of transmit loop on the surface of the body tissues.  
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Fig. 6-8. Simulated PTE with different size of body tissues. 

It can be seen from Fig. 6-8 that varying the size of the body tissue has little 

influence on the PTE. As the size of body tissues increases, the resonating frequency 

shifts up the spectrum a little, whereas, the PTE at 403 MHz remains over 55%. 

Therefore, for the remaining simulations a body tissue size of 100 mm×100 mm is 

applied. 
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6.1.3 Sensitivity Analysis 

The influence of positioning sensitivity on the PTE of this WPT link is investigated 

in terms of power transfer distance, lateral misalignment and angular misalignment. 

6.1.3.1 Effect of Transfer Distance 

To investigate the effect of receiver depth, and hence transfer distance on the PTE, 

the implanted loop is varied in depth from 4.5 mm to 19 mm. A fixed air gap outside 

of the body of 1 mm is maintained in all cases to represent the likely practical scenario 

i.e. the transfer distance is varied from 5.5 mm to 20 mm. The trends of PTE and 

transmission parameter (S21) against the power transfer distance are shown in Fig. 6-9.  
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Fig. 6-9. Simulated transmission parameter and PTE between two proposed antennas against 

the transfer distance. 

It can be seen from Fig. 6-9 that the PTE decreases as the implanted depth increases. 

The PTE is 66.28% (|S21|=-1.786 dB) when the transfer distance is 5.5 mm whereas 

the PTE decreases to 2.03% (|S21|=-16.93 dB) when the transfer distance reaches 

20 mm. The PTE remains over 40% for transfer distances from 5.5 mm to 8 mm. 



135 

 

6.1.3.2 Effect of Plane Misalignment 

In practical scenarios, the receive loop would be implanted in the muscle and the 

transmit loop located on the body surface; so without any visual cues it is likely they 

will not be perfectly aligned. Therefore, it is necessary to investigate the effect of plane 

misalignment on PTE. Misalignment along the two principal axis (x and y) due to a 

shift on the plane are shown in Fig. 6-10. 

  

(a) (b) 

Fig. 6-10. Misalignment due to a shift along (a) x-axis and (b) y-axis. 
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Fig. 6-11. Simulated PTE against a shift distance along x- and y-axis. 
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Trends of PTE against shift distance along the x- and y-axis are depicted in 

Fig. 6-11. It can be seen that misalignment due to a shift on the plane within 3 mm 

along either axis has little influence on the PTE. However, the PTE declines rapidly as 

the shift value becomes larger than 5 mm. The PTE remains over 50% for shifts in the 

x-axis between -5 mm and 3 mm and in the y-axis from -6 mm to 4 mm. Therefore, 

the PTE is affected by small plane misalignments. 

6.1.3.3 Effect of Angular Misalignment 

Practically, misalignment due to a rotation of the receive loop may happen during 

its placement in surgery. If the receive loop is implanted in the muscle at a depth of 

1 mm then the maximum angle of rotation is only ±4°. The possible misalignments 

considered are described by Fig. 6-12. The trends of PTE against rotation angles of up 

to ±4° in each plane are illustrated in Fig. 6-13. 

 

(a) 

 

(b) 

Fig. 6-12. Misalignments due to a rotation of the receive loop in the (a) yz-plane and (b) xz-plane. 
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Fig. 6-13. Simulated PTE against rotation angle in the yz-plane and xz-plane. 

It can be seen from Fig. 6-13 that PTE decreases gradually from 59.3% to a 

minimum 47.8% as the value of rotation angle in each plane varies from 0° to ±4°. The 

receive port is located on the positive y axis and therefore in the yz-plane, the distance 

between the two discrete ports decreases as the rotation angle increases from -4° to 4°, 

which is why the PTE shows a greater decrease for negative rotations and is not 

symmetrical about 0°. In the xz-plane, however, the relative distance between the two 

discrete ports is independent of rotation angle, which results in a symmetrical trend for 

PTE against angle. In either case rotation angles of this magnitude have little influence 

on the performance of the WPT link. Considering that when the absolute value of 

rotation angle is 4° the receive loop is almost located in the fat tissue, which has a 

lower permittivity and conductivity, the PTE becomes a litter larger than that at a 

rotation angle of ±2°. 

6.1.4 Specific Absorption Rate Results 

There has been increasing public concern about the possibility of biological 

hazards arising from human exposure to electromagnetic radiation (EMR) emitted by 

wearable/implantable sensors or devices, in response to their increased usage over 
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recent years. The current basic safety limits applicable to wireless devices are defined 

in terms of specific absorption rate (SAR), which is defined as the rate at which a 

person absorbs electromagnetic energy per unit mass; where SAR averaged over 

X grams of tissue can be denoted by X-g SAR. The SAR in a biological body exposed 

to a radio frequency (RF) field depends on a number of factors, including tissue 

geometry and dielectric properties as well as the orientation of the body relative to the 

source [23]. There exist three different limits defined by: 1) a whole-body average 

SAR; 2) a local peak SAR; and 3) a specific absorption (SA), which limits the power 

of short pulses. 1) and 2) must be averaged over a defined period of time. In wireless 

devices at frequencies above 300 MHz, the absorption affects only parts of the body 

which are close to the device. Hence, the most critical value is the local peak SAR 

limit. Localised SAR averaged over 10-g and 1g of tissue i.e. peak 10-g SAR and peak 

1-g SAR must not exceed 2.0 W/kg and 1.6 W/kg respectively, as recommended by 

the IEEE/ANSI/FCC as the upper safety limit [24]. 

Evaluating the SAR distributions associated with electronic devices is a complex 

task, usually accomplished by measurement techniques or numerical modelling. Two 

experimental methods to evaluate compliance with specific SAR requirements use 

measurement of either, the electric field (E-field) strength or, the rate of temperature 

increase in a tissue-equivalent liquid using anthropomorphic models of the human 

head or other body part [25]. 

Firstly, the electric-field probe method, as a rapid and non-invasive SAR 

measurement solution, is based on utilising automatic positioning systems to move an 

E-Field measuring probe in a liquid phantom to assess SAR values [26]. The specific 

absorption rate (SAR) is usually used as the primary dosimetric parameter of EM wave 

exposure for standardisation [27], expressed as: 

2
E

SAR=



 /W kg  (6.2) 

Where, σ [S/m] is the conductivity of the tissue, ρ [kg/m3] is the density of the 

tissue, and E [V/m] is the electric field intensity within the tissue. 

Secondly, temperature distributions produced by energy absorption in phantom 

models after exposure to radiating fields can be measured. The model is first 
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disassembled along a plane where SAR is to be determined and a thermographic-

temperature scan is made over the plane. The model is then reassembled and exposed 

to a high power density signal for a short time; followed by disassembly and another 

thermographic scan. Thermographic experiments [28, 29] are carried out using brain 

and skull-equivalent solid phantom models to estimate the SAR distribution in human 

heads. If heat diffusion is negligibly small during the exposure period, the SAR at an 

arbitrary point is given by 

SAR=c
T

t




 /W kg  (6.3) 

where, c [J/kg·K] is the specific heat of the phantom, T [K] is the temperature 

rise at the point, and t [second] is the exposure time. Hence, the temperature rise 

profile is proportional to the SAR distribution. The specific heat of the brain and skull-

equivalent phantom are 3750 and 2850 J/kg K, respectively. This equation describes 

that the SAR distribution is proportional to the temperature rise. 
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Fig. 6-14: Calculated 10-g average SAR value with different input power level. The SAR limit 

(2 W/kg) is plotted as the horizontal line.  

According to the IEEE C95.1-2005 standards on human safety considerations, the 

10-g average SAR should be less than 2 W/kg [30]. Full-wave simulations were 

performed as shown in Fig. 6-4 by CST Microwave Studio to determine how much 
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power can be provided to the primary resonator of the proposed WPT link based on 

these safety regulations. The trend of the SAR value against primary resonator input 

power is shown in Fig. 6-14. The horizontal line represents the 10-g average SAR 

limitation of 2 W/kg and the other curve shows the trend of the calculated SAR value 

for this WPT link in body tissue. The calculated SAR value is directly proportional to 

the input power delivered to the primary resonator. To satisfy the IEEE SAR 

regulations (2 W/kg), the input power delivered to the primary antenna should be less 

than 159 mW (22dBm) at 403 MHz. 

6.1.5 Measurement Results 

The proposed transmit and receive loops were fabricated on FR-4 substrate as 

shown in Fig. 6-15. The two loops were directly soldered with subminiature version A 

(SMA) connectors and then connected to the two VNA ports. Fig. 6-16 shows the 

measurement setup, where a Vector Network Analyser (VNA) is used with a reference 

impedance of 50 Ω. The receive antenna is placed inside some minced pork, used to 

simulate the body tissue, and the transmit antenna is placed on the surface of the 

minced pork. Both antennas and connectors were protected by a thin layer of plastic 

wrap. 

 

Fig. 6-15. Fabricated transmit and receive antennas with soldered SMA. 

 

Capacitor Cp 



141 

 

 

Fig. 6-16. Measurement of proposed loops for WPT. 

Comparisons of the measured S-parameters with the simulations are shown in 

Fig. 6-17. A small frequency shift is seen to exist between the simulation and 

measurement results. The value of S11 drops below -10 dB over the frequency range 

394 MHz to 406 MHz, covering the Medical Implants Communication Service (MICS) 

band. At 403 MHz, the values of measured |S11|, |S21|, |S22| are -12.4 dB, -2.37 dB and 

-10.8 dB, respectively. Overall, the measured results show good agreement with the 

simulated results. 

The simulated and measured PTE of this proposed WPT link are shown in 

Fig. 6-18. Good agreement between the simulated and measured power transfer 

efficiencies can be seen despite the slight frequency shift. The maximum simulated 

PTE reaches a peak of 59.3% at 403 MHz, whereas the maximum measured PTE of 

60.7% occurs at 400 MHz. The measured PTE remains over 50% over a bandwidth of 

17 MHz (from 390 MHz to 407 MHz). That means the receiving loop can receive more 

than half of the transmit power despite any potential shifts in resonating frequency. 

However, the PTE dramatically decreases to 20% from 50% within narrow bands from 

371 MHz to 394 MHz and from 413 MHz to 420 MHz. The possible reasons for shifts 

in the resonant frequency of the system are capacitance tolerance, the depth of the 

secondary resonator, manufacturing tolerances and variation in environmental 

conditions. 
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Fig. 6-17. Simulated and measured scattering parameters of proposed loops for WPT 

(a) reflection coefficient in dB (b) transmission coefficient in dB. 
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Fig. 6-18. Simulated and measured PTE over the WPT link. 
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Fig. 6-19. Simulated and measured PTE against transfer distance over the WPT link at 

403 MHz.  
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The simulated and measured PTE at 403 MHz against transfer distance between 

transmit and receive loops are compared in Fig. 6-18. The transfer distance between 

the antennas is varied as 5.5 mm, 6 mm, 10 mm, 15 mm and 20mm including a 1 mm 

air gap between the transmitter and the body tissues. From Fig. 6-19 is can be seen that 

both simulated and measured PTE show good agreement. The measured PTE at 

403 MHz decreases dramatically from 66% at a transfer distance of 5.5 mm to 2% at 

a transfer distance of 20 mm. This is due to the coupling coefficient between the 

antennas decreasing exponentially with increasing transfer distance. 

Table 6-2: Comparisons of this proposed implantable WPT link with other work 

Ref. [31] [32] [33] This work 

Types Dual-band 

Antenna 

Square Coils with 

Metamaterials 

Planar Ring 

Resonator 

Planar 

Split-ring loops 

f0 (MHz) 13.56 430 403 403 

RX Size (mm) 2424 1010 9.879.87 20.4620.46 

Transfer Distance (mm) 16 20 5 6 

Simulated PTE / 2.88% 20.75% 59.3% 

Measured PTE 17% 2.51% 20.54% 57.9% 

Maximum Input Power 

(mW) 

100 / 38 159 

Maximum Receiving 

Power (mW) 

17 / 7.8 92 

 

Comparisons of this design with other works are shown in TABLE II. Maximum 

source power represents the maximum power that can be supplied to the transmitting 

loop in consideration of the SAR regulations. The table shows that in this work, the 

PTE has been significantly improved at 403 MHz, achieved partially by slightly 

enlarging the dimensions of the receive loop, though its dimensions remain small 

enough to fit within a typical pacemaker. Additionally, the maximum source power 

available within safe use limits is significantly larger than in other works, which means 

the battery in the pacemaker can be charged faster using this proposed WPT link. 

Importantly, the maximum receive power of this proposed WPT link can reach 92 mW, 

which is more than ten times as much as that in [35]. That will significantly reduce 

battery charging time. 
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6.2 Rectifier Design 

6.2.1 Rectifier Configuration 

To realise the RF-DC conversion at the receiver side a rectifying circuit is required. 

Generally, a rectifying circuit consists of an impedance matching network to ensure 

maximum converted power is delivered, a rectifying element (diode) to perform RF-

to-DC conversion and a DC-pass filter to smooth any ripple on the DC output delivered 

to the load (resistor). The voltage doubler rectifier is used for RF-to-DC conversion in 

this work since it has a high efficiency and high output voltage compared to a single 

series half-wave rectifier [34]. 

 

Fig. 6-20. Schematic of the voltage doubler rectifier. 

  

(a) (b) 

Fig. 6-21. (a) Topology of the proposed rectifying circuit; (b) Fabricated rectifying circuit. 

The schematic of the voltage doubler rectifier is shown in Fig. 6-20. Schottky 

detector diodes HSMS-286c are selected for the rectifier due to their low-cost. In 

consideration of the human safety requirements as detailed in Fig. 6-14, when the 

power provided to the primary resonator is 55 mW, the calculated SAR value is only 
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0.692 W/kg, which fully satisfies the safety regulations. In this case, the secondary 

resonator can receive up to 31.8 mW (≈15 dBm), which can be considered as the 

source power of the rectifier. A matching circuit is designed to match the load 

(RL=1.5 kΩ) to the 50 Ω source impedance (since the designed secondary resonator is 

matched for a 50 Ω) when the input power to the rectifier circuit is 15 dBm. 

The rectifier circuit has been simulated and optimised using the Advanced Design 

System (ADS) software. The inductance of the chip inductor (L1) is 27 nH and the chip 

capacitances C1, C2 and C3 are 4.7 µF, 4.7 µF and 2.7 pF, respectively. The circuit has 

been fabricated on FR-4 substrate and soldered with an SMA connector between input 

and ground to allow measurements to be made, as shown in Fig. 6-21. 

6.2.2 Rectifier Performance 

 

Fig. 6-22. Simulated RF-to-DC conversion efficiency of the proposed rectifier versus input 

power level and load impedances. The operating frequency is 403 MHz. 

The simulated RF-DC conversion efficiency versus input power level for different 

load resistances is depicted in Fig. 6-22 at 403 MHz. It can be seen that for load values 

from 1 to 2.5 kΩ, the maximum conversion efficiency can reach 80% for various input 
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power levels. When the input power level is 15 dBm, the RF-to-DC conversion 

efficiency reaches a peak of 85% with a load impedance of 1.5 kΩ, which can be seen 

from the red curve in Fig. 6-22. When the load impedance is 1.5 kΩ, the trend of output 

DC voltage for varying input power levels is shown by the blue curve of Fig. 6-22. For 

different load resistances, all component parameters of the matching network for the 

rectifier need to be optimised to reach a peak at one input power level. In this work, 

the circuit is optimised for a 1.5 kΩ.  

-5 0 5 10 15 20 25 30
0

1

2

3

4

5

6

7

8

9

O
u

tp
u

t 
D

C
 V

o
lt

a
g

te
 (

V
)

Input Power Level (dBm)

 Measurement

 Simulation

0

10

20

30

40

50

60

70

80

90

 Measurement

 Simulation

R
F

-D
C

 C
o

n
v

er
si

o
n

 E
ff

ic
ie

n
cy

 (
%

) 
 

Fig. 6-23. Measured and simulated RF-DC conversion efficiency and output voltage of the 

rectifier against input power. 

The measured and simulated conversion efficiency and output voltages on the 

1.5k Ω load at 403 MHz are shown in Fig. 6-23. The measurements were made by 

connecting an RF signal generator to the rectifier circuit input and varying the signal 

generator output power while measuring the voltage on the load using a digital 

multimeter. The measured maximum conversion efficiency was 73.2% at 403 MHz 

when the input power to the rectifier was 16 dBm. The simulated maximum conversion 

efficiency was 84% when the input power to the rectifier was 15 dBm, however the 

measurement results still satisfy safety regulations and power delivery requirements 

for medical devices implanted in the human body. The main reason for this difference 

is the tolerance of the chip components. The measured conversion efficiency is 

maintained at over 60% for a variation in rectifier input power from 8 dBm to 18 dBm 

which is sufficient for low power devices and safe for the human body. Overall, the 

measured conversion efficiency and output voltage on the load show good agreement 
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with the simulated results. 

The total system PTE can be found by cascading the two sets of two-port network 

parameters [35], The theoretical overall WPT system efficiency should be 

approximately 42.4%. 

6.3 Measurements of a WPT System for Implantable 

Applications 

6.3.1 Measurement Setup 

 

Fig. 6-24. Equivalent schematic of this proposed WPT system. 

 

Fig. 6-25. Fabricated primary loop and secondary loop with integrated rectifying circuit. 

A simplified equivalent schematic diagram of this proposed WPT system is shown 

in Fig. 6-24. To validate the overall PTE of this proposed WPT system from the source 

power to DC power on the load, the designed rectifying circuit is integrated with the 

Capacitor Cp 
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receiving loop, as shown in Fig. 6-25. The values of all parameters for the transmit and 

receiving loops and the rectifying circuit are same as in previous sections. 

 

(a) 

 

(b) 

Fig. 6-26. (a) Connection between receive antenna integrated with the rectifying circuit and 

measurement oscilloscope probe; (b) Measurement setups. 

The measurement setup is illustrated in Fig. 6-26. The SMA100B signal generator 

from Rohde & Schwarz is used during experiments, which can provide over 25 dBm 

of input power from 9 kHz to 3 GHz. The transmit loop is directly soldered with an 

SMA connector and then connected to the signal generator. The RTO2044 

oscilloscope from Rohde & Schwarz is used to measure the DC voltage across the load 

clearly and accurately. The receive loop with integrated rectifying circuit is directly 

soldered to the oscilloscope probe for measurement convenience. Both transmit and 

receive loop with integrated rectifying circuit were protected by a thin layer of plastic 

wrap and located appropriately on and within the pork mince. 
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6.3.2 Measurement Results 

At 403 MHz, the measured DC voltage (VDC) across the load (1.5 kΩ) and the 

measured overall PTE between source power and load power are depicted in Fig. 6-27. 

As can be seen, the measured DC voltage increases gradually to 8 V as the input power 

rises from -5 dBm (0.32 mW) to 20.5 dBm (112.2 mW) and is then maintained at 8 V 

for continuing increases in input power from 20.5 dBm to 25 dBm (316.2 mW). The 

measured overall PTE climbs slightly from 14% at an input power of -5 dBm to a 

maximum of 42.4% at an input power of 19 dBm (79.4 mW) and then declines rapidly 

to 13.5% as the input power rises from 19 dBm to 25 dBm. The overall PTE is 

maintained at over 40% in the input power range from 14 dBm (25 mW) to 20 dBm 

(100 mW). The input power of 20 dBm still satisfies the requirements of the IEEE 

SAR regulations for the safety of the human body. 
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Fig. 6-27. Measured DC output voltage across loads and overall PTE of this proposed WPT 

system. 

The trend of measured load power against input power level is presented in 

Fig. 6-28. The measured load power rises from 0.045 mW to 42.7 mW as the input 

power increases from -5 dBm to 20.5 dBm and is then maintained at 42.7 mW no 

matter how much extra input power is delivered, which is similar to the trend of the 

DC load voltage. When input power is 19 dBm, load power is 33.7 mW, which is 

sufficient to charge a pacemaker.  
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Fig. 6-28. Measured load power against input power level. 
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Fig. 6-29. Measured DC voltage, load power and overall PTE against transfer distance with 

input power of 19 dBm. 

Furthermore, to investigate the influence of power transfer distance on the overall 

PTE of this system, the trends of measured DC voltage, overall PTE and load power 
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against transfer distance are shown in Fig. 6-29. The transfer distance between 

antennas is varied as 5.5 mm, 6 mm, 10 mm, 15 mm and 20 mm including a 1 mm air 

gap between the transmit loop and the surface of the minced pork. The input power is 

set to 19 dBm at 403 MHz. It is clear that the measured DC voltage, overall PTE and 

load power fall dramatically as the transfer distance increases. The measured 

maximum overall PTE is 46.4% at a transfer distance of 5.5 mm with a DC voltage of 

7.44 V and load power of 36.9 mW.  

Consequently, the measured overall PTE shows good agreement with the 

calculated efficiency, which is equal to the measured PTE of the wireless power link 

multiplied by the measured conversation efficiency of the rectifying circuit. At 

403 MHz, the overall PTE is 42.4% and the DC output voltage is 7.12 V. The obtained 

load power is 33.7 mW, which is enough to be a good candidate for charging 

pacemakers. 

6.4 Summary 

A near-field WPT system for implantable devices has been presented in this 

chapter. It offers good performance in terms of PTE at 403 MHz. 

Firstly, a near-field wireless power link was proposed including transmit and 

receive loops. For the transmitter, split-ring loops are used to achieve the characteristic 

of a series LC circuit and a lumped capacitor is added to decrease the series self-

resonance frequency to the operating frequency of 403 MHz. The measured PTE of 

this WPT link can reach 57.9% at a transfer distance of 6 mm including a 1 mm air 

gap and 5 mm of body tissues. The PTE decreased as power transfer distance increases. 

The measured results show good agreement with the simulated results. To satisfy SAR 

regulations, the maximum transmit power was found to be 159 mW, which is 

significantly larger than in other works, potentially reducing charging time for 

pacemaker batteries. 

Secondly, a voltage-doubler rectifier was designed for this WPT link to perform 

RF-DC conversion. The rectifier was measured to have a maximum conversion 

efficiency of 73.2% at an input power level of 17 dBm which produced a DC voltage 

across a 1.5 kΩ load of 7.4 V. This result in combination with the results for the PTE 
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of the antennas leads to a theoretical overall system PTE of 42.4%. 

Thirdly, a near-field WPT system with integrated rectifier was fabricated and 

measured. The measured maximum overall system efficiency at 403 MHz was 42.3%. 

The measured load power was 33.7 mW and the measured output DC voltage across 

the load was 7.12 V when the input power was 79.4 mW, which satisfies the SAR 

regulations. Both the load power and output DC voltages decrease greatly as the 

transfer distance becomes larger, resulting from the inverse relationship between the 

coupling coefficient and distance between the loops. 

In conclusion, even though this proposed WPT system has a relatively large 

receiver dimension, it offers good performance in terms of high PTE and allowable 

transmit power. Therefore, this proposed WPT system is a good candidate for the 

transference of power in applications involving the charging of implantable devices. 
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Chapter 7 Conclusions and Future Work 

7.1 Conclusions 

Motivated by the potential to eliminate the inconvenience caused by the finite 

battery lifetime of implantable devices and the associated discomfort and cost of 

surgeries to replace batteries, wireless power transfer (WPT) technology has become 

an important target of medical implant device development. The main constraints on 

practicability and applicability of WPT technology for implantable applications are the 

low power transfer efficiency (PTE) caused by the lossy effects of body tissues and 

the low received power due to specific absorption rate (SAR) regulations on human 

safety. Consequently, not only patients but also researchers are eager to make a 

breakthrough by realising the use of WPT technologies for medical implants. 

This thesis has focused on the development of an efficient near-field WPT system 

for pacemakers, with the goal of addressing the aforementioned research challenges. 

Several novel techniques have been developed in the design of a wireless power link 

that has a simple structure and that can operate at high frequency while meeting 

requirements on human safety. The system developed not only increases the available 

transmit power but is also comparatively efficient and practically realisable. 

A brief history of the development of WPT technology was provided in Chapter 1, 

along with a detailed comparison of the various methods available for WPT i.e. far-

field and near-field methods. Theoretical knowledge relating to the different 

approaches used for WPT was introduced in Chapter 2 along with an overview of 

research cases of WPT through free space and the human body. Examples of current 

achievements were also offered in Chapter 2 which helped to highlight the existing 

challenges facing the research community. 

Owing to the extremely low PTE and low receivable power of far-field WPT 

systems when applied for implantable devices, the near-field magnetic resonance 

coupling (MRC) method is seen as a more viable WPT choice for medical applications. 

Chapter 3 investigated the four possible topologies of MRC-WPT circuits (SS, SP, PP 
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and PS) in regard to the amount of available received power and the effect of loading 

on PTE. Solutions for avoiding the phenomena of frequency splitting, which can lead 

to a reduction in system performance were also considered. It was found that use of a 

parallel resonator on the transmit side of the system would result in very small 

receivable power, as due to its open circuit resonating characteristic very little power 

would be drawn from the signal source. Series primary resonance circuits have short 

circuit characteristics hence drawing large currents from the source, which is suitable 

for MRC-WPT as it relies on formation of a strong magnetic field.  

On the secondary side of the WPT system it was found that series circuits are 

suitable for power delivery to small load impedances due to their short circuit 

resonating characteristic. By contrast, parallel secondary circuits which resonate open 

circuit, leading to higher voltages and are suitable for applications with large load 

impedances. It is important to clarify that the load here will consist of the requisite RF-

to-DC and DC-to-DC conversion circuits between the resonator and the actual 

application load. 

It was shown in Chapter 3 that the phenomena of frequency splitting may easily 

occur in SS topologies due to over coupling between resonators. Frequency splitting 

occurs when the resonators are too close and results in reduced PTE. Therefore the 

peak in PTE does not necessarily occur at the shortest distance, it occurs a distance 

beyond the effects of frequency splitting. These effects can be avoided by ensuring the 

transfer distance is large enough or by increasing the load. Alternatively, the 

inductance and capacitance parameters of the resonators can be re-optimised to realise 

efficient power transmission at the desired distance. 

The licensed frequency bands for medical implant devices are from 402 MHz to 

405 MHz, which is a much higher operating frequency than those used in recently 

published works. It is prohibitively difficult to form inductors made of wire coils at 

such high frequencies, because the values of inductance and capacitance need to be 

unrealisably small. However, printed spiral coils (PSCs) offer a feasible manufacturing 

solution for such resonators. Chapter 4 presents the necessary theoretical knowledge 

relating to the modelling of inductance, mutual inductance, parasitic capacitance, 

parasitic resistance and Quality factor (Q-factor). Additionally, the design procedure 

for a rectangular PSC and investigations of the effects of PSC parameters on 
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inductance were provided. 

A rectangular PSC with dimensions of 20 mm×18 mm, inductance of 106 nH, 

resistance of 1.91 Ω and a Q-factor of 140 was developed. Two of these were 

combined with series 1.5 pF chip capacitors to constitute a pair of 403 MHz series 

resonators for WPT. The PTE performance of this WPT link with a load impedance of 

1 kΩ over a transfer distance of 5 mm was 87.7%.  

The need for the proposed rectangular PSCs to present as inductive at 403 MHz 

restricts any further optimisation of track width or turn number to enhance PTE or 

power transfer distance. Therefore, planar split-ring loops were proposed in Chapter 5 

as inductors aimed at decreasing parasitic resistance in comparison to the rectangular 

PSC and hence enhance Q-factor. Loops with comparable inductance to the 

rectangular PSC (103 nH) were developed and again combined with series 1.5 pF 

capacitors to constitute a pair of series resonators. With an improved Q-factor of 1069 

(from 140) the WPT system PTE reached 83% at a transfer distance of 20 mm. 

To simplify the resonance circuit, an improved planar split-ring loop was 

developed as a self-resonator with series resonance characteristics, ensuring suitability 

for the primary side of the WPT system. This proposed novel planar split-ring 

resonator has a size of 45 mm×45 mm and does not require additional capacitance or 

a matching circuit making its integration into systems easier. It is proposed that these 

resonators could be used in applications requiring simple circuit configurations, such 

as RFID applications with WPT functions. The WPT link formed which operates at 

433 MHz in the industrial, scientific and medical (ISM) band and obtained a PTE of 

87.9% at a transfer distance of 22 mm. 

Chapter 6 develops an efficient WPT system operating at 403 MHz for pacemakers 

by extending the split-ring loop work of Chapter 5. This proposed WPT system 

constitutes a transmitting loop, a receiving loop and a rectifying circuit. The 

transmitting loop with the dimensions of 39.6 mm×39.6 mm was designed using 

multiple split-ring loops and a lumped capacitor to obtain a series self-resonance 

frequency of 403 MHz. A one-turn 20.46 mm×20.46mm receiving parallel self-

resonating loop was designed for implant within body tissue (muscle). The transmit 

and receiving resonators constitute a series-primary and parallel-secondary WPT link. 

The simulated and measured results of the system show good agreement in terms of 
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PTE (57.9%) over a transfer distance of 6 mm. The maximum allowable transmit 

power is 159 mW in view of satisfying SAR regulations, which is much higher than 

that available in other recent works. 

A rectifying circuit optimised for a load impedance of 1.5 kΩ was designed to 

perform RF-to-DC conversion with a measured efficiency of 73%. The measured 

output voltage across load was 7.1 V and hence a load power of 33.6 mW for a transmit 

power of 19 dBm (79.4 mW) was achieved.  

The overall system PTE was measured to be 42% over a transfer distance of 6 mm 

with the receiving circuit implanted under 5 mm of minced pork. Even though this 

proposed WPT system did not have a small size compared to other published work, it 

offers improvements in PTE and available transmit power which would potentially 

decrease implant charging time while staying within SAR regulations. 

7.2 Key Contributions 

This work has provided a thorough study of MRC based WPT and developed 

techniques to overcome some of the most challenging aspects related to this topic of 

research. As an outcome, there are two published journal papers and one published 

conference paper, as listed in the preface of this thesis on page VII. 

The key contributions to knowledge are detailed as follows. 

1) A topological investigation of MRC-WPT including theoretical analysis and 

experimental verification which lead to guidelines for the selection of a suitable 

configuration for a given application. A flow chart is provided in this regard to 

aid in the design of an MRC-WPT circuit with optimised application specific 

parameters. Also, solutions are offered for the avoidance of frequency splitting 

in terms of making a trade-off between PTE, power transfer distance and 

receivable power. 

2) The idea of using split-ring loops in place of PSCs as resonators for WPT at 

high frequencies has been developed. Chapter 5 showed that the split-ring loop 

can decrease the comparative parasitic resistance and hence increase the 

comparative Q-factor, which was shown to offer higher PTE. 
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3) The development of a split-ring loop series self-resonator in the desired 

medical frequency band. Conventional coil self-resonators have parallel self-

resonant characteristics, which are not suitable for MRC-WPT systems. To 

obtain this series self-resonator characteristic multiple split-ring loops were 

proposed in Chapter 5 attaining a self-resonance frequency of 433 MHz. A pair 

of these resonators was used to form a WPT system with a maximum measured 

PTE of 87.9% in free space over a transfer distance of 22 mm at 433 MHz. 

4) In Chapter 6 a fully realised WPT system including rectifier was developed for 

use with implantable devices. The split-ring loop of Chapter 5 was combined 

with a chip capacitor to provide series resonance at 403 MHz on the system 

transmit side. A single loop with parallel self-resonance was designed for the 

receiver implant. The transmit receive pair provided a PTE of 57.9% over a 

distance of 6 mm through an air gap and 5 mm of body tissues. The transmitter 

can provide up to 159 mW of power while remaining within the SAR safety 

requirements, which could potentially reduce the required device charging time. 

The addition of a rectifying circuit with measured conversion efficiency of 73% 

provided a measured system PTE of 42.3% 

The design developments are shown in Fig. 7-1, which is a profile of this research 

work. 

 

Fig. 7-1. A profile of design procedure for this research work. 
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7.3 Future work 

According to the above conclusions and considering the limitations of the existing 

work, some future avenues that could be explored are given in the following: 

1) Consideration of the pacemaker case – The case of a pacemaker is typically 

metal. Metallic materials will affect the performance of MRC-WPT if placed 

between primary secondary resonators. In this case, the receiver should be 

located on the surface of pacemaker not inside. Therefore, further investigation 

is required using an actual pacemaker as part of the experimental design. 

2) Robust power transfer efficiency for varied relative positions - PTE 

degradation is caused by variations in distance, angle and axial misalignment. 

Methods of reducing the sensitivity of PTE to such practically common 

displacements should be further investigated. 

3) Use of multiple implanted resonators to allow increased implant depth - For 

pacemakers, a gap of 6 mm between the primary and secondary circuits is 

sufficient. However, for other implantable devices (e.g. wireless capsule 

endoscopes, brain stimulators and nerve implants), the transfer distance could 

be larger, however that results in a low PTE. A possible solution would be to 

place additional resonators between the transmit and receive resonators. This 

would effectively allow energy to be stored and passed on along the power 

transfer route. 

4) Addition of a superstrate layer to further decrease SAR - The proposed WPT 

link leads to exposure of body tissues to RF energy and hence power levels are 

limited. Superstrates can be used to prevent electromagnetic power from being 

absorbed into surrounding tissues, which would be conducive to reducing SAR 

values allowing larger transmit power to be provided. Both the transmitting 

and receiving resonators could have a layer of superstrate added, however this 

will require an investigation of the dielectric characteristics of potential 

superstrates and how these would impact on WPT performance. 


