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An insulating composite was made from the sustainable building blocks wool, sulfur, and canola oil. In the first

stage of the synthesis, inverse vulcanization was used to make a polysulfide polymer from the canola oil

triglyceride and sulfur. This polymerization benefits from complete atom economy. In the second stage, the

powdered polymer is mixed with wool, coating the fibers through electrostatic attraction. The polymer and

wool mixture is then compressed with mild heating to provoke S-S metathesis in the polymer, which locks the

wool in the polymer matrix. The wool fibers impart tensile strength, insulating properties, and flame resistance

to the composite. All building blocks are sustainable or derived from waste and the composite is a promising

lead on next-generation insulation for energy conservation.
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A. Thermal conductivity testing of 50-poly(S- r-canola) polymer, wool, and polymer-wool composite 

B. Thermal imaging of 50-poly(S- r-canola) polymer, wool, composites, and reference materials on 60 ¼C hotplate   
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General considerations  

Wool: Wool was obtained directly after shearing a 1.5 year old male Border Leicester sheep. 
The property of the farm is managed to organic standards. 
 
Hot press: All reactive compression molding experiments were performed in the S15 Devil 
Press 10-ton hydraulic heated press.  
 
Optical microscopy: Optical microscope images were acquired using a Witec alpha300R 
microscope with a 20X magnification objective. The working distance and numerical 
aperture of the objective used are 4 mm and 0.4 respectively. 
 
SEM and EDX:  All Scanning Electron Microscopy (SEM) images were obtained using a 
FEI F50 Inspect system. The corresponding EDS spectra were obtained using an EDAX 
Octane Pro detector. All samples were coated with 5 nm of platinum before imaging. 
 
Raman Spectroscopy: Raman spectra were acquired using a Witec alpha300R Raman 
microscope at an excitation laser wavelength of 532 nm with a 20X objective (numerical 
aperture 0.40). Typical integration times for the Raman spectra were between 5-30 s for 2-3 
accumulations. 
 
Dynamic Mechanical Analysis (DMA): All tensile strength measurements performed using 
the tension clamps on the Dynamic Mechanical Analyser Q800. Measurements were carried 
out in triplicate at 20 °C, with the ramp displacement of 1000.00 !m/min. 
 
Thermal Conductivity: All thermal conductivity measurements are performed using a TLS-
100 thermal conductivity meter. They ensure complete contact with the material; the 
premium ceramic polysynthetic thermal compound was added to the probe before 
measurement, in accordance to the manufacture’s operating guidelines.  
 
Infrared imaging: All thermal imaging was performed using a FLIR Ex series camera with 
the temperature scale range set to 18 – 65 °C in Thermal imaging mode. Auto Hot Spot mode 
was used to ensure the hottest area on the substrate was recorded.  
 
Hydraulic press large scales 

Reactive compression moulding experiments for the large scales were performed in JL-15A 
Ezylif 15-ton hydraulic heated press and DK 16 Digital Knight press. 
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50-poly(S-r-canola) synthesis  

As shown in a previous study by our lab, inverse vulcanisation of sulfur and canola oil (50% 
sulfur by mass) results in a rubber-like material. The synthesis process used in this study is 
based on the protocol reported by Worthington et al.1!First, in a fume hood, pristine canola oil 
was heated in a stainless-steel vessel to 175 °C. The temperature of the oil will be monitored 
and controlled directly with a temperature probe. Mixing was controlled and maintained at 90 
rpm using an overhead stirrer. Next, 450 g of sulfur was added carefully through a funnel at 
such a rate that the internal temperature did not fall below 159 °C. This process took 
approximately 10-15 minutes. When the sulfur was added, the reaction mixture became two 
transparent liquid phases. The bottom layer (dark orange to red) was molten sulfur and sulfur 
pre-polymer formed by ring opening polymerisation, while the top layer (light yellow) was 
the canola oil. The mixture continues to react until it becomes opaque and the two layers 
converge to an apparent single phase. At this time, sodium chloride (2100 g) was then added 
through the funnel. The sodium chloride serves as a porogen to increase the surface area and 
lower the density of the polymer. The addition of the sodium chloride was added such that 
the reaction temperature remained above 159 °C. After the addition of salt, the mixture was 
typically an orange and relatively free-flowing slurry, and it thickend and darkened to brown 
colour. When the viscosity increases and the overhead stirrer registers a torque of 40 N•cm, 
the reaction was stopped. The reaction vessel was then removed from the hotplate and 
allowed to cool to room temperature. The polymer was removed using using a metal spatula 
and processed in a mechanical grinder to a particles size of 0.5 to 3 mm in size. To remove 
the salt, the polymer was washed thoroughly with 17 L of deionised water in a 20 L bucket 
with overhead stirring (30 minutes). Finally, the polymer was isolated by gravity filtration 
through a sieve (0.5 mm). This process was repeated three times to ensure removal of salt. 
The polymer was then dried in a fume hood. All spectroscopic (1H NMR, IR) and thermal 
analysis (TGA and DSC) were consistent with those previously reported from our lab.1 
 

 
Elemental sulfur (left), canola Oil (middle) and 50-poly(S-r-canola)  
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Images of raw wool 
 
SEM 

 
SEM micrographs of raw wool fibers at three different magnifications 

 
SEM analysis measuring the thickness of raw wool fibers.   

The average wool fiber thickness was determined by SEM to be 34 ± 3 µm. 
 

Optical microscopic image of wool fiber used in the study: 
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Reactive compression molding of 50-poly(S-r-canola)  

The 50-poly(S-r-canola) (15.0 g) was placed  between two 10 " 10 cm 
poly(tetrafluoroethylene) (PTFE) sheets in an aluminum mold, as shown in the figure below. 
The mold lid was added and placed in the press, which was pre-heated to 100 °C. The heated 
plates of the press were brought into contact with the mold and the system was left to heat 
and equilibrate at 100 °C. Once the temperature reached 100 °C, the pressure was increased 
20 MPa using the hydraulic jack. This pressure was applied for 15 minutes after which the 
mold was removed from the press and the resulting 50-poly(S-r-canola) mat was separated 
from the Teflon sheets. The final product after reactive compression molding is shown below.  

 
Aluminum mold (10 " 10 cm) used in all reactive compression molding experiments 

 
Assembled mold in S15 Devil Press 

 
Image showing 50-poly(S-r-canola) powder before (left) and after (right) undergoing reactive 
compression molding to form a mat 
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SEM and EDX analysis of mat formed by reactive compression molding of 50-poly(S-r-
canola)  

 
Image showing SEM of 50-poly(S-r-canola) mat (left) and EDX (right). The particles are free 
elemental sulfur extruded to the surface of the polymer mat, as previously described in our 
study of reactive compression molding of 50-poly(S-r-canola).2 

 

 
 
Hot pressing raw wool 
A 10 " 10 cm sheet of PTFE was placed into the aluminum mold, 10.0 g of raw wool was 
added on top of the PTFE sheet. The wool length was ~ 11 cm. A second PTFE sheet was 
placed above the wool, the lid was added, and the mold was placed in the press, which was 
preheated to 100 °C. The heat plates were pressed until they were touching each other and the 
system was left for 2 minutes to equilibrate at 100 °C before the pressure was increased to 40 
MPa. This pressure was applied for 20 minutes. After this time, the pressure was released, 
and the mold was removed from the press. The resulting wool mat was removed from the 
mold and separated from the PTFE sheets. The final product is shown below. 
 

 
Image showing the raw wool before (left) and after (right) hot pressing (100 °C, 40 MPa, 20 
minutes). 
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SEM/EDX analysis of mat formed by hot pressing wool  

 
Image showing SEM micrograph (left), and EDX image (right) of wool fibers after hot 
pressing. 

 
SEM micrograph of wool mat showing the effect of hot pressing on the width of the fibers. 
This micrograph also shows that the fibers are still intact after hot pressing, but flattened to a 
width of 40 ± 4 µm, based on the sample of widths indicated in the micrograph above.  
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Additive compression molding of preformed wool and 50-poly(S-r-canola) mats 

A 10 " 10 cm PTFE sheet was placed in the aluminum mold and 10.00 g of raw wool was 
added. The second PTFE sheet was placed above the wool. The mold lid was added, and the 
mold was placed in the press, which was heated to 100 °C. The heated plates were brought in 
contact with the mold to preheat the system to 100 ºC. When the temperature was stable at 
100 °C, the pressure was increased to 40 MPa. This pressure was applied for 20 minutes. 
After 20 minutes the pressure was released, and the mold was removed from the press. The 
resulting wool mat was removed and separated from the PTFE sheets. This process was 
repeated to form a second wool mat. Next a 10 " 10 cm PTFE sheet was placed in the 
aluminum mold, followed by both wool mats. A PTFE sheet was then placed on top of the 
two preformed wool mats, the lid was added, and the mold was placed in the press and 
processed at 100 °C and 40 MPa for 30 minutes. After this time the pressure was released, 
and the mold removed from the press. The resulting wool mats were removed and were not 
bound together (see figure below). 
 
This entire process was repeated under with the preformed 50-poly(S-r-canola) mats (15 g for 
each preformed polymer mat). The press was used to bond the two mats together by reactive 
compression molding (100 °C, 20 MPa, 20 minutes). The two preformed 50-poly(S-r-canola) 
mats bonded to form a single mat after processing under the same conditions (see image 
below). 

 
 

 
 

  



 S10 

Reactive compression molding of wool mat between 50-poly(S-r-canola) mats 

50-poly(S-r-canola) mats: A 10 " 10 cm sheet of PTFE sheet was placed in the aluminum 
mold, followed by 5.0 g of 50-poly(S-r-canola). Then the second PTFE sheet was placed 
above the polymer. The mold lid was added, and the mold was placed in the press and heated 
to 100 °C. Once the mold was equilibrated to 100 °C, the pressure was increased to 30 MPa 
and applied for 15 minutes. After this time, the pressure was released, and the resulting 50-
poly(S-r-canola) mat from removed from the mold and PTFE sheets. This procedure was 
repeated to form a second 50-poly(S-r-canola) mat. 
 
Wool mat: Raw wool (10.0 g) was added between two 10 " 10 cm PTFE sheets placed in the 
aluminum mold. The length of the used wool was ~11 cm. The mold lid was added, and the 
mold was placed in the press and heated to 100 °C. Then, the pressure was increased to 40 
MPa and applied for 20 minutes. After this time the pressure was released, and the resulting 
wool mat was removed from the mold and separated from the PTFE sheets. 

Composite mat: First, a 10 " 10 cm of PTFE sheet was placed in the aluminum mold, 
followed by the first 50-poly(S-r-canola) mat, the wool mat, the second 50-poly(S-r-canola) 
mat, and another PTFE sheet (see image below). The lid of the mold was added, and the mold 
was pre-heated to 100 ºC in the press. After reaching 100 ºC, the pressure was increased to 40 
MPa for 30 minutes. After this time, the composite mat was removed from the mold and 
separated from the PTFE sheets (see next page). 
 

 

1. Bottom of mold 2. Bottom PTFE sheet 3. Bottom polymer mat 4. Wool mat added 5. Wool 
mat in place 6. Top polymer mat added 7. Top polymer mat in place 8. Top PTFE sheet 
   

 

1 
 

2 
 

3 4 

5 6 7 8 
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A) Two 50-poly(S-r-canola) mats and one wool mat used in the preparation of the composite 
mat, B) Composite mat with one wool mat fixed between two 50-poly(S-r-canola) mats using 
reactive compression molding.  

 

 

The above process was repeated under the same conditions using the same mass of raw wool 
that hadn’t previously been pressed into a mat. The raw wool fibre was sandwiched in 
between two poly(S-r-canola) mats forming a composite mat (see below and following page).  

SEM/EDX analysis of mat formed by additive reactive compression moulding of wool 
sheet in between two preformed poly(S-r-canola) sheets and free raw wool in between 
two preformed poly(S-r-canola) sheets respectively  

SEM image of area mapped using EDX. B) EDX mapping of image A with Carbon, 
Nitrogen, Oxygen, Platinum and Sulfur highlighted. C) EDX mapping of Nitrogen over 
surface of sample in A. D) EDX mapping of sulfur over surface of sample in A. 
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A) SEM image of area mapped using EDX. B) EDX mapping of image A with Carbon, 
Nitrogen, Oxygen, Platinum and Sulfur highlighted. C) EDX mapping of Nitrogen over 
surface of sample in A. D) EDX mapping of sulfur over surface of sample in A. 

 

 
cross section EDX showing polymer encasing the wool   
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Powdered 50-poly(S-r-canola) adheres to wool fibers 

10.0 g of raw wool was mixed with 10.0 g of 50-poly(S-r-canola) were placed in a plastic 
container and then mixed by hand or by inverting the closed container several times. The 
static charge causes the polymer to adhere to the wool. This feature helps make a relatively 
uniform coating of the polymer on the wool. 
 
 

 
A) 50-Poly(S-r-canola), B) Raw wool, C) Raw wool and 50-poly(S-r-canola) mixture 
 
 
 

 
SEM micrograph (left) and EDX image (right) of the mixed 50-poly(S-r-canola)/wool 
mixture. The red box shows a polymer particle adhering to the wool fiber.  

 
Raman and optical images here 
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Raman spectra of S8:    Raman spectra of 50-poly(S-r-canola): 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Optical image and Raman spectra of wool: 
      

      
Optical image and Raman spectra of polymer on wool: 
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Reactive compression molding of 50-poly(S-r-canola) and wool mixture 

Raw wool (10.0 g) was mixed with 50-poly(S-r-canola) (10.0 g) as described above to 
provide a mixture in which the polymer adheres to the wool fibers. The wool fiber length was 
~ 11 cm. A 10 " 10 cm of PTFE sheet was placed in the aluminum mold, followed by the 
polymer and wool mixture. The second PTFE sheet was placed above the mixture and the 
mold lid was added. The mold was placed in the heated press and heated to 100 °C. When the 
temperature of the system reached 100 °C, the pressure was increased to 30 MPa and applied 
for 20 minutes. After this time, the pressure was released and the mold was removed from the 
press. The resulting composite mat was then removed from the mold. Images of the process 
are shown below: 
 
 

 

Images demonstrating the process used to prepare the mixed 50-poly(S-r-canola) / wool 
composite mat. The image on the far right shows the final mat formed using this process. 
 
 
SEM and EDX analysis of polymer-wool mat  

 
SEM (left) and EDX (right) micrographs of the polymer-wool composites. The wool fibers 
are embedded in the polymer matrix. 
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Reactive compression molding using washed wool 
The wool was washed using dichloromethane to remove oils such as lanolin. In a 1 L beaker, 
800 mL of dichloromethane was added, then 35.5 g of the raw wool added to the 
dichloromethane. A glass rod was used to stir the mixture every 5 minutes for a 30-minute 
wash period. After 30 minutes, the wool was then filtered through a Buchner funnel. This 
process was repeated using 600 mL of dichloromethane for a further hour. The wool was then 
filtered and left in a fume hood for 24 hours to dry. Wool weight recorded after drying to be 
28.0 grams. This means the oily substance present made up 21% of the total raw wool 
weight.  
 
Washed wool mat: A 10 " 10 cm sheet of PTFE was placed into the aluminum mold, 
followed by 10.0 g of the washed wool. A second PTFE sheet was placed on top of the wool, 
the lid was added, and the mold was placed in the press and heated to 100 °C. When the 
temperature reached 100 °C the pressure was increased to 40 MPa. This pressure was applied 
for 30 minutes. After this time, the pressure was released, and the resulting wool mat was 
removed from the mold and separated from the PTFE sheets. The wool mat still formed, 
indicating that the oils are not required for the wool to be hot pressed into a persistent shape. 
The final product is shown below.  
 
Composite mat made using 50-poly(S-r-canola) and washed wool: A 10 " 10 cm sheet of 
PTFE was placed into the aluminum mold followed by a mixture of 10.0 g of the washed 
wool and 10.0 g of 50-poly(S-r-canola) powder. A second PTFE sheet was placed above the 
mixture, the lid was added, and the mold was placed in the press and heated to 100 °C. When 
the temperature reached 100 °C the pressure was increased to 40 MPa. This pressure was 
applied for 30 minutes. After this time, the pressure was released, and the mold was removed 
from the press. The resulting composite mat was removed from the mold and separated from 
the PTFE sheets. The reactive compression molding proceeded as previously used with the 
raw wool, indicating that the wool oils are not required for composite formation. The final 
product is shown below. 

 

A) Raw wool being washed in DCM, B) Washed and dried raw wool before (left) and after 
(right) hot pressing, C) Washed and dried raw wool mixed with 50-poly(S-r-canola) before 
(left) and after (right) reactive compression molding 
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Reactive compression molding of 50-poly(S-r-canola) and raw wool with unidirectional 
fiber alignment  

A 10 " 10 cm of PTFE sheet was placed on the base of the aluminum mold. Then a 
preformed 50-poly(S-r-canola) mat (5.0 g) was placed on the PTFE sheet. The wool (2.0 g, 
11 cm) was aligned and clamped taut across the polymer mat. The second 50-poly(S-r-
canola) mat was placed above the aligned wool followed by the second PTFE sheet. The lid 
of the mold was added before the entire mold was placed in the press and heated to 100 °C. 
When the temperature reached 100 °C, the pressure was increased to 40 MPa. This pressure 
was applied for 40 minutes. After this time the pressure was released, and the mold was 
removed from the press. The resulting composite with aligned wool fibers was removed from 
the mold and separated from the PTFE sheets. The entire process is depicted below. 
 

 
From left to right and top to bottom, images demonstrating the process used to prepare the 
composite mat with aligned wool fibers.  
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SEM and EDX analysis of composite mat with aligned wool fibers 

 
A) SEM (left) and EDX (right) micrographs of a cross section of the composite mat with 
aligned wool fibers. The fibers are going into the page. B) SEM (left) and EDX (right) 
micrographs of a cross section of the composite mat with aligned wool fibers. The fibers are 
going across the page. 

 
 

 
SEM (left) and EDX (right) micrographs of the surface of the 50-poly(S-r-canola) and wool 
composite with aligned fibers. Free sulfur is predominant on the surface of the mat. 
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Reactive compression molding of 50-poly(S-r-canola) and raw wool with dual fiber mats 
of orthogonal alignment 
A 10 " 10 cm PTFE sheet was placed in the aluminum mold followed by one of the 
preformed 50-poly(S-r-canola) polymer mats (5.0 g prepared at 100 °C, 40 MPa, 20 
minutes). Then 2.0 g of wool (11 cm length) was aligned and clamped taut across the 
polymer mat. A second PTFE sheet was added and the mold was closed and heated to 100 °C 
in the hot press. Once the temperature reached 100 °C, the pressure was increased to 30 MPa 
for 30 minutes. After this time the pressure was released, and the mat was removed to trim 
the excess fibers. The mat was returned to the mold and second batch of wool (2.0 g, 11 cm) 
was clamped taut across the mat, with fibers aligned orthogonal to the first batch of wool. A 
second 50-poly(S-r-canola) mat (5.0 g prepared at 100 °C, 40 MPa, 20 minutes) was added 
on top of the second lot of fibers followed by the second PTFE sheet. The mold lid was added 
then the mold was heated to 100 °C in the hot press. When the temperature reached 100 °C, 
the pressure was increased to 30 MPa. This pressure was applied for 30 minutes. After this 
time the pressure was released, and the resulting composite mat was removed from the mold. 
The entire process is depicted below.  

 
From left to right and top to bottom, images demonstrating the process used to prepare the 
composite mat with dual wool mats with orthogonal fiber alignment  
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SEM and EDX of 50-poly(S-r-canola) and wool composite with dual wool mats of 
orthogonal fiber alignment 

 
SEM (left) and EDX (right) micrographs of composite with dual wool mats of orthogonal 
fiber alignment 

 
 
 
Tensile strength of composite samples using dynamic mechanical analysis 
 
All samples were cut into rectangles (3.0 " 0.5 cm) using a scalpel. Triplicate samples were 
prepared for all tests. For the composite mats with the unidirectional fiber alignment, three 
samples were prepared in which the 3.0 cm length of the rectangle aligned with the fibers and 
three samples were prepared in which the 3.0 cm length of the rectangle was orthogonal to 
the fibers. All tensile tests were performed on a TA Q800 dynamic mechanical analyzer using 
the tension clamp. The measurement was accomplished in triplicate at room temperature (20 
°C) with the ramp displacement 1000.0 !m/min. From these measurements a plot of stress 
(MPa) versus strain (%) was produced. From this plot the yield strength, the fracture point, 
and the Young’s modulus were determined. Note that for the data to be valid, the fracture 
must occur in the middle of the sample and not at the clamps. Only data obtained with 
fracture in the middle of the sample was used in the modulus analysis. 
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Polymer and composite samples at failure during tensile testing 
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Stress strain curve for all samples produced during tensile strength measurements on the 
DMA. The sample numbering is the same as specified on the previous page. 
 
 
 
 

 
Young’s modulus (MPa) for all samples determined from the slope of the stress strain curve 
produced during tensile strength measurements on the DMA. 
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Yield strength (MPa) for all samples determined from the slope of the stress strain curve 
produced during tensile strength measurements on the DMA. 

 
Fracture point (%) for all samples determined from the slope of the stress strain curve 
produced during tensile strength measurements on the DMA. 
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50-Poly(S-r-canola) mat preparation for conductivity tests 
 
A 10 " 10 cm PTFE sheet was added to the aluminum mold. On top of the PTFE sheet, 15 g 
of 50-poly(S-r-canola) was added, followed by a second PTFE sheet. The lid for the mold 
was added, and the whole system was placed in hydraulic heated press, which was preheated 
to 100 °C. The heated plates were pressed until they were in contact with the mold without 
adding pressure. Once the temperature of the mold equilibrated at 100 °C the pressure was 
increased to 30 MPa for 15 minutes. After this time the pressure was released, and the mold 
was removed from the press. The resulting mat was removed from the mold and separated 
from the PTFE paper. The above process was repeated three times to prepare four 50-poly(S-
r-canola) mats. The four 50-poly(S-r-canola) mats were used to make a thicker mat for the 
thermal conductivity test using additive reactive compression molding.  
 
First a 10 "10 cm PTFE sheet was added to the aluminum mold. On top of the PTFE sheet, 
two of the 50-poly(S-r-canola) mats were added, followed by a second PTFE sheet. The lid 
for the mold was added, and the whole system was placed in the hydraulic heated press pre-
heated to 100 °C. The heat plates were pressed until they were in contact with the mold 
without applying any pressure. Once the temperature stabilised at 100 °C, the pressure was 
raised to 20 MPa. This pressure was maintained for 15 minutes before being released, and the 
resulting ~30 gram polysulfide mat was then removed from the mold. This process was 
repeated with the remaining two 50-poly(S-r-canola) mats to form a second ~30 gram 
polysulfide mat.  
 
Next a 10 " 10 cm PTFE sheet was added to the aluminum mold followed by one of the 30-
gram mats. A steel cover for the thermal conductivity meter was placed on top of the first mat 
so that the opening was direction in the corner of the mat. The second 30-gram mat was 
added on top before adding the second PTFE sheet. The lid to the mold was added and the 
entire system was placed in the press that was pre heated at 100 °C. The mold just fit into the 
press with the heated plates already being in direct contact with the mold. This was due to 
that larger volume of the two 30-gram mats inside the mold. No additional pressure was 
added in this case as the system was already under pressure due to the high volume of 
polymer in the mold. No added pressure was added to also ensure that the stainless-steel 
thermal conductivity probe cover wasn’t damaged during the molding process. The system 
was left in the press for 20 minutes. After this time the mold was removed. The resulting mat 
was removed from the mold and separated from the Teflon sheets. A figure demonstrating 
this process is shown on the following page.  
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A) Process used to prepare the stacked 50-poly(S-r-canola) composite mat, B) Image of the 
four 50-poly(S-r-canola) preformed mats used, and C) Final product formed through additive 
manufacturing of 50-poly(S-r-canola) pre-formed mats.  

 
 
Wool mat preparation for conductivity tests 
 
A 10 " 10 cm PTFE sheet was added to the aluminum mold. The stainless-steel cover for the 
thermal conductivity meter was inserted between 13 g of randomly placed wool before being 
placed into the mold on top of the PFTE sheet. The lid for the mold was added, and the whole 
system was placed in the hydraulic heated press pre-heated to 100 °C. The heat plates were 
pressed until they were in contact with the mold without applying any pressure. Once the 
temperature stabilised at 100 °C, the pressure was raised to 20 MPa. This pressure was 
maintained for 30 minutes before being released, and the resulting composite mat then 
removed from the mold and separated from the PTFE sheets. 
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From left to right and top to bottom, images demonstrating the process used to prepare the 
wool composite mat for thermal conductivity.  
 
 
50-Poly(S-r-canola) / wool composite mat preparation for conductivity tests 
 
A 10 " 10 cm PTFE sheet was placed in the aluminum mold. Then 10.0 g of raw wool was 
mixed with 10.0 g of polymer. The wool length was ~ 11 cm. The polymer particles adhered 
to the wool fibers, as previously described. The stainless-steel cover for the thermal 
conductivity meter was placed between the mixture so that it sat roughly in the middle. This 
was then added into the mold on top of the initial PTFE sheet. The second PTFE sheet was 
placed on top of the mixture. The mold lid was added, and the mold was placed in the press, 
which was preheated to 100 °C. The heat plates were pressed until they were in contact with 
the mold without adding pressure. When the temperature reached 100 °C, the pressure was 
increased to 30 MPa. This pressure was applied for 20 minutes. After this time the pressure 
was released, and the mold was removed from the press. The resulting composite was then 
removed from the mold and separated from the PTFE sheet. 
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Thermal conductivity measurements 
 
All thermal conductivity measurements were performed using a TLS-100 thermal 
conductivity meter, pictured below. A ceramic thermal compound paste (Arctic Silver Arctic 
Alumina) was added to the needle sensor before analysis to ensure complete contact with the 
material being tested. The sensor needle was left for 15 minutes after inserting in the sample 
before starting the measurement to allow the system to equilibrate. Initially the meter was 
calibrated by placing the sensor needle into a reference standard provided with the 
conductivity meter. For the polymer mat, the sensor needle was inserted in the 50-poly(S-r-
canola) mat with the stainless-steel cover used during the mat preparation. The thermal paste 
was coated on the sensor needle to ensure that the needle was in direct contact with the cover 
to ensure optimal heat transfer to and from the sample. The system was left for 15 minutes to 
equilibrate before measurement. After this time the thermal conductivity and resistivity were 
recorded using the meter. This process was repeated two more times to get triplicate 
measurements for each sample. This entire process was then repeated for the wool mat and 
composite mat samples, each in triplicate. The results are shown on the following page.  
 

 
TLS-100 thermal conductivity meter  
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Thermal conductivity testing using the TLS-100 Thermal conductivity meter. A) 50-Poly(S-
r-canola) mat, B) Mixed composite mat made from 50-poly(S-r-canola) polymer and wool, 
C) Wool mat, D) 50-Poly(S-r-canola) powder, and E) Raw wool. The thermal conductivity is 
plotted below. 

 

  

 
[The “mixed composite’ sample refers to the mat made from equal masses of 50-poly(S-r-
canola) and wool, with the wool randomly aligned]  
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Thermal conductivity of concrete3, wood4, glass and polypropylene5 for comparison 
 

[The “mixed composite’ sample refers to the mat made from equal masses of 50-poly(S-r-
canola) and wool, with the wool randomly aligned]  
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FLIR imaging  
 
All FLIR imaging was performed using a FLIR Ex series camera with the temperature scale 
range set to 18-65 °C in Thermal imaging mode. Auto Hot Spot mode was used to ensure the 
hottest area on the substrate was recorded. A hotplate was pre-heated to approximately 60 °C. 
An aluminum sheet was placed on top of the hotplate and left to equilibrate to 60 °C. The 
aluminum sheet ensure even heating across the surface on which the sample was placed. The 
100% polymer control mat (1.3 mm thickness) was placed directly in the center of the tray on 
the hotplate and thermal imaging was started. Images of the sample were recorded every 10 
seconds for 3 minutes or until the sample had reached 60 °C. Once it reached this 
temperature, the sample was removed from the hotplate and transferred directly to a second 
aluminum sheet to cool down. Images were recorded every 30 seconds over 3 minutes furing 
the cool down. This process was repeated for samples of wool, the polymer-wool composite 
(equal masses of polymer and wool, randomly mixed before reactive compression molding), 
polypropylene, glass and wood. All samples were prepared at a thickness of 1.3 mm. The 
results are shown below. 
 

 
 
Images showing sample heating over three minutes 
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Images showing sample cooling over 3 minutes 
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Large scale 50-poly(S-r-canola) mat preparation (250 g) 
 
Two aluminum plates and two steel plates were pre-heated in an oven for 1 hour at 150 ¡C. 
Baking paper was placed in an aluminum tray (40 !  50 cm) followed by 250 g of 50-poly(S-
r-canola), and the second baking paper was added above followed by the second tray. The 
baking paper prevented the polymer from sticking to the aluminum. The whole system was 
placed into the DK 16 Digital Knight press, shown in the figure below, for 5 minutes at 120 
¡C. After that time, the trays were flipped and heated for an extra 5 minutes. The whole 
system was removed from the hot press. The first steel and aluminium plates were removed 
from the oven. Directly after removal, the steel plate was placed on the JL-15A Ezylif 15-ton 
hydraulic press followed by the aluminium plate. The JL-15A Ezylif 15-ton hydraulic press is 
shown below.  

 
Heated press (left) and Hydraulic press (right) 
 
The 50-poly(S-r-canola) polysulfide, sandwiched in between the two aluminium trays with 
baking paper, was added on top of the first preheated aluminium plate. The second 
aluminium plate was added directly on top of the aluminium tray followed by the second pre-
heated steel plate. The pressure on the JL-15A Ezylif 15-ton hydraulic heated press was then 
increased to 300 kg/cm2. This pressure was maintained for 10 minutes. After that time the 
pressure was released, and the polymer mat was removed. The sample is shown below. 
 

 
A) 50-poly(S-r-canola), B) 50-poly(S-r-canola) after molding 
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To make the polymer mat more uniform and seal the cracks in the sample, it was placed in 
between two aluminum trays with baking paper separating the sample from the trays. The 
system was then placed back into the DK 16 Digital Knight press at 120 ¡C for 2 hours. After 
2 hours most of the cracks had healed leaving a few remaining. This can be observed in 
figure below.  
 

 
50-poly(S-r-canola) mat contains significant cracking (left), 50-poly(S-r-canola) mat in the 
DK 16 Digital Knight press (middle) and resulting 50-poly(S-r-canola) mat after 2 hours 
heated (right). 
 
To repair the remaining cracks 0.2 grams of 50-poly(S-r-canola) powder was placed over the 
damaged araa. The whole system was placed back into the hot press for a further 2 hours. 
After that time, the polymer mat was flipped and pressed for extra 2 hours. The final 250 g 
mat was removed and was uniform with no cracks. 
 

 
50-poly(S-r-canola) mat with 50-poly(S-r-canola) powder sprinkled over the cracks (left), 
50-poly(S-r-canola) mat in the DK 16 Digital Knight press (middle) and resulting 50-poly(S-
r-canola) mat (right). 
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Large scale of 50-poly(S-r-canola) / wool composite preparation (200 grams) 

Two aluminum plates and two steel plates were pre-heated in an oven for 1 hour at 150 ¡C. 
100 grams of raw sheep wool with length of ~11 cm was mixed with 100 grams of 50-
poly(S-r-canola) by hand. Baking paper was placed in aluminum tray (40 ! 50 cm) followed 
by the polymer-wool mixture. A second sheet of baking paper was placed on top before 
adding the second aluminum tray. The whole system was placed into DK 16 Digital Knight 
press for 5 minutes at 120 ¡C. After that time the sample was flipped and heated for an extra 
5 minutes. Then the whole system was removed from the hot press and transferred to the JL-
15A Ezylif 15-ton hydraulic heated press. The first steel and aluminium plates were removed 
from the oven. Directly after removal, the steel plate was placed on the JL-15A Ezylif 15-ton 
hydraulic press followed by the aluminium plate. The wool-50-poly(S-r-canola) mixture, 
sandwiched between two aluminium sheets, was added on top of the first preheated 
aluminium plate. The second aluminium plate was added directly on top of the aluminium 
tray followed by the second pre-heated steel plate. The pressure on the JL-15A Ezylif 15-ton 
hydraulic heated press was then increased to 400 kg/cm2. This pressure was maintained for 
10 minutes. After that time the pressure was released, and the composite mat was removed. 
 
 
 

 

A) Raw wool mixed with 50-poly(S-r-canola), B) Mixed composite mat after reactive 
compression molding, C, D) Mixed composite mat after cut from the center   
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Flammability testing 

UL-94 vertical burn tests were carried out as described in the main text and carried out 
according to ASTM D3801-19. 
 
Video S1 and Video S2 show representative tests for the 50-poly(S-r-canola) and the polymer 
wool composite, respectively. These video files are available to view as Electronic 
Supplementary Information.  
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